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SECTI ON 01312A

QUALI TY CONTROL SYSTEM ( QCS)

1 GENERAL

The Governnent will use the Resident Managenent System for Wndows (RMS) to
assist inits nmonitoring and adm nistration of this contract. The
Contractor shall use the Governnent-furni shed Construction Contractor
Modul e of RMS, referred to as QCS, to record, maintain, and submt various
i nfornmation throughout the contract period. This joint
Government - Contractor use of RVM5 and QCS will facilitate electronic
exchange of information and overall nanagenent of the contract. QCS

provi des the neans for the Contractor to input, track, and electronically
share information with the Governnment in the follow ng areas:

Admi ni stration

Fi nances

Quality Control
Submittal Monitoring
Schedul i ng

| nport/ Export of Data

1.1 Cor respondence and El ectroni c Comruni cati ons

For ease and speed of conmunications, both Governnent and Contractor will,
to the maxi num extent feasi bl e, exchange correspondence and ot her docunents
in electronic format. Correspondence, pay requests and ot her docunents
conprising the official contract record shall also be provided in paper
format, with signatures and dates where necessary. Paper docunents will
govern, in the event of discrepancy with the electronic version

.1.2 O her Factors

Particular attention is directed to Contract C ause, "Schedules for
Construction Contracts", Contract O ause, "Paynents", Section 01320A,
PRQIECT SCHEDULE, Section 01330, SUBM TTAL PROCEDURES, and Section 01451A,
CONTRACTOR QUALI TY CONTROL, which have a direct relationship to the
reporting to be acconplished through QCS. Also, there is no separate
paynment for establishing and maintai ning the QCS database; all costs

associ ated therewith shall be included in the contract pricing for the work.

.2 QCS SOFTWARE

QCS is a Wndows-based programthat can be run on a stand-al one persona
conputer or on a network. The Government will nake avail able the QCS
software to the Contractor after award of the construction contract. Prior
to the Pre-Construction Conference, the Contractor shall be responsible to
downl oad, install and use the |atest version of the QCS software fromthe
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Government's RMB Internet Website. Upon specific justification and request
by the Contractor, the Governnment can provide QCS on 3-1/2 inch

hi gh-density di skettes or CO-ROM Any program updates of QCS will be nade
avail able to the Contractor via the Governnent RVMB Wbsite as they becone
avai |l abl e.

.3 SYSTEM REQUI REMENTS

The following |isted hardware and software is the m ni mum system
configuration that the Contractor shall have to run QCS:

Har dwar e
| BM conpatible PC with 200 MHz Pentium or hi gher processor
32+ MB RAM
4 GB hard drive disk space for sole use by the QCS system
3 1/2 inch high-density floppy drive
Conpact di sk (CD) Reader
Col or nonitor

Laser printer conpatible with HP LaserJet 11l or better, with
mnimum4 MB installed nenory.

Connection to the Internet, mininmm28 BPS
Sof t war e
M5 W ndows 95 or newer version operating system (Ms Wndows NT 4.0
or newer is recomended)
Word Processing software conpatible with MS Word 97 or newer
I nt ernet browser
The Contractor's conputer systemshall be protected by virus
protection software that is regularly upgraded with all issued
manuf acturer's updates throughout the life of the contract.
El ectronic mail (E-mail) conpatible with M5 Qutl ook
4 RELATED | NFORMATI ON
4.1 QCS User Guide
After contract award, the Contractor shall download instructions for the
installation and use of QCS fromthe Government RMS Internet Wbsite; the

Contractor can obtain the current address fromthe Government. In case of
justifiable difficulties, the Governnent will provide the Contractor with a
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CD- ROM cont ai ni ng these instructions.
. 4.2 Contractor Quality Control (CQC) Training

The use of QCS will be discussed with the Contractor's QC System Manager
during the mandatory CQC Trai ning cl ass.

.5 CONTRACT DATABASE

Prior to the pre-construction conference, the Governnent shall provide the
Contractor with basic contract award data to use for QCS. The Governnent
will provide data updates to the Contractor as needed, generally by files
attached to E-mail. These updates will generally consist of submttal

revi ews, correspondence status, QA comments, and other adnministrative and

QA dat a.

.6 DATABASE NMAI NTENANCE

The Contractor shall establish, nmaintain, and update data for the contract
in the QCS database throughout the duration of the contract. The
Contractor shall establish and maintain the QCS database at the
Contractor's site office. Data updates to the Government shall be
submtted by E-mail with file attachnents, e.g., daily reports, schedule
updat es, paynment requests. If permitted by the Contracting Officer, a data
di skette or CD-ROM may be used instead of E-mail (see Paragraph DATA

SUBM SSI ON VI A COVMPUTER DI SKETTE OR CD-ROM). The QCS dat abase typically
shall include current data on the follow ng itens:

.6.1 Adni ni strati on
.6.1.1 Contractor Information

The dat abase shall contain the Contractor's nane, address, tel ephone
nunbers, managenent staff, and other required itens. Wthin 14 cal endar
days of receipt of QCS software fromthe Governnent, the Contractor shal
deliver Contractor administrative data in electronic format via E-nail

.6.1.2 Subcontractor I nformation

The dat abase shall contain the nanme, trade, address, phone nunbers, and
other required infornmation for all subcontractors. A subcontractor nust be
listed separately for each trade to be perforned. Each subcontractor/trade
shal | be assigned a unique Responsibility Code, provided in QCS. Wthin 14
cal endar days of receipt of QCS software fromthe Governnent, the
Contractor shall deliver subcontractor admnistrative data in electronic
format via E-mail.

.6.1.3 Cor respondence
Al Contractor correspondence to the Governnent shall be identified with a

serial nunber. Correspondence initiated by the Contractor's site office
shall be prefixed with "S". Letters initiated by the Contractor's hone
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(rmain) office shall be prefixed with "H'. Letters shall be nunbered
starting from0001. (e.g., H 0001 or S-0001). The CGovernnent's letters to
the Contractor will be prefixed with "C'

.6.1.4 Equi pnent

The Contractor's QCS database shall contain a current |ist of equipnment
pl anned for use or being used on the jobsite, including the nbst recent and
pl anned equi pnent inspection dates.

.6.1.5 Managenent Reporting

QCS includes a nunber of reports that Contractor nmanagenent can use to
track the status of the project. The value of these reports is reflective
of the quality of the data input, and is naintained in the various sections
of QCS. Anpbng these reports are: Progress Paynent Request worksheet, QA QC
conmments, Submittal Register Status, Three-Phase |Inspection checklists.

.6.2 Fi nances
.6.2.1 Pay Activity Data

The QCS dat abase shall include a |list of pay activities that the Contractor
shal | develop in conjunction with the construction schedule. The sum of

all pay activities shall be equal to the total contract anmount, including
nodi fications. Pay activities shall be grouped by Contract Line Item
Nunmber (CLIN), and the sumof the activities shall equal the anpbunt of each
CLIN. The total of all CLINs equals the Contract Amount.

.6.2.2 Paynment Requests

Al'l progress paynent requests shall be prepared using QCS. The Contractor
shal | conplete the paynent request worksheet and include it with the
paynment request. The work conpl eted under the contract, neasured as
percent or as specific quantities, shall be updated at |east nonthly.
After the update, the Contractor shall generate a paynent request report
using QCS. The Contractor shall submt the paynent requests with
supporting data by E-mail with file attachnent(s). |If permitted by the
Contracting Oficer, a data diskette may be used instead of E-nail. A

si gned paper copy of the approved paynent request is also required, which
shall govern in the event of discrepancy with the electronic version

.6.3 Quality Control (QQ

QCS provides a neans to track inplenentation of the 3-phase QC Control
System prepare daily reports, identify and track deficiencies, docunent
progress of work, and support other contractor QC requirenents. The
Contractor shall nmaintain this data on a daily basis. Entered data wll
automatically output to the QCS generated daily report. The Contractor
shal | provide the Governnent a Contractor Quality Control (CQC) Plan within
the tine required in Section 01451A, CONTRACTOR QUALI TY CONTROL. Wthin
seven cal endar days of CGovernnent acceptance, the Contractor shall subnmt a
data di skette or CO-ROMreflecting the information contained in the
accepted CQC Pl an: schedule, pay activities, features of work, submttal
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regi ster, QC requirenents, and equi pnent |ist.
.6.3.1 Daily Contractor Quality Control (CQC) Reports.

QCS includes the neans to produce the Daily CQC Report. The Contractor nay
use other formats to record basic QC data. However, the Daily CQC Report
generated by QCS shall be the Contractor's official report. Data from any
suppl enental reports by the Contractor shall be summari zed and consol i dated
onto the QCS-generated Daily CQC Report. Daily CQC Reports shall be
submitted as required by Section 01451A, CONTRACTOR QUALI TY CONTROL.
Reports shall be submitted electronically to the Government using E-mail or
di skette within 24 hours after the date covered by the report. Use of

ei ther node of subnmittal shall be coordinated with the Government
representative. The Contractor shall also provide the Governnent a signed
printed copy of the daily CQC report.

.6.3.2 Def i ci ency Tracki ng.

The Contractor shall use QCS to track deficiencies. Deficiencies
identified by the Contractor will be nunerically tracked using QC punch
list itens. The Contractor shall nmaintain a current |Iog of its QC punch
list itens in the QCS database. The Government will |og the deficiencies
it has identified using its QA punch list itens. The Governnent's QA punch
list itens will be included in its export file to the Contractor. The
Contractor shall regularly update the correction status of both QC and QA
punch list itens.

.6.3.3 Thr ee- Phase Control Meetings

The Contractor shall maintain schedul ed and actual dates and tines of
preparatory and initial control neetings in QCS

.6.3.4 Acci dent/ Saf ety Tracki ng.

The Governnment will issue safety conmments, directions, or guidance whenever
safety deficiencies are observed. The Governnent's safety coments will be
included inits export file to the Contractor. The Contractor shal
regul arly update the correction status of the safety comments. In

addition, the Contractor shall utilize QCS to advise the Government of any
accidents occurring on the jobsite. This brief supplenental entry is not
to be considered as a substitute for conpletion of nandatory reports, e.g.
ENG Form 3394 and OSHA Form 200.

.6.3.5 Features of Wirk

The Contractor shall include a conplete list of the features of work in the
CS database. A feature of work nay be associated with nultiple pay
activities. However, each pay activity (see subparagraph "Pay Activity
Dat a" of paragraph "Finances") will only be linked to a single feature of
wor k.

.6.3.6 QC Requi renents

The Contractor shall develop and maintain a conplete list of QC testing,
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transferred and installed property, and user training requirenents in QCS.
The Contractor shall update all data on these QC requirenents as work
progresses, and shall pronptly provide this information to the Governnent

via QCS.

.6.4 Submi ttal Managenent

The Governnment will provide the initial subnmittal register, ENG Form 4288,
SUBM TTAL REG STER, in electronic format. Thereafter, the Contractor shall
maintain a conplete list of all submittals, including conpletion of all
data colums. Dates on which subnmittals are received and returned by the
Government will be included in its export file to the Contractor. The
Contractor shall use QS to track and transmt all submttals. ENG Form
4025, subnittal transmittal form and the submttal register update, ENG
Form 4288, shall be produced using QCS. RMS will be used to update, store
and exchange submittal registers and transmittals, but will not be used for
storage of actual submittals.

.6.5 Schedul e

The Contractor shall devel op a construction schedul e consisting of pay
activities, in accordance with Contract C ause "Schedul es for Construction
Contracts", or Section 01320A, PRQIECT SCHEDULE, as applicable. This
schedul e shall be input and nmintained in the QCS database either nanually
or by using the Standard Data Exchange Format (SDEF) (see Section 01320A
PRQIECT SCHEDULE). The updated schedul e data shall be included with each
pay request submtted by the Contractor.

.6.6 | mport/ Export of Data

QCS includes the ability to export Contractor data to the Governnent and to
i mport submittal register and ot her Government-provided data, and schedul e
dat a usi ng SDEF.

.7 | MPLEMENTATI ON

Contractor use of QCS as described in the preceding paragraphs is
mandatory. The Contractor shall ensure that sufficient resources are
available to maintain its QCS database, and to provide the Governnent wth
regul ar dat abase updates. CS shall be an integral part of the
Contractor's managenment of quality control.

. 8 DATA SUBM SSI ON VI A COVWPUTER DI SKETTE OR CD- ROM

The Governnent-preferred nmethod for Contractor's subm ssion of updates,
paynment requests, correspondence and other data is by E-mail with file
attachment (s). For locations where this is not feasible, the Contracting
Oficer may pernmit use of conputer diskettes or CD-ROM for data transfer.
Data on the disks or CDs shall be exported using the QCS built-in export
function. |f used, diskettes and CD-ROVs will be submitted in accordance
with the follow ng:

8.1 File Medium
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The Contractor shall submt required data on 3-1/2 inch doubl e-sided

hi gh-density di skettes fornatted to hold 1.44 MB of data, capable of
runni ng under M crosoft Wndows 95 or newer. Alternatively, CD ROV may be
used. They shall conformto industry standards used in the United States.
Al data shall be provided in English.

.8.2 D sk or CD- ROM Label s

The Contractor shall affix a pernanent exterior |abel to each diskette and
CD-ROM submitted. The | abel shall indicate in English, the QCS fil e naneg,
full contract nunber, contract nanme, project |ocation, data date, nane and
t el ephone nunber of person responsible for the data

.8.3 Fil e Nanes

The Governnent will provide the file names to be used by the Contractor
with the QCS software.

.9 MONTHLY COORDI NATI ON NMEETI NG

The Contractor shall update the QCS database each workday. At |east
nonthly, the Contractor shall generate and submit an export file to the
CGovernment with schedul e update and progress paynent request. As required
in Contract Clause "Paynents", at |east one week prior to subnmttal, the
Contractor shall neet with the Government representative to reviewthe
pl anned progress paynent data subm ssion for errors and oni ssions.

The Contractor shall make all required corrections prior to Governnent
acceptance of the export file and progress paynent request. Paynent
requests acconpani ed by inconplete or incorrect data submttals will be
returned. The Governnment will not process progress paynents until an
acceptabl e QCS export file is received.

.10 NOTI FI CATI ON OF NONCOWPLI ANCE

The Contracting Oficer will notify the Contractor of any detected
nonconpl i ance with the requirenments of this specification. The Contractor
shal | take imredi ate corrective action after recei pt of such notice. Such

noti ce, when delivered to the Contractor at the work site, shall be deened
sufficient for the purpose of notification

-- End of Section --
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SECTI ON 01330

SUBM TTAL PROCEDURES

PART 1 GENERAL

1.1  SUBM TTAL | DENTI FI CATI ON ( SD)
Submittals required are identified by SD nunbers and titles as foll ows:

SD-01 Preconstruction Submttals
SD- 02 Shop Drawi ngs
SD- 03 Product Data
SD- 04 Sanpl es
SD- 05 Design Data
SD- 06 Test Reports
SD-07 Certificates
SD- 08 Manufacturer's Instructions
SD- 09 Manufacturer's Field Reports
SD-10 Operation and Mai ntenance Data
SD-11 C oseout Submittals
1.2 SUBM TTAL CLASSI FI CATI ON
Submittals are classified as foll ows:
1.2.1 Gover nment Approved
Government approval is required for extensions of design, critical
materi al s, deviations, equipnent whose conpatibility with the entire system
nust be checked, and other items as designated by the Contracting O ficer.
Wthin the terns of the Contract O ause entitled "Specifications and
Drawi ngs for Construction,” they are considered to be "shop draw ngs."
1.2.2 Information Only
Al submittals not requiring Governnment approval will be for information
only. They are not considered to be "shop drawi ngs" within the terns of

the Contract Clause referred to above.

1.3 APPROVED SUBM TTALS
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The Contracting Oficer's approval of submttals shall not be construed as

a conplete check, but will indicate only that the general nethod of
construction, materials, detailing and other information are satisfactory.
Approval will not relieve the Contractor of the responsibility for any

error which nay exist, as the Contractor under the Contractor Quality
Control (CQC) requirenents of this contract is responsible for dinensions,
t he desi gn of adequate connections and details, and the satisfactory
construction of all work. After submttals have been approved by the
Contracting O ficer, no resubmttal for the purpose of substituting
materials or equi pnent will be considered unless acconpani ed by an

expl anation of why a substitution is necessary.

.4 DI SAPPROVED SUBM TTALS

The Contractor shall make all corrections required by the Contracting
Oficer and pronptly furnish a corrected submttal in the formand nunber
of copies specified for the initial submttal. |[If the Contractor considers
any correction indicated on the submttals to constitute a change to the
contract, a notice in accordance with the Contract C ause "Changes" shal

be given pronptly to the Contracting Oficer

.5  WTHHOLDI NG OF PAYMENT

Paynment for materials incorporated in the work will not be made if required
approval s have not been obt ai ned.

.6 GENERAL

The Contractor shall make submittals as required by the specifications.
The Contracting O ficer may request submittals in addition to those
speci fi ed when deened necessary to adequately describe the work covered in
the respective sections. Units of weights and neasures used on al
submittals shall be the same as those used in the contract drawi ngs. Each
subm ttal shall be conplete and in sufficient detail to allow ready

determ nati on of conpliance with contract requirenents. Prior to
submittal, all itenms shall be checked and approved by the Contractor's
Quality Control (CQC) System Manager and each item shall be stamnped,
signed, and dated by the CQC System Manager indicating action taken
Proposed devi ations fromthe contract requirenents shall be clearly
identified. Submittals shall include items such as: Contractor's,

manuf acturer's, or fabricator's draw ngs; descriptive literature including
(but not limted to) catal og cuts, diagrans, operating charts or curves;
test reports; test cylinders; sanples; O&M nanuals (including parts list);
certifications; warranties; and other such required subnmttals. Submttals
requi ri ng Government approval shall be schedul ed and nade prior to the
acquisition of the material or equi pment covered thereby. Sanples
remai ni ng upon conpl etion of the work shall be picked up and di sposed of in
accordance with manufacturer's Material Safety Data Sheets (MSDS) and in
conpliance with existing | aws and regul ati ons.

.7 SUBM TTAL REGQ STER

At the end of this section is a submttal register showing itenms of
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equi pnrent and materials for which submittals are required by the
specifications; this list may not be all inclusive and additiona
submittals may be required. The Contractor shall maintain a subnitta

regi ster for the project in accordance with Section 01312A QUALI TY CONTROL
SYSTEM (QCS) .

.8  SCHEDULI NG

Submittals covering conponent itens formng a systemor itens that are
interrelated shall be scheduled to be coordi nated and submitted
concurrently. Certifications to be submtted with the pertinent draw ngs
shal |l be so schedul ed. Adequate tine (a mninmumof 35 cal endar days
exclusive of mailing tinme) shall be allowed and shown on the register for
revi ew and approval. No delay damages or tine extensions will be all owed
for tine lost in late submttals.

.9 TRANSM TTAL FORM ( ENG FORM 4025)

The sanple transmittal form (ENG Form 4025) attached to this section shal
be used for submtting both Governnent approved and infornmation only
submttals in accordance with the instructions on the reverse side of the
form These forms will be furnished to the Contractor. This formshall be
properly conpleted by filling out all the headi ng bl ank spaces and
identifying each itemsubmtted. Special care shall be exercised to ensure
proper listing of the specification paragraph and/or sheet nunber of the
contract drawi ngs pertinent to the data submtted for each item

.10 SUBM TTAL PROCEDURES
Submttals shall be nmade as foll ows:
.10.1 Pr ocedur es

Submittals required by the CONTRACT CLAUSES and ot her non-technical parts
of the contract are not included in this section. The Contractor shal
submit to the Contracting Officer: six (6) copies for approval, and four
(4) copies for information only, of all shop draw ngs, certificates of
conpliance, nmaterials, fixtures and equipnent |ists called for under the
various headi ngs of these specifications. These draw ngs, certificates and
lists shall be conplete and detailed and, prior to subm ssion, nust be
reviewed and certified correct by the Contractor as required by the Quality
Control System paragraph of the Construction Quality Control Section. |If
approved by the Contracting Oficer, four (4) sets of all submttals wll
be retained by the Contracting O ficer and two (2) sets will be returned to
the Contractor. Submittals for information only usually will not be
returned. The Contractor is encouraged to submt paper docunents that are
printed/ copi ed doubl e-sided on recycl ed paper that has at |east 20%

post consuner nateri al

.10.1.1 Resubnmittal s
If a submittal is returned for correction or is not satisfactory and is

di sapproved by the Contracting Oficer, the Contractor shall resubmt the
corrected material in the sane quantity, including reproducibles as
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specified for the original submttal for approval within 14 days after
recei pt by himof the disapproved naterial.

.10.2 Devi ati ons

For submittals which include proposed deviations requested by the
Contractor, the columm "variation" of ENG Form 4025 shall be checked. The
Contractor shall set forth in witing the reason for any devi ati ons and
annot ate such deviations on the submittal. The Governnent reserves the
right to rescind inadvertent approval of submittals containing unnoted
devi ati ons.

11 AS-BUI LTS

(Specific instructions nay be obtained fromlInternet Address:
http://ww. cbbs. spk. usace. arny. nm |/ htmn/aegui de. ht )

These instructions include subnittal requirenents for shop drawi ngs. All
other submittals and O&M Manuals will be reviewed and submtted as per
ot her Technical Specification Section requirenments.

(A) Working As-Built Draw ngs(Governnment Approved - See ATTACHMVENT -
CONTRACTOR PREPARED AS-BUI LTS). The Contractor shall maintain a current
record of the work as actually constructed in the formof working as-built
drawi ngs. These will typically be red-l1ine mark-ups of the construction
plans. The quantity of sets to be red-lined can be found under the
par agr aph bel ow, Submittal Requirenents for Review and Approval . It is
the Contractor's responsibility to ensure the use of the nobst current
drawi ngs. Subject to the approval of the Contracting O ficer, a nenber of
the Contractor's Quality Control Organization will be assigned the sole
responsibility for the nmaintenance and currency of the as-built draw ngs.
Any reassi gnment of duties concerning the naintenance of the as-built
drawings will be pronptly reported to the Contracting O ficer. Guidelines
and drafting standards for preparing working and final as-built draw ngs
can be found on the Internet.

(B) Final As-Built Draw ngs(Government Approved - See ATTACHMVENT -
CONTRACTOR PREPARED AS-BUILTS). The Contractor shall prepare final,
record copy draw ngs which depict the actual conditions upon conpletion of
construction. The deliverable required shall be in both hard copy and
electronic format. The final approved subnittal shall be in electronic
format only.

Submittal Requirenents for Review and Approval .

a. Working as-built draw ngs. (Governnment Approved - See ATTACHMVENT -
CONTRACTOR PREPARED AS- BUI LTS) Three sets of red-line markups shall be
submtted after the conpletion of work at 25% intervals (i.e. 25% 50%
75% and 100%,for bid itens, if appropriate, or with nore frequent
intervals as determined by the Contracting O ficer, in conjunction with
approval of progress paynments.

b. Final as-built draw ngs.(Governnment Approved - See ATTACHVENT -
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CONTRACTOR PREPARED AS-BUILTS)) Al three sets of red-1ine markups and
one new set (hard copy bond or blue-line) of conpleted final as-built
drawi ngs shall be submitted for review within 10 worki ng days prior to the
pre-final inspection. |If upon review, the drawi ngs are found to contain
errors and/or om ssions, they shall be returned to the Contractor for
corrections.

Wthin 15 cal endar days after the final project inspection, the Contractor
shal |l subnit for approval the one copy of updated red-line mark-up CADD
files depicting final as-built conditions. [|f upon review by the
Sacranmento District, the drawings are found to contain errors and/or
om ssions, they shall be returned to the Contractor for corrections.
Wthin 45 cal endar days after the final inspection, the Contractor shall
transfer the final as-built drawings to the Governnment according to
Par agr aph, End-User (Custoner Requirenents).
(O End-User (Custoner Requirenents)

1. CADD For mat.

Mcrostation J for use on Wndows 98 (or later) Qperating System A
copy converted to Autocadd 2000 shall al so be provided.

2. Hard Copy Media and Quantiti es.
Two (2) full-size 22" x 34" reproducible sets on vellum
(D) Delivering electronic files.

Specific instructions for |abeling disks or CD-ROWs, directory structure,
i ndexi ng and addi ti onal docunentation requirenents are listed on the Internet.

(I'nternet Address: http://ww.cbbs. spk.usace.army.ml|/htnl/aeguide.htm)

1.12 CONTROL OF SUBM TTALS
The Contractor shall carefully control his procurenment operations to ensure
t hat each individual submittal is nade on or before the Contractor
schedul ed submittal date shown on the approved "Subnittal Register."

1.13 GOVERNMENT APPROVED SUBM TTALS

Upon conpl etion of review of submttals requiring Government approval, the

submittals will be identified as having received approval by being so
stanped and dated. 4 copies of the submittal will be retained by the
Contracting Oficer and 2 copies of the submittal will be returned to the
Contractor.

1.14 | NFORVATI ON ONLY SUBM TTALS

Normal |y submittals for information only will not be returned. Approval of
the Contracting Officer is not required on infornation only submttals.

01330 - 6 ENCL 1 TO AMENDMENT NO. 0003



1143

The Governnent reserves the right to require the Contractor to resubmt any
itemfound not to conply with the contract. This does not relieve the
Contractor fromthe obligation to furnish material conformng to the plans
and specifications; will not prevent the Contracting Officer fromrequiring
renoval and replacenent of nonconform ng material incorporated in the work;
and does not relieve the Contractor of the requirement to furnish sanples
for testing by the Governnent |aboratory or for check testing by the
CGovernment in those instances where the technical specifications so

prescri be.

.15 STAVPS

Stanps used by the Contractor on the submittal data to certify that the
submi ttal neets contract requirenents shall be simlar to the follow ng:

CONTRACTOR

(Fi rm Nane)

Approved

Approved with corrections as noted on subnittal data and/or
attached sheets(s).

S| GNATURE:

TI TLE:

DATE:

-- End of Section --
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SECTI ON 01356

STORM WATER PCOLLUTI ON PREVENTI ON MEASURES

PART 1 GENERAL

1

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM D 4439 (1997) Standard Ternmi nol ogy for
Ceosynt hetics

ASTM D 4491 (1996) Water Perneability of Geotextiles
by Permittivity

ASTM D 4533 (1991; R 1996) Trapezoid Tearing Strength
of Geotextiles

ASTM D 4632 (1991; R 1996)) Grab Breaking Load and
El ongati on of Geotextiles

ASTM D 4751 (1995) Determ ning Apparent Opening Size
of a Ceotextile

ASTM D 4873 (1995) Identification, Storage, and
Handl i ng of Geosynthetic Rolls

SAN FRANCI SCO REG ONAL WATER QUALI TY CONTROL BOARD

Call 510-622-2419 to order (1999) FErosion and Sedinent Contro
Field Manual. 3rd Edition
.2 GENERAL
The Contractor shall inplement the stormwater pollution prevention

neasures specified in this section using the appropriate Best Managenent
Practices (BMPs) in order to neet the requirenents of Section 01354
ENVI RONVENTAL PROTECTI ON, and the requirenents of the National Pollution
Di scharge Elinination System ( NPDES)

A vital conponent of the NPDES CGeneral Permit is the inplenentation of a
Storm Water Pollution Prevention Plan (SWPPP) which is attached to this
specification 01356. Paragraph 3.5 of this Section 01356 describes the
instructions to the contractor on how to conplete, certify, approve and

i mpl enent the SWPPP. The Best Managenent Practices (BMPs) for erosion and
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sedi mentation control and inplinmentation requirenents are specified in this
Section. Section 01356 describes all BMPs including nandat ory housekeepi ng
BMPs, Ceneral Site nmanagenent, inspection and nmai ntenance requirenents

whi ch are necessary to conply with the NPDES General Pernmit. All erosion
control BMPs and all sedinmentation controls BMPs nust be installed within
14 days after conpletion of all earth nmoving activities for each specific
area during the rainy season (1 Cct to Mar 31). During the non-rainy
season, the 14 day requirement is waived for the installation of erosion
control BMPs; but the sedinentation control BMPs nmust still be installed
within 14 days.

1.3 SUBM TTALS

CGovernnment approval is required for all submttals with a "GA" designation
submittals not having an "GA" designation are for information only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD-07 Certificates
-Certified Storm Water Pollution Prevention Plan (SWPPP); G
See paragraph 3.5.

-Manufacturer's installation instructions of erosion controls,
sedi nentations controls, if any, for straw wattles, etc

1.4 | MPLEMENTATI ON REQUI REMENTS DURI NG CONSTRUCTI ON

The controls and neasures required by the Contractor are described bel ow
The Contractor shall inplenment the Best Managnent Practices(BMPs) stated in
this specification and in the SWPPP. The SWPPP i ncl udes col or coded nmaps
which identify the scope and | ocation of the erosion control and

sedi mentation control BMPs. O her BMPs are described in the SWPPP

1.4.1 Stabilization Practices

The stabilization practices to be inplenmented shall include tackified straw
and drilled vegetation as stated in the EROCSI ON CONTROL BWMPs of the SWPPP
On his daily CQC Report, the Contractor shall record the dates when the
maj or grading activities occur, (e.g., clearing grubbing, excavation
enbanknent, andgradi ng); when construction activities tenmporarily or
permanently cease on a portion of the site; and when stabilization
practices are initiated. Except as provided in paragraphs UNSU TABLE
CONDI TIONS, stabilization practices shall be initiated as soon as
practicable, but no nore than 14 days, in any portion of the site where
construction activities have tenporarily or pernmanently ceased. See
paragraph 1.1 for further information on the 14 days requirenent.

1.4.2 Unsui t abl e Condi ti ons
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VWhere the initiation of stabilization neasures by the fourteenth day after
construction activity tenporarily or permanently ceases is precluded by
unsui tabl e conditions caused by the weat her, stabilization practices shal
be initiated as soon as practicable after conditions becone suitable.

1.4.3 SWPPP and General Permit Requirenents

Al requirenents of the attached SWPPP and the NPDES General Permt
(www. swrch. ca. gov/stormmtr/construction. htm) shall apply during the
duration of construction

1.4. 4 Cost Consi derations

The contractor is responsible for all costs associated with inplenenting the
attached SWPPP in order to maintain conpliance with the Permit. This includes
the installation of erosion and sedi nentati on BMPs, Mandat ory Housekeepi ng
BMPs, Bi-weekly Inspection requirenents, Miintenance and Repair of BMPs,
Water sanpling during a rain event, and all other requirenments specified in

t he SWPPP.

1.4.5 Schedul e of BMP installation.

The SWPPP requires that the contractor provide a schedule to install al
erosion and sedinentation control BMPs. The BWP installation schedul e nust
be attached to the SWPPP and adherance to the BWMP installation schedule is
required to neet the requirenents of the NPDES General pernmt. The
schedul e nust conply with the 14 day requirenment in paragraph 1.1 and 1. 3. 1.

1.4.6 Due Diligence by the Contractor

During construction the contractor is also required to performthe
following Due Diligence actions to prevent stormnater pollution

(1) MNIMZE the length of tinme that disturbed soil is exposed. 14
days is the naxi mum but 5 days or |ess should be acconplished whenever
possi bl e.

(2) REDUCE the total area of exposed soil. The contractor should
divide large areas into snaller sections so that work can be
acconpl i shed and BMPs are installed one section at a tine.

(3) PROTECT all receiving waters and stormnater inlets previous
identified in the SWPPP and any new receiving waters and stormat er
inlets that are discovered or not covered in the SWPPP. This includes
drai nage channel s, creeks, rivers, natural watercourses, water bodies,
and/ or ag ditches |leading to any of the preceeding.

(4) MONITOR before and after each rain event, and at |east daily during
prolong rain events as specified in the SWPP
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(5) MAKE every attenpt to stabilize the disturbed soil at |east 48
hours before an incomng major stormevent. |f necessary, stop al
construction work in order to have the necessary erosion or

sedi mentation control BMP install ed.

5 Er osi on Control BMP
5.1 Primary Erosion Control BMP

The Erosion Control Best Mangenent Practice to protect disturbed soil areas
for this project shall be tackified straw and drilled vegetation for
erosion protection. The vegetation nust be planted as soon as possible and
sedi nentation control BMPs nust be installed during the vegetation

est abl i shnent peri od.

.5.2 Installati on Location

Tackified Straw and drilled vegetation shall be placed in designated
di sturbed soil areas |located within the proposed floodplain terrace. See
attached maps to the SWPPP for the |ocation of erosion BWMP

.6 Sedi nent ati on Control BMP

The sedi mentation control Best Mangenent Practice shall be nade up of fiber
rolls (Fiber rolls are also called Straw Wattles). The detailed
specifications of fiber rolls are provided in paragraph 2.1.1.

.6.1 Primary Sedi nmentation Control

.6.2 Installati on Location

The constractor shall be responsible to provide adequate sedi nentation
control neasures to prevent any silt resulting fromineffective erosion
controls or areas w thout any erosion controls. The fiber rolls shall be
properly installed to effecively retain sedinent during or inmediately
after conpleting each phase of work. Final renoval of sedinmentation BMPs
shal | be upon approval of the governnent. At a mnimumthe the |ocation of
sedi mentati on BMPs shall be in accordance with the narked up site nmaps
attached to the SWPPP. GCenerally the narked-up | ocations should be in the
followi ng areas: (1) along the downsl ope perineter of all disturbed areas,
(2)perpendicular to the flowin the bottom of any new drai nage ditch,
channel, swales. (3) at the entrance to culverts or stornmnater sewer
inlets, (4) along the river bank if the water flows fromthe di sturbed area
towards the river. Al fiber rolls shall be installed along contours that
are level in elevation to avoid concentrated water flow and possible rill
and gul ly erosion.

If the marked-up nmaps are not consistant with the above guidelines, the

mar ked- up naps shoul d be revised accordingly and with the concurrance of
the on-site government field representative. The contractor may add or

del ete the sedinentation control neasures to suit the actual project by the
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contractor nust be aware that the deletion or the |ack of sedinentation
controls may subject theis project to potential enforcenent action by the
regul atory agencies as noted in paragraph 3.5.

PART 2 PRODUCTS
2.1 COVPONENTS FOR STRAW WATTLES
2.1.1 Straw Wattl es Detail ed Specifications

Fiber rolls are tubes of rice straw, wheat, or oat straw encases in either
WV degrageabl e plastic netting or 100% bi odegradeabl e burlap and are
commony called straw wattles. The wattles are approxinately 8 to 12 inches
in dianmeter, 20 to 35 feet long, and w ei gh between 25 to 35 | bs per roll.
The plastic netting or bulap nust be environnentally friendly or nust
degrade in such a manner that there is no adverse significant risk to small
animals, aquatic life or plant |life. The straw, rice, or wheat shall
originate fromthe state of California. Any inported straw, rice, wheat, or
oat fromother states require certification fromthe manufacturer that the
inmported material is free of pest and disease and approval fromthe State
of California. Al shipping costs, material costs, installation costs, and
mai nt enance costs, and all incidentals shall be provided by the contractor.

2.1.2 I nspection and Mai nt enance Requirenents
Fiber roll installation nust be visually instpected by the SWPPP
coordi nator and a government field representative. Restaking or
reinstallation miy be required if the installation is not in accordance
wi th paragraph 3.2.1 or areas have been found to be unprotected.
Subsequent inspections and mai ntenance shall be perforned by the SWPP
coordi nator in accordance with the SWPPP.

2.1.3 St orage Requirenents
Storage and stockpiling of fiber rolls shall be in accordance with the
supplier's or manufacturer's instructions. This should also include
protection from WV sunlight, nold, or water damage, ani nal and insect
damage, theft and vandalism

2.1. 4 Suggested Straw Wattle Suppliers
Fiber rolls (or wattles) nust nmeet paragraph 2.1.1. Suggested suppliers are
California Straw Wrks (www. strawwattl es.con), other fiber rolls suppliers
listed in ww.ieca.org, or any |local suppliers.

PART 3 EXECUTI ON

3.1 | NSTALLATI ON OF EROSI ON CONTROL BMPs

3.1.1 Tackified Straw

Straw wi Il be blown straw sprayed with a tackifier or crinped into the
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ground wi th Heavy equipnent. Crinp by trackwal king parallel to the slope
so that track narks are perpendicular to the flow of water. Refer to
section 02920L GRASS SEEDI NG for detailed intallation instructions.

1.2 Drilled Vegetation

Native grasses will be drilled seeded using a truax drill or agricultural
drill seeder. Refer to section 02920L GRASS SEEDI NG for detail ed
pr ocedures.

.2 | NSTALLATI ON OF SEDI MENTATI ON CONTROL BMPs
. 2.1 Straw Wattl es

Installation shall be in accordance with the supplier's or nmanufacturer's
instructions. These instructions shall be provided to the governnent field
representative for inspection purposes. |If there are no instructions, then
the instructions shall be as follows: The ends of wattles shall be abutted
to each other snuggly. Stakes shall be nade from 2X4 | unber sawn

di agonally. Lengths of stakes shall be 2.5 feet and driven in the wattles
18 to 24 inches deep at three foot centers. Additional instructions are
docunented on page 47 to the SF RWXB Erosi on and Sedi nent Control Field
Manual , 3rd edition. This manual is available fromthe Friends of the San
Franci sco Esturary, for approximately $50, at (510)622-2419. This nanual

al so covers Good Housekeepi ng BMPs as required by the SWPPP

.3 MAI NTENANCE

The Contractor shall maintain the tenporary and pernanent vegetation
erosion and sedi nent control neasures, and other protective neasures in
good and effective operating condition by perform ng routine inspections to
determ ne condition and effectiveness, by restoration of destroyed
vegetative cover, and by repair of erosion and sedi nent control neasures
and other protective neasures. Maintenance procedures for the erosion
nmeasures can be found in section 02920 GRASS SEEDI NG  The fol |l owi ng
procedures shall be followed to nmamintain the sedi nentation protective
measur es.

.3.1 Straw Wattl e Maintenance.

Restaking or reinstallation nmay be required if the installation is not in
accordance with paragraph 3.2.1. The contractor nust also nmeet requirenents
listed in the SWPPP and fol | ow t he manufacturers maintenance instructions.
.4 | NSPECTI ONS

4.1 Gener al

The Contractor shall inspect the site in accordance with the attached
SWPPP. The SWPPP provi des the inspection frequency and inspection reports.

The general inspection standards shall be as follows: The erosion BMPs
and sedi nentation BMPs and stormdrain inlet protection BMPs nust be fully
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operational and effective in preventing stormvater pollution. Any tears in
fabric, dislodgenent of posts or stakes, |oosening attachnents, or exposure
of loose soil nust be corrected. Any missing or danaged BMPs caused by a
stormevent, theft or any other reason nmust be replaced. The SWPPP al so
requires the collection of water sanples during a rain event and subsequent
| ab anal ysi s.

3.5 I NSTRUCTI ONS FOR COVPLETI NG, CERTI FYI NG APPROVI NG AND | MPLEMENTI NG THE
STORMMTER POLLUTI ON PREVENTI ON PLAN

The Stormnater Pollution Prevention Plan (SWPPP)is a requirenment of the
NPDES CGeneral Permt and conpliance is nmandatory. Nonconpliance with the
SWPPP or this specification 01356 nmay trigger enforcement action by the
Regi onal Water Quality Control Board agai nst the Corps of Engineers for
violating the Clean Water Act. |If a Notice of Violation, Cease and Desi st
Order, or an Admnistrative Civil Liability is issued and is caused by the
contractor's nonconpliance with the SWPPP or provision of this contract
specification, the Corps of Engineers will w thhold partial paynment and
contractor's overall performance will be rated as unsatisfactory.

3.5.1 Contractor's certification procedure

The attached SWPPP includes specific instructions in Section 2 of the SWPP
on how to conplete the mssing information in the SWPPP. As described by
Section 2 of the SWPPP, the contractor shall review the entire SWPPP for
applicability and adequacy. Deficiencies in the SWPPP shoul d be brought to
the governnent's attention prior to certification. |If there are no
deficiencies or the deficiencies have been corrected, the contractor shal
conplete the SWPPP, certify the SWPPP and submit the SWPPP for governnent
approval prior to any activity that nay create a potential for stornmnater
pol lution. After governnent approval, the original SWPPP will be returned
to the contractor for inplenentation. Section 4 in the SWPPP provi des
details of how to conduct any changes to the SWPPP during construction.

A copy of the certified SWPPP nust be submitted to the SF Bay Regi onal

Water Quality Control Board (Leslie Ferguson, 510-622-2344) and to the
contracting officer. The original SWPPP shall be posted and readily
avai | abl e when requested by a visitor

3.5.2 Correcting Deficiencies found after Certification

The contractor shall notify the government field representative of any

obvi ous or questionable deficiencies. An exanple of an obvious deficiency
is a stormvater inlet drain is discovered during contract work but was not
docunented in the SWPPP or protected agai nst stormmvater water pollution

In this case, the contractor shall pen and ink the changes in the SWPPP and
provi de the necessary protection to conply with the NPDES General Permt.
An exanpl e of a questionable deficiency is a change in the rainfall flow
pattern due to gradi ng which may delete the need for a silt fence or straw
wattles. In this case, the contractor requires governnent approval to
delete a BMP that is docunented in the SWPPP. | n general, adding a new BW
to comply with the NPDES General Pernit does not require governnent
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approval but deleting or changing an existing BMP will require governnent
approval .

.5.3 Term nation of SWPPP responsibilities

The contractor nust receive a witten nmenorandum fromthe governnent to
termnate the contractor's obligation to the SWPPP. The witten menorandum
is normally provided after the denolition work is conpleted and the
vegetation is fully established and there is no risk of stornmnater

pol lution. Assumng the denolition work and all erosion and sedi nentation
controls are installed around January 31, the expected term nation date
shall be April 30 since the contractor is still required to performBW' s
mai nt enance and i nspection work until one nonth after the rainy season
ends. Any subcontractor's service contract should include all origina
requi renents of SWPPP incl udi ng mai ntenance of all BMPs, costs for
repairing or replacing damaged or m ssing BMPs, and the periodic inspection
costs. However, using a subcontractor to perform BMP inspection

mai nt enance, and repair does not term nate the prinme contractor's
obligation to the SWPPP until the government nmenorandumis issued.

ATTACHMENT 4.1 - STORMMTER PCOLLUTI ON PREVENTI ON PLAN ( SWPPP)

-- End of Section --
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STORM WATER POLLUTION PREVENTION PLAN
1. OBJECTIVES

This Storm Water Pollution Prevention Plan (SWPPP) is intended to meet the Waste
Discharge Requirements (WDR) for Discharges of Storm Water Runoff associated with
Construction Activity under SWRCB Order 99-08-DWQ which is the General Permit for
construction projects for the National Pollutant Discharge Elimination System (NPDES)
(www.swrch.ca.gov/stormwtr/construction.html). Paragraph 4 of the General Permit
requires that this SWPPP must be prepared in accordance with the format described in
Section A of the General Permit and the content must address the specific circumstances
for this construction site. This SWPPP is also required by Provision C.18 to the Napa
River Flood Protection Project’s WDR issued by the San Francisco Bay Regional Water
Quality Control Board (RWQCB).

The General Permit requires the SWPPP to (@) identify all pollutant sources including
sources of sediment that may affect the quality of storm water discharges; (b) identify
non-storm water discharges; (c) identify and construct the Best Management Practices or
BMPs during construction with an implementation time schedule and (d) a maintenance
schedule designed to reduce or eliminate pollutants after the construction is completed.
Certification of this SWPPP is also required.

This SWPPP covers the East Bank of the Napa River/Napa Creek Flood Protection
Project from Kennedy Park (station 636.83) to Imola Avenue (station 700). This project
ispart B of cortract 1 and is the second of atotal of 4 contracts to change the flood
features of this river. This SWPPP is not applicable to the three other contracts.

For the purpose of this SWPPP, the main construction contractor shall be designated as
the “discharger” since the construction contractor has direct control to minimize any
potential stormwater discharge during construction*. The US Army Corps of Engineers
shall be designated as the “government” in this SWPPP. The discharger (i.e. the main
construction contractor) shall designate a Primary SWPPP coordinator who has the direct
authority and the primary responsibility to implement the requirements of this SWPPP.

A Secondary SWPPP coordinator shall also be identified who will assume the SWPPP
coordinator’ s responsibilities in the event the Primary SWPPP coordinator is not on-gte.
Once the contract is awarded, the names of the Primary and Secondary SWPPP
coordinators shall be identified in Section 13 of this SWPPP.

* Technically, the General Permit stated that the landowner is the discharger and that the entity responsible for the
construction activity is responsible for complying with the SWPPP.



2. IMPLEMENTATION SCHEDULE

A Notice of Intent (NOI) and application fee to obtain coverage under the General Permit
will be submitted by the government and the Receipt of the NOI and the Waste Discharge
ID (WDID) number should be available prior to the start of construction. The Generd
Permit requires that a SWPPP be devel oped by the discharger.

The contract specification (paragraph 3.5.1 of section 01356) requires that this
Preliminary SWPPP be reviewed by the discharger (contractor) for applicability and the
discharger (contractor) must certify the SWPPP. The discharger is also required to
check the applicable boxes or complete the applicable blanks to identify the potential
pollutant source. Other missing information includes the associated BMPs, erosion
control measures, sediment control measures, and the names of the primary and
secondary SWPPP coordinators. After completing the missing information, the
discharger is then required to certify this SWPPP in Section 16 prior to the start of any
soil disturbing activity. Prior to certification, the discharger must provide a separate
detailed time schedule to implement each BMP. The detailed time schedule shall be
generated by the discharger and attached at the end of this SWPPP.

During construction, the discharger is responsible for recognizing any changes in the
project, which may affect this SWPPP or increases the risk of Storm Water Pollution
(such asalack of aBMP to address a potential Storm Water Pollution risk that develops
during actual construction). The discharger is required to implement a new BMP and
amend this SWPPP in accordance with Section 4 of this SWPPP in order to eliminate or
minimize therisk. The discharger is also required to complete the attached Site

I nspection/Maintenance/Repair Form during construction as described in Section 11. An
annual certification of compliance with the SWPPP and the General Permit is required as
described in Section 14.

After construction is completed, section 02920L of the contract specification requires the
discharger to conduct maintenance, weeding, and periodic field inspections during a
revegetation establishment period. The requirements of the General Permit shall apply
until the end of this revegetation period. The annual fees to maintain coverage by the
General Permit and submitting the Notice of Termination (NOT) are the responsibilities
of the government. During this revegetation establishment period, the discharger is still
responsible to maintain the requirements of the General Permit.

Prior to submitting the NOT at the end of the revegetation establishment period, the
government and the discharger are required to perform afinal walk-through inspection to
ensure no future stormwater discharge will occur. Section 7 provides the inspection
standards. The government will ensure that all inspection and recording requirements in
Section 10 (post-construction stormwater management plan) have been met prior to
submitting the NOT.



3. AVAILABILITY

The SWPPP shall be available at the construction site while the site is under construction
during working hours, commencing with the initial construction activity and ending with
the termination of coverage under the General Permit. The SWPPP shall be located at a
highly visible and accessible location in the on-site office, such as a bulletin board or a
wall mounted file rack. The SWPPP must be readily accessible to any worker, public
visitor, or inspector from the state or regional water quality control board during working
hours, commencing with the initial construction activity and ending with termination of
coverage under the General Permit. If the onsite officeis closed during working hours, a
cellular phone number of the ontsite foreman or the SWPPP coordinator must be posted
on the front door.

This SWPPP should aso be on file with the RWQCB and be made available to the public
under Section 308(b) of the Clean Water Act.

In addition to this SWPPP and the General Permit, the discharger is required to maintain
adaily field logbook and a three ring binder to file the completed inspection records
described by Section 11. The daily field logbook and completed inspection records are
normally maintained by the construction foreman or SWPPP coordinator and must be
made avail able when requested.

4. REQUIRED CHANGES

REQUIRED CHANGES PRIOR TO CONSTRUCTION: As specified by the contract
specification (Section 01354), the discharger shall review this Preliminary SWPPP to
verify applicability and complete any blank information needed to compl ete the SWPPP.
The following actions must be accomplished but do not require specific government
approval: ldentification of the Primary and Secondary SWPPP coordinator; identification
of the SWPPP coordinator’s training; checking any boxes for applicability; filling in any
blanks; identifying any potential pollutant source; identifying the applicable BMPs;
adding any additional erosion control measures; correcting an indisputable error; adding
any new information, and/or certifying this SWPPP. However, adeletion or a deviation
of any original requirement of the Preliminary SWPPP is considered a major change, and
therefore requires government approval in writing. In this event, the discharger shall
document the reasons for any proposed deletion in a memorandum of record and request
formal government approval. Government approval of any proposed deletion will be
dependent on whether the deletion will create an acceptable or unacceptable risk of
causing storm water pollution during a storm event. The discharger must certify the
SWPPP in Section 16 prior to any soil disturbing activities.

REQUIRED CHANGES DURING CONSTRUCTION: The discharger shall amend this
SWPPP during construction whenever there is a change in construction or operations
which may affect the potential discharge of pollutants to surface waters, ground waters,
or amunicipal separate storm sewer system (MS4). A BMP must be identified to address



the potential discharge of each pollutant. The SWPPP shall also be amended if the
discharger violates any condition of the General Permit or has not achieved the general
objective of reducing or eliminating pollutants in storm water discharges. If the RWQCB
later determines that the discharger isin violation of the General Permit, the SWPPP shall
be amended and implemented in atimely manner, but in no case more than 7 calendar
days after notification by the RWQCB. All amendments should be dated and certified
using the same certification language in SECTION 16 and the amendments shall be
directly attached to the original SWPPP. A schedule to implement the BMPs shall be
generated by the discharger and attached to this SWPPP. The discharger may change
this schedule to suit the actual construction conditions and ensure there is no increased
risk of a stormwater pollution discharge. Since the discharger has ultimate responsibility
of complying with this SWPPP and the requirements of the General Permit, Government
approval is not required on any schedule change during construction. The government
will provide project oversight as an independent check to verify compliance with the
SWPPP and the requirements of the General Permit.

S. SOURCE IDENTIFICATION
A. PROJECT INFORMATION

Detailed Maps construction maps showing areas of soil excavation, grading, filling, and
drainage flow paths are attached (Attachment 1) at the end of this SWPPP. The
construction for this project will occur at five major locations:

(1) Soil excavation and grading to form the Marshplain Terrace on the East bank of
Napa River in Kennedy Park downstream from Old Tulocay Creek.

(2) Soil excavation and grading to form the Floodplain Terrace on the East bank of
the Napa River in Kennedy Park downstream from Old Tulocay Creek.

(3) Sail filling and grading to create a 25 foot wide flat bench between the
Marshplain and Floodplain Terraces from station 637+00 to station 680+00

(4) Soil excavated from the Terraces will be used to create a new training dike on
the east side of the Floodplain Terrace. Sail filling and grading to create a new
training dike on the eastern border of the Floodplain Terrace south of Old
Tulocay Creek.

(5) Excavated soil disposal site: Excavated soil disposal will be at an established
dredged sediment disposal arealocated at the southern section of Kennedy
Park. Excavated soil will be placed at this location in order to level out the
location and create arecreation area.



B. POLLUTANT SOURCE AND SITE SPECIFIC BMP IDENTIFICATION

The soil classification of the construction or disturbed area is assumed to be inert
soil and no Hazardous Toxic RadioactiveWaste (HTRW) soil contamination is
expected.

Based on inert soil classification, the expected natural pollutant sources are high
turbidity water, soil erosion and sedimentation associated with atypical soil
excavation and filling construction project. The drainage patterns are described
below and are also illustrated on the attached color-coded maps. Other pollutant
sources are identified as potential toxic or norrtoxic sources, which are covered in
subparagraphs D & E.

Site Specific BMPs (SSBMPs) are described below after the drainage pattern
description. General BMPs (GBMP) are described in subparagraph C and the
GBMPs are intended to be applicable to all construction areas. The GBMPs are
BMPs that must be implemented in addition to the SSBMPs. The SSBMPs and
their locations are shown on the detailed construction maps (Attachment 1).

@ The drainage pattern during the construction of the Marshplain Terrace on
the East bank of Napa River in Kennedy Park downstream from Old Tulocay
Creek is expected to be directly into the Napa River.

SSBMPs:. Since this construction involves in-water construction, mandatory in
water BMPs are provided by the contract specifications in Section 01354,
paragraph 3.12. Wetland planting and vegetation should be installed as soon as
possible. The discharger shall utilize atype Il turbidity curtain to protect Napa
River by providing sedimentation control.

2 The drainage pattern during the construction of the Floodplain Terrace on
the East bank of the Napa River in Kennedy Park downstream from Old Tulocay
Creek is expected to be down drainage swales and into an existing tidal pond.

SSBMPs: The discharger shall place drilled vegetation on excavation areas
located within the Floodplain Terrace. Additionally the discharger will place 2
straw wattles on each slough upstream from their discharge into the existing tidal
pond. The straw wattles shall be at separate locations in order to provide two
separate barriers to limit sediment flow into the environmentally sensitive tidal

pond.

(3) Thedrainage pattern for the 25 foot wide flat bench between the Marshplain
and Floodplain Terraces from station 637+00 to station 680+00 expected to be
equally distributed to each the Marshplain and Floodplain Terraces.

SSBMPs. The discharger shall place drilled vegetation on the 25 foot wide flat
bench between the Marshplain and the Floodplain Terraces. Due to the flat



surface and low expected flows, additional water discharging barriers (such as
straw wattles) are not required.

(4) Thedrainage pattern for the new training dike on the eastern border of the
Floodplain Terrace south of Old Tulocay Creek will be split between the
Floodplain Terrace to the west and a system of culverts, grates, and ditches to the
east.

SSBMPs The discharger shall place tackified straw with drilled vegetation on the
new training dike. Due to the large unimpacted grassy areas to the east of the new
training dike, sediment discharge on the landward side is expected to be minimal.
As a preventative measure the discharger will place straw wattlesin front each
grate, culvert, or ditch on the landward side (see attached color coded maps).

(5) Drainage flow at the primary soil disposal location is contained within an
enclosed basin prior to draining into the Napa River. The enclosed area currently
acts as a settling and collection basin for dredged soil and sediment. Water in the
basin passes alog weir structure prior to flowing into the Napa River.

SSBMPs: Since the enclosed area operates as a sediment settling basin, No
sediments are expected to reach the river. The Contractor must ensure that the
existing log structure at the basin outlet is operating properly. As a preventive
measure, straw waittles shall encircle the drainage outlet and one will aso be
placed crossing the drainage path from the access road to the discharge point.

The major drainage patterns during construction are not expected to change
significantly after construction.

C. GENERAL BMPs:

The following GBMP must be applied to all construction activities identified
above and are intended to supplement the SSBMPs. Both SSBMPs and GBMPs
must be utilized to minimize the potential of stormwater pollution. There are two
types of General BMPs: Erosion Control and Sedimentation Control.

(1) The discharger must use the erosion control measures stated in the SSBMPs
and may use additional measures if desired. The specific measures that can
be used are stated in Section 6. The discharger shall ensure al erosion
control measures are implemented.

(2) The discharger must use the sedimentation control measures stated in the
SSBMPs. These specific measures are aso listed in Section 8. The
discharger shall ensure all erosion control measures are implemented.



D. TOXIC MATERIAL INFORMATION

Generally, the use of any toxic material must be in compliance with federal, state,
and local requirements. Cal-OSHA (Title 8, Section 5194) and EM 385-1-1
(USACE Safety and Health Requirements) is contractually invoked on this project
(See Section 01505) and this requires the contractor to develop a Written Hazard
Communication Program. This program requires a list of any hazardous
substances, provide the material safety data sheets (MSDS), and train all
employees on their proper use and disposal, including a spill control procedure.
The disposal of any toxic waste must be in compliance with federal, state, and
local requirement. A Spill Control Plan is required per contract specification
(Section 01354, paragraph 1.6.3).

The discharger shall provide a description of any toxic material (Iubrication oils,
cleaning solvents, fertilizer, pesticides, portable toilet chemicals, etc) that will be
transported to the construction site and may potentially be affected by a
stormwater event. The discharger shall identify the specific BMPs associated
with each toxic material on how to contain the toxic material during a stormwater
event. Examples of BMPs are asfollows. (1) awaterproof cover or storage area,
(2) identification of employee responsibilities before, during, after use of any
toxic material in a potential stormwater event situation, (3) using or storing toxic
material in an area where there is a natural or man made secondary containment
system, (4) an inventory system for tracking purposes and (5) a periodic spot
inspection by the SWPPP coordinator to verify that the construction workers have
secured all toxic materia at the end of the shift.

If the number of toxic material is relatively small, the daily field logbook may
serve as an inventory system to record and track the amount of toxic material
being used. If using the field logbook is too cumbersome to track the use of each
toxic material, then the discharger may develop a separate tracking system to
verify that all toxic material is secured prior to a ssormwater event. The
identification of any toxic material that may be affected by a stormwater event
and the applicable BMPs shall be identified below:

Toxic Material Quantity L ocation Utilized Storage Location

1.

BMPs:




BMPs:

BMPs:

BMPs:

BMPs:

If necessary, attach additional sheets or attach a procedure addressing the BMPs.
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E. NON-TOXIC MATERIAL INFORMATION

The discharger shall also describe any nonttoxic construction material (i.e. sand,
concrete, aggregate, soil amendments, washing soap, and wastewater, etc) and any
equipment that may potentially cause a discharge of material into a receiving water.

Describe all non-toxic construction material that will come in contact with potential
stormwater during this project:

Describe al commercia equipment and commercial vehicles that will come in contact
with potential stormwater during this project:

Describe al ontsite equipment storage, cleaning and maintenance activities.

Describe the disposal procedure of al excess construction material and equipment:

Based on the above inventory, the discharger shall describe the BMPs on how to prevent
stormwater pollution from any nontoxic material or associated activity. (examples of
BMPs are ensuring certain material is stored in waterproof containers, minimizing the use
of certain material exposed to potential rainfall, securing certain material for the evening
or weekends, etc, having a map showing where the material and/or equipment is stored or
utilized, inspecting all imported material, storing the material with secondary
containments or away from drainage inlets)

11



6. EROSION CONTROL

Erosion control, also referred to as “soil stabilization” is the most effective way to retain
soil and sediment on the construction site. The most efficient way to address erosion
control isto preserve existing vegetation where feasible, to limit disturbances, and to
stabilize and revegetate disturbed areas as soon as possible after grading or construction.

Until permanent vegetation is established, atemporary soil cover, soil compaction, and/or
temporary watering to permit settling of loose soil should be utilized. A temporary soil
cover such as mulch, temporary seeding, soil stabilizer, binders, fiber rolls, geotextile
blankets, temporary vegetation, or permanent seeding must be considered to control
potential erosion. As stated by the SSBMPs, the government has directed that the
discharger use tackified straw with drilled vegetation as the primary methods of erosion
control. The location of the tackified vegetation with drilled vegetation isillustrated on
the attached color maps. Some areas only require drilled vegetation due to the presence
of tidal water which will prohibit the use of tackified straw. For other aress, the
discharger may use additional erosion control methods, if necessary.

The discharger shall attach a proposed schedule to this SWPPP for implementation of the

above erosion control measures. See Section 14 for schedule requirements. The
proposed schedule shall be developed and attached to this SWPPP.

7. STABILIZATION

The dischargers and the government shall verify the following stabilization requirements
prior to submitting a Notice of Termination (NOT) at the end of the revegetation
establishment period.

- All soil-disturbing activities are completed.
- A uniform vegetative cover with 70 percent coverage has been established.

If the 70 percent vegetative coverage has not been established, equivalent stabilization
measures shall be employed as a substitution. These equivalent stabilization measures
include the use of BMPs such as blankets, reinforced channel liners, soil cement, fiber
matrices, geotextiles or other erosion resistant soil coverage or treatment.

If the background native vegetation covers less than 100 percent of the surface, such as
arid areas, the 70 percent coverage criteria can be adjusted using the following
calculation example: If the native vegetation covers only 50 percent of the ground
surface, as an example, then 50 percent times the original 70 percent criteria = 35 percent
as the “adjusted criteria’. The vegetation on the disturbed area must cover 35 percent for
the total uniform surface coverage in order to meet the acceptance criteria.  To permit
use of the adjusted criteria, the discharger must take sufficient photographs prior to the
project to demonstrate that the native vegetation cover was less than 100 percent.

12



The above criteria shall be used during the walk-through or drive through inspection
described in section2.  If the stabilization inspection is acceptable, the government shall
proceed to submit the Notice of Termination.

8. SEDIMENTATION CONTROL

Generally, sedimentation control BMPs shall consist of filtration and barrier devices
along the site perimeter and at all operational inlets to a storm water drain system.
During arain event, the contractor must inspect all BMPs for possible flooding and
filtration effectiveness.

For this project, the sedimentation controls were already identified as Site Specific BMP
(SSBMP) in paragraph 5B. The SSBMPs are repeated here for clarity:

Construction Site Required Sediment Control (Site Specific
BMP)
Marshplain Terrace D/S of Tulocay Turbidity Curtain.
Creek.
Floodplain Terrace D/S of Tulocay Straw wattles asillustrated on the color coded
Creek. maps.
25 ft. wide Flat bench Straw wattles as illustrated on the maps.
New Training dike Straw wattles as illustrated on the maps.
Disposa Site in Kennedy Park Ensure that log weir is operable.
Straw wattles as illustrated on the maps.

The color coded maps showing the location of sedimentation controls for this project can
be found in Attachment 1.

In addition to the required sedimentation control, the discharger may choose to
incorporate additional sedimentation control practices. These additional sediment control
practices may include the use of fiber rolls, silt fences, straw bale barriers, gravel inlet
filters, sandbag dikes, fiber rolls, earth dikes, brush barriers, drainage swales, check
dams, subsurface drain, straw bale dikes, or other controls.

13




9. NON-STORM WATER MANAGEMENT

The non-storm water discharge management and the BMPs are as follows:

A. Accidental discharges. BMP: See Spill Control Plan
B. Discharge of construction worker wastewater BMP: See below.
C. In-water construction work BMP: See below.
D. Decant water from Wet Soil BMP: See below.

A. The Spill Control Plan isrequired by contract specification Section 01354, paragraph
1.6.2. Compliance to the Spill Control Plan is mandatory.

B. The Discharge of construction worker wastewater (portable toilet water, office trailer
wastewater, etc) must be in accordance with state laws and/or local ordinance

C. For In-water construction work, the contractor shall refer to the contract specification,
Section 01354, paragraph 3.12 which requires use of aturbidity curtain, implementation
of a Self-Monitoring Program, and other contractual requirements designed to protect the
Napa River during in-water construction work.

D. During inrwater construction, wet saturated soil may be loaded onto trucks for
transportation to the Disposal Site. The discharger shall minimize the leakage from the
trucks and eliminate any discharge from any saturated soil drying areas. The SWPPP
Coordinator shall be responsible for assessing this leakage and provide correct action.
These corrective actions may involve the following options:

(1) Determining if the leakage is occurring and modify the trucks if possible.
(2) Provide atemporary berm area for dewatering the soil prior to transportation.

(3) Provide atemporary berm to capture the water to prevent a direct discharge
into the river and a discharge into a surface water drainage area (i.e. ag ditch).

Paragraph 3.11.1, Section 01354 to the Contract and Provision A.4 of the Napa River
Waste Discharge Requirements strictly prohibits the discharge of decant water from any
saturated soil drying sites, to any surface waters or any surface water drainage areas. To
demonstrate compliance to this prohibition, the SWPPP coordinator shall document the
BMPs that will prevent this type of discharge here:

Spraying portable water for the purpose of dust control is not considered a discharge
requiring Non-Storm Water M anagement.

14



10. POST CONSTRUCTION STORM WATER MANAGEMENT

The original plans and specification provide the revegetation, landscaping, and drainage
structure requirements that are designed to reduce any stormwater pollutantsin a post-

construction discharge. Per Section 02920L of the contract specification, thereisalso a
requirement for the discharger to complete the revegetation establishment requirements.

The Post- Construction Storm Water Management shall consist of inspecting the site and
then recording the plant installation, survival and mortality counts, identify losses and
inspect any erosion control fabric that is already invoked by Section 02920L of the
contract specification.

In addition to the vegetation inspection and record keeping specified by Section 02920L
of the contract specification, the discharger shall also inspect for any potential risk for
storm water pollution. Thisinspection is separate and the discharger shall report this
inspection using the same form used in Section 11. Government notification is required
if any deficiency is discovered during thisinspection. All requirements of the General
Permit are still mandatory during the revegetation establishment period.

15



11. MAINTENANCE, INSPECTION, AND REPAIR DURING CONSTRUCTION

The SWPPP coordinator shall be responsible to inspect and maintain all BMPs identified
in this SWPPP to ensure its effectiveness. The inspection shall be conducted twice a
week, on every Monday and every Friday beginning with the start of soil disturbing
activities. Thisinspection also requires that the SWPPP coordinator check and document
the current weather forecast and 5 day weather forecast. The inspection must be
documented using the inspection form that is provided on the next page. By completing
this inspection form at least twice a week, this will ensure that the weather isbeing
monitored and that the BM Ps are being maintained.

In addition to the twice a week inspection, an inspection must be performed “before”,
“during”, and “after” arainfall or storm event. If therainfall or storm event lasts more
than 24 hours, then the inspections must also be performed every 24 hours “during” the
rainfall or storm event. Two inspectionsin asingle day is not necessary if the “before”,
“during” and “after” inspections also coincide with the normal Monday or Friday

inspection.

The inspection must assess the BMP effectiveness and implement repairs or design
changes as soon as possible depending on field conditions. Equipment, materials, and
workers must be available for any rapid response necessary to prevent stormwater
pollution. All completed inspection forms should be filed in a three ring binder and must
be available when requested by the government or the RWQCB. After project
completion, the three-ring binder and all completed inspection forms shall be submitted
to the government for retention for a period of three years.

The SWPPP coordinator shall ensure that equipment, materials, and workers are made
available for rapid response to failures and emergencies.

The attached Inspection Form is required to meet the intent of Section A and B of the
SWPPP requirements. In certain situations, the RWQCB may require the discharger to
conduct additional site inspections, to submit reports, or perform sampling and analysis.

For a post construction inspection during the revegetation period, the words “ Post-
Construction” shall be entered in the block that is normally used to record “Monday or
Friday”. The Post Construction Inspection shall be conducted at least once every two
months for the 1% year of the revegetation period then once every three months for the 2"
and 3% year of the revegetation period. In addition to the above inspection cycle, the
discharger shall also conduct an inspection “before”, “during” and “after” amajor rain
event in order to be in compliance with the General Permit during the post contruction
period.

16



SITE INSPECTION/MAINTENANCE/REPAIR FORM - Required by SWPPP, SECTION 11

(reproduce this sheet and complete one sheet for each inspection. File the completed inspection record in athree ring binder.)

Date and Time of Inspection:

Weather Information during Inspection Date:

Weather Forecast (long range 5 day forecast):

If thisis arain event inspection, record “before”, “during”, or “after”. For anortrain
event maintenance inspection, record “Monday” or “Friday” Inspection.

BMP Inspection Results (narrative description of all BMPs, inspection results, and/or
description of any inadequate BMPs. If necessary, write on other side of thisform). This
must include observations of erosion controls, sediment controls, toxic and non-toxic
BMPs and nonstorm water controls.

Inspection Results of relevant outfalls, discharge pointsinto the river or downstream ag
ditch from the Disposal Site. (narrative description of water being discharged, if any)

If applicable, Corrective Action Taken and being Taken (including BMP maintenance
activities, repairs, and any necessary changes to SWPPP and implementation dates)

SWPPP Coordinator conducting Inspection (Name, Signature, and Date)

17




12. MONITORING PROGRAM REQUIREMENTS

On April 26, 2001, the State Water Resources Control Board adopted Resolution 2001-
046 which modified the general permit as ordered by the Superior Court, County of
Sacramento, due to a lawsuit filed by the SF, Santa Monica, & San Diego Baykeepers.
The modification requires a monitoring program be conducted by the dischargerson a
Section 303(d) list water body. Napa River is 303(d) listed for sedimentation or siltation
and therefore samples must be collected to demonstrate that the BMPs are effective in
preventing stormwater pollution into Napa River. Water collection shall be as follows:

a. Water samples must be collected during the first 2 hours from arain event that will
discharge significant water (more than 50 gallons) from the site directly into Napa River.

b. The contractor must collect the water samples at the locations downstream of the
BMPs to determine the effectiveness of the BMPs. According to the permit, it is NOT
necessary to collect water discharging into an M3 system(i.e. “An M$4 isaMunicipal
Stormwater Sewer System which means any stormwater sewer inlet). Water samples are
normally collected from water flowing past a stormwater BMP and directly into Napa
River. The Pond shown on sheet C-4 is not considered a 303(d) listed water body.

c. Safety takes precedence over water sample collection. Collect water samples during
daylight hours only. Collect water samples only when it is safe to do so. If it isnot safe
to collect water samples due to flooding, mud engulfment, extreme downpour, lightning,
record this fact on the Inspection Sheets (See Section 11). It is also not necessary to
collect more than four (4) samples per month.

d. The water samples shall be analyzed for “ settleable solids’ and “total suspended
solids’. Settleable solids is a field measurement using an Imhoff Cone. Pour 1 liter of
water into the cone and allow the water to settle for 1 hour. After one hour, record the
“mg/L” of settleable solids at the bottom of the cone on the Inspection Form of Section
11 (Inspection Result Section). An Imhoff Cone (and stand to hold the cone upright) may
be obtained from a laboratory supply company (about $100 or less). Total Suspended
Solids (mg/L) must be analyzed by a laboratory (approximately $10.00 per sample) Cal-
Test Analytical Lab at 1885 North Kelly Road, Napa CA is a suggested |aboratory and
the POC is Peter Halpin at 707-226-1001. The demolition contractor has the option to
use another analytical lab if the laboratory is certified to conduct TSS measurements.
The contractor shall attach the TSS lab report to the dated Inspection Form of Section 11.

e. All settleable solids and TSS measurements are subject to review by the US Army
Corps of Engineers, aregulatory agencies, and/or the general public. The genera permit
does not specify any acceptance criteria and therefore the data will be evaluated by the
US Army Corps of Engineers. It is expected that most of the results will be non
measureable settleable solids and TSS. |f any measureable settleable solids and TSS are
found, the contractor shall notify the US Army Corps of Engineers. The contractor must
also read and comply with all provisions of the modification to WQ order 99-08-DWQ
which includes monitoring of known and spilled pollutants at the construction site.
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13. TRAINING

The SWPPP coordinators identified in Section 13 must be appropriately trained and the
training shall be documented in this section. Training should be both formal and
informal, and may occur on an ongoing basis when it is appropriate and must include, as
aminimum, at least one formal training class and/or workshop offered by the SWRCB,
RWQCB, alocally recognized agency, a professional organization, or academic college
or university, on Storm Water Pollution Prevention Measures.

Training classes and completion date attended by the Primary SWPPP coordinator:

Training classes and completion date attended by the Secondary SWPPP coordinator:

14. LIST OF ON-SITE SWPPP COORDINATOR(S)

The discharger shall designate a Primary SWPPP coordinator who has the authority and
primary responsibility to implement the requirements of this SWPPP. A Secondary
SWPPP coordinator shall also be identified who will assume the SWPPP coordinator’s
responsibilities in the event the Primary SWPPP coordinator is not on-site. Either the
Primary or Secondary SWPPP coordinator must be on-site during normal construction
hours. The Primary and Secondary SWPPP coordinator shall have a cellular phone
during normal working hours and have an evening or after hours phone number. The
SWPPP coordinator shall be responsible to monitor the weather, including long range
forecast and weekend forecast, and have the authority to mobilize construction workers to
implement the BMPs identified in this SWPPP. The names of the Primary and
Secondary SWPPP Coordinator shall be recorded here:

Primary SWPPP Coordinator Name:

Primary SWPPP Coordinator Duty Cell Phone:

Primary SWPPP Coordinator After Hours Phone:

Secondary SWPPP Coordinator Name:

Secondary SWPPP Coordinator Duty Cell Phone:

Secondary SWPPP Coordinator After Hours Phone:
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The SWPPP coordinator shall be responsible to ensure full implementation of this
SWPPP. This aso includes briefing the government, the public or a RWQCB
representative on any details of maintaining compliance with the General Permit and this
SWPPP.

Other responsibilities shall include briefing any subcontractor that conducts work on the
site. The SWPPP coordinator shall ensure all subcontractors are aware of the
requirements of this SWPPP and any work conducted by the subcontractor must not
affect any of the BMP designed to eliminate Storm Water Pollution.

15. OTHER PLANS

Aninitial schedule for BMP implementation shall be generated by the discharger and
attached to this SWPPP. This schedule shall include all scheduled training, schedule to
install al BMPs, including site specific BMPs, general BMPs, toxic and nor+toxic
material BMPs, erosion control BMPs, sedimentation control BMPs, and completion of
the maintenance/inspection/repair forms. The schedule shall be reviewed weekly and
updated when changes occur. Aninitial schedule must be attached to this SWPPP prior
to certification. The discharger is responsible to update this schedule to suit actual site
conditions. If the changes are frequent, the discharger may consider using a computer
program to identify the initial schedule and then make the changes when necessary. An
updated schedule must be made available whenrequested by the government or a visitor
from the RWQCB.

During construction, the discharger shall provide a site map showing (a) storage of soil or
waste, (b) vehicle storage and service areas, () construction material loading and
unloading areas and access areas and road, (d) equipment storage, cleaning, and
maintenance areas. The discharger generated site map shall also provide information
regarding the construction site surface area in square feet, the estimated runoff coefficient
before and after construction, and the percentage that is impervious (paved or roofed, etc)
Runoff Coefficients for various soil conditions may be obtained from the Civil Engineer
Review Manual, 6" Ed, Lindeburg. An updated site map must be made available when
requested by the government or a visitor from the RWQCB.

There are no other plans except for the original construction plans, the original
construction specifications, and the referenced documents in the original contract
specifications. The referenced applicable documents to the original contract
specifications include this SWPPP, the General Permit requirements, and the regulatory
requirements of the Waste Discharge Requirements (WDR).
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16. PUBLIC ACCESS

As described in Section 3, this SWPPP should also be on file with the RWQCB and be
made available to the public under Section 308(b) of the Clean Water Act.

17. SWPPP CERTIFICATION

Discharger Certification of the Final SWPPP: A Main Construction Contractor’s
manager, operator, superintendent, or a person who has responsibility for the overall
operation of the construction activity must also sign and certify the SWPPP. The onsite
Primary SWPPP coordinator and Secondary SWPPP coordinator are also required to sign
and certify the SWPPP.  Prior to Certification, the NOI Permit and the General Permit
must be attached and the Waste Discharge ID (WDID) be recorded here: .

Prior to Certification, all BMPs must be identified, al blanks filled in, al checklists
completed and a time schedule to implement each BMP must be attached. A schedule for
BMP implementation shall be generated by the discharger and attached to this SWPPP.
The discharger is also responsible to revise and update this SWPPP and the attached time
schedule when changes occur.

“1 certify under the penalty of law that this document were verified to be applicable to
this construction project to the best of my knowledge and that compliance with the
SWPPP and the General Permit requirements are mandatory. | am aware that there are
significant penalties for submitting false information, including the possibility of fine and
imprisonment for knowing violations. | also understand that | must give notice to the
government, the San Francisco Bay RWQCB, and any local storm water management
agency of any planned changes in the construction activity which may result in
noncompliance with the SWPPP or the General Permit requirements. | have also read,
understand, and intend to comply with all provisions of the General Permit including the
Standard Provisions for Construction Activities. | aso understand that | am responsible
for recognizing any changes in the project, which may affect this SWPPP and the
requirements of the General Permit.”

CERTIFICATION SIGNATURE DATE
PRINT NAME
PRIMARY SWPPP COORD. SIGNATURE DATE
PRINT NAME
SECOND. SWPPP COORD. SIGNATURE DATE
PRINT NAME
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18. ANNUAL CERTIFICATION AND NONCOMPLIANCE REPORTING

The SWPPP coordinator shall complete the annual certification requirement that all
construction activities are in compliance with the requirements of this SWPPP and the
General Permit. This Annual Certification is aso based on the completed site inspection
forms per Section 11 of this SWPPP and is normally completed by July 1 of each year.
Since July 1 may be too early for this project, the first annua certification may be
completed 60 days after the beginning of soil disturbing activities. For the post
construction or revegetation period, the annual certification shall be completed by July 1%
of each year. The Primary SWPPP coordinator shall sign a memorandum of record and
file this memorandum of record in the three ring binder with the site inspection records.
The Certification Statement in the memorandum of record shall read as follows:

“1 certify under the penalty of law that this construction project is in compliance with the
SWPPP and the General Permit requirements to the best of my knowledge. | am aware
that there are significant penalties for submitting false information, including the
possibility of fine and imprisonment for knowing violations.”

If there is a discovery of noncompliance and/or the annual certification statement cannot
be completed due to nortcompliance, aletter must be sent to the San Francisco Bay
RWQCB with a copy to the government reporting the details of the norn-compliance
within 30 days upon discovery. This letter must also describe any corrective action
measures taken, assessment of any potential damage or increased risk to stormwater
pollution, actions necessary to achieve compliance and a time schedule indicating when
compliance will be restored. The time schedule is subject to modification by the
RWQCB.
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19. ATTACHMENTS

ATTACHMENT 1- DETAILED MAPS showing Drainage Patterns with Erosion and
Sedimentation control locations.

Sheet C-2
Sheet C-3
Sheet C-4
Sheet C-5
Sheet C-28
Sheet C-29
Sheet C-30
Sheet C-31
Sheet C-48

“Se@TmP a0 o

General Plan 100 Scale with erosion and sediment controls
General Plan 100 Scale with erosion and sediment controls
General Plan 100 Scale with erosion and sediment controls
General Plan 100 Scale with erosion and sediment controls
Cross Sections Terrace Elevation Sta. 12+00 to Sta. 20+00
Cross Sections Terrace Elevation Sta. 20+00 to Sta. 26+00
Cross Sections Terrace Elevation Sta. 30+00 to Sta. 34+00
Cross Sections Terrace Elevation Sta. 42+00 to Sta. 46+00
Disposal Site and Secondary Borrow Sites

ATTACHMENT 2- CONTRACTOR's SCHEDULE TO IMPLEMENT BMPs
(To be attached by the contractor prior to certification)
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ATTACHMENT 1

DETAILED

MAPS

WITH

DRAINAGE PATTERNS

Sheet C-2
Sheet C-3
Sheet C-4
Sheet C-5
Sheet C-28
Sheet C-29
Sheet C-30
Sheet C-31
Sheet C-48

Genera Plan 100 Scale with erosion and sediment controls
General Plan 100 Scale with erosion and sediment controls
General Plan 100 Scale with erosion and sediment controls
Genera Plan 100 Scale with erosion and sediment controls
Cross Sections Terrace Elevation Sta. 12+00 to Sta. 20+00
Cross Sections Terrace Elevation Sta. 20+00 to Sta. 26+00
Cross Sections Terrace Elevation Sta. 30+00 to Sta. 34+00
Cross Sections Terrace Elevation Sta. 42+00 to Sta. 46+00
Disposal Site and Secondary Borrow Sites
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SECTI ON 01500

TEMPORARY CONSTRUCTI ON FACI LI TI ES

PART 1 GENERAL

1.

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.
DEPARTMENT OF COMMERCE ( DOC)
DOC PS 1 (1993) Construction and I ndustrial Plywood
DOC PS 20 (1970) American Softwood Lunber Standard.
FEDERAL SPECI FI CATI ONS (FS)
FS TT-E-2784 (Rev A) Enanel (Acrylic-Enulsion, Exterior)
AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI )
ANSI Zz535.1 (1991) Safety Col or Code
AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM
ASTM F 547 (1977; R 1990) Definitions of Terns
Relating to Nails for Use with Wod and
Wyod- Base Materials
U S. ARMY CORPS OF ENG NEERS

EM 385-1-1 Saf ety and Heal t h Requirenents Manual
(3 Septenber 1996).

VEST COAST LUMBER | NSPECTI ON BUREAU (WCLI B)
WCLI B 16 (1970; Rev 1983) Standard Gradi ng and
Dressing Rules for Douglas Fir, Western
Herm ock, Western Red Cedar, Wite Fir,
Sitka Spruce Lunber
VESTERN WOOD PRODUCTS ASSCCI ATI ON ( WAPA)

WAPA- 01 (1991; Supple No. 1) Western Lunber
Grading Rules 91

2 GENERAL REQUI REMENTS
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2.1 Site Pl an

The Contractor shall prepare a site plan indicating the proposed |ocation
and di mensions of any area to be fenced and used by the Contractor, the
nunber of trailers to be used, avenues of ingress/egress to the fenced area
and details of the fence installation. Any areas which may have to be
gravel ed to prevent the tracking of nud shall also be identified. The
Contractor shall also indicate if the use of a supplenental or other
staging area is desired. The site plan shall also include the |ocations of
haul roads within the project limts, and the traffic control plan

. 2.2 Identification of Enployees

The Contractor shall be responsible for furnishing to each enpl oyee and for
requiring each enpl oyee engaged on the work to display identification as
approved and directed by the Contracting Oficer. Prescribed
identification shall imediately be delivered to the Contracting Oficer
for cancellation upon rel ease of any enployee. Wen required, the
Contractor shall obtain and provide fingerprints of persons enployed on the
project. Contractor and subcontractor personnel shall wear identifying
mar ki ngs on hard hats clearly identifying the conpany for whomthe enpl oyee
wor ks.

. 2.3 Enpl oyee Par ki ng

Contractor enployees shall park privately owned vehicles in an area
designated by the Contracting Oficer. This area will be within reasonable
wal ki ng di stance of the construction site. Contractor enployee parKking
shall not interfere with existing and established parking requirenents.

.3 BULLETI N BOARD, PRQJECT SI G\, AND PRQIECT SAFETY SI GN

.3.1 Bul |l etin Board

| mredi atel y upon begi nning of work, the Contractor shall provide a
weat her proof gl ass-covered bulletin board not |ess than 915 by 1220 nm (36
by 48 inches) in size for displaying the Equal Enpl oynent Qpportunity
poster, a copy of the wage decision contained in the contract, Wage Rate
Information poster, and other infornmation approved by the Contracting
Oficer. The bulletin board shall be l|located at the project site in a
conspi cuous place easily accessible to all enployees, as approved by the
Contracting O ficer. Legible copies of the aforenentioned data shall be
di spl ayed until work is conpleted. Upon conpletion of work the bulletin
board shall be removed by and renmain the property of the Contractor

. 3.2 Project and Safety Signs

(A) General:
The Contractor shall construct and erect project, safety, auxiliary,

i nfornmati on, and hard hat signs at |ocations designated by the Contracting
Oficer. The signs shall conformto the requirenments of the draw ngs
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attached at the end of this section. The signs shall be erected as soon as
possi ble and within 15 days after date of commencenent of work under this
contract.

(B) Nunber of Signs:

The Contractor shall furnish the follow ng signs:

Standard sign for Levee and Channe

Proj ects 1

Hard Hat Signs 5 at each site while construction is in
progr ess

Auxiliary Sign 2

I nformation Sign 1

Safety Sign 1

(© WMaterials:
(1) Plywood: Exterior

(2) Bolts, nuts, and nails shall be gal vani zed, and type, and size
best suited for intended for use.

(3) Paint: Exterior. Color of signs and lettering shall be as
i ndi cated on the attached drawing. Hard hat signs shall be painted as
i ndi cated on the attached draw ng.

(4) Decals: Corps of Engineers castle decal and the hard hat deca
called for on the signs will be furnished by the Government.

(D) Construction:
(1) Signs shall be constructed as detail ed on attached draw ngs.
(2) Al lettering shall be sized as indicated.

(E) Maintenance and Di sposal

The Contractor shall maintain the signs in good condition throughout the
life of the project. Signs shall remain the property of the Contractor and
upon conpl etion of the project they shall be renoved fromthe site.

.4 PROTECTI ON AND MAI NTENANCE COF TRAFFI C

During construction the Contractor shall provide access and tenporary

rel ocated roads as necessary to maintain traffic. The Contractor shal

mai ntain and protect traffic on all affected roads during the construction
peri od except as otherw se specifically directed by the Contracting
Oficer. Measures for the protection and diversion of traffic, including
t he provision of watchnen and fl agmen, erection of barricades, placing of
lights around and in front of equipnment and the work, and the erection and
mai nt enance of adequate warning, danger, and direction signs, shall be as
required by the State and local authorities having jurisdiction. The
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traveling public shall be protected from danage to person and property.

The Contractor's traffic on roads selected for hauling material to and from
the site shall interfere as little as possible with public traffic. The
Contractor shall investigate the adequacy of existing roads and the
allowable load Iimt on these roads. The Contractor shall be responsible
for the repair of any damage to roads caused by construction operations.

4.1 Haul Roads

The Contractor shall, at its own expense, construct access and haul roads
necessary for proper prosecution of the work under this contract. Haul
roads shall be constructed with suitable grades and wi dths; sharp curves,
blind corners, and dangerous cross traffic shall be avoided. The
Contractor shall provide necessary lighting, signs, barricades, and

di stinctive nmarkings for the safe novenent of traffic. The nethod of dust
control, although optional, shall be adequate to ensure safe operation at
all times. Location, grade, width, and alignment of construction and
haul i ng roads shall be subject to approval by the Contracting Oficer
Lighting shall be adequate to assure full and clear visibility for ful

wi dt h of haul road and work areas during any night work operations. Upon
conpl etion of the work, haul roads designated by the Contracting Oficer
shal | be renoved

.4.2 Barri cades

The Contractor shall erect and maintain tenporary barricades to limt
public access to hazardous areas. Such barricades shall be required
whenever safe public access to paved areas such as roads, parking areas or
sidewal ks is prevented by construction activities or as otherw se necessary
to ensure the safety of both pedestrian and vehicular traffic. Barricades
shal | be securely placed, clearly visible with adequate illumnation to
provi de sufficient visual warning of the hazard during both day and night.

.5 CONTRACTOR S TEMPORARY FACI LI TI ES
.5.1 Adnministrative Field Ofices

The Contractor shall provide and nmmintain admnistrative field office
facilities within the construction area at the designated site. Governnent
of fice and warehouse facilities will not be available to the Contractor's
per sonnel

.5.2 Storage Area

The Contractor shall construct a tenporary 1.8 nmeter (6 foot) high chain
link fence around trailers and naterials. The fence shall include plastic
strip inserts, colored green, so that visibility through the fence is
obstructed. Fence posts nmay be driven, in lieu of concrete bases, where
soil conditions permt. Trailers, naterials, or equipnent shall not be

pl aced or stored outside the fenced area unless such trailers, materials,

or equi pnment are assigned a separate and distinct storage area by the
Contracting O ficer amay fromthe vicinity of the construction site
Trailers, equipnent, or materials shall not be open to public view with the
exception of those itens which are in support of ongoing work on any given
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day. Materials shall not be stockpiled outside the fence in preparation
for the next day's work. At the end of each work day nobil e equi pnent,
such as tractors, wheeled lifting equipnment, cranes, trucks, and like
equi prent, shall be parked within the fenced area.

.5.3 Appearance of Trailers

Trailers utilized by the Contractor for adm nistrative or material storage
pur poses shall present a clean and neat exterior appearance and shall be in
a state of good repair. Trailers which, in the opinion of the Contracting
Oficer, require exterior painting or maintenance will not be allowed on
the project site.

.5.4 Mai nt enance of Storage Area

Fencing shall be kept in a state of good repair and proper alignment.
Shoul d the Contractor elect to traverse with construction equi pment or

ot her vehicles grassed or unpaved areas which are not established roadways,
such areas shall be covered with a | ayer of gravel as necessary to prevent
rutting and the tracking of nud onto paved or established roadways; gravel
gradation shall be at the Contractor's discretion. Gass |located within

t he boundaries of the construction site shall be nowed for the duration of
the project. Gass and vegetation along fences, buildings, under trailers,
and in areas not accessible to nmowers shall be edged or trinmed neatly.

.5.5 Security Provisions

Adequat e outside security lighting shall be provided at the Contractor's
tenporary facilities. The Contractor shall be responsible for the security
of its own equi prent and naterial s.

.6  GOVERNVENT FI ELD OFFI CE
.6.1 Resi dent Engineer's Ofice

The Contractor shall provide the Government Resident Engineer with an

of fice, approxinmately 19 square nmeters (200 square feet) in floor area,

| ocated where directed and providing space heat, electric |ight and power,
drinking water, a mninumof three phone lines, and toilet facilities

consi sting of one |avatory and one water closet conplete with connections
to water and sewer mains. A mail slot in the door or a |ockable mail box
nounted on the surface of the door shall be provided. At conpletion of the
project, the office shall remain the property of the Contractor and shal

be remobved fromthe site. Uilities shall be connected and di sconnected in
accordance with |l ocal codes and to the satisfaction of the Contracting
Oficer.

.6.2 Trail er-Type Mbile Ofice
The Contractor may, at its option, furnish and maintain a trailer-type

nobil e office acceptable to the Contracting O ficer and providing as a
mnimmthe facilities specified above. The trailer shall be securely
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anchored to the ground at all four corners to guard agai nst novenent during
hi gh wi nds.

.7 TEMPCRARY PRQIECT SAFETY FENCI NG

As soon as practicable, but not later than 15 days after the date
established for commencenment of work, the Contractor shall furnish and
erect tenporary project safety fencing at the work site. The safety
fencing shall be a high visibility orange col ored, high density

pol yet hyl ene grid or approved equal, a mnimmof 1.07 nmeters (42 inches)

hi gh, supported and tightly secured to steel posts |ocated on maxi num 3
nmeters (10 foot) centers, constructed at the approved |ocation. The safety
fencing shall be nmaintained by the Contractor during the Ilife of the
contract and, upon conpletion and acceptance of the work, shall becone the
property of the Contractor and shall be renmpbved fromthe work site.

. 8 HOUSEKEEPI NG AND CLEANUP

Pursuant to the requirenents of paragraph, CLEANI NG UP and paragraph,

ACCI DENT PREVENTI ON, of the CONTRACT CLAUSES, Section 00700, the Contractor
shal | assign sufficient personnel to insure strict conpliance. The
Contractor shall subnit a detailed witten plan for inplenmentation of this
requirenent. The plan will be presented as part of the preconstruction
safety plan and will provide for keeping the total construction site,
structures and accessways free of debris and obstructions at all tines.
Wrk will not be allowed in those areas that, in the opinion of the
Contracting O ficer's representative, have unsati sfactory cleanup and
housekeeping at the end of the preceding day's normal work shift. At |east
once each day all areas shall be checked by the Quality Control person of
the Prinme Contractor and the findings recorded on the Quality Control Daily

Report. In addition, the Quality Control person will take inmedi ate action
to insure conpliance with this requirenment. Housekeeping and cl eanup shal
be assigned by the Contractor to specific personnel. The nane(s) of the
personnel shall be available at the project site; each person will be

supplied with a distinctively narked hard hat, to be worn fromthe
beginning to the end of the project. Construction debris, waste naterials,
packagi ng naterial and the like shall be removed fromthe work site daily.
Any dirt or nmud which is tracked onto paved or surfaced roadways shall be
cl eaned away. Materials resulting fromdenolition activities which are

sal vageabl e shall be stored within the fenced area described above or at

t he suppl enental storage area. Stored material not in trailers, whether
new or sal vaged, shall be neatly stacked when stored.

.9 RESTORATI ON OF STORAGE AREA

Upon conpl etion of the project and after renmoval of trailers, naterials,
and equi pnent fromwithin the fenced area, the fence shall be renbved and
wi || becone the property of the Contractor. Areas used by the Contractor
for the storage of equipnent or material, or other use, shall be restored
to the original or better condition. Gavel used to traverse grassed areas
shal |l be renoved and the area restored to its original condition, including
top soil and seeding as necessary.
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PART 2 PRODUCTS (NOT APPLI CABLE)

PART 3 EXECUTI ON ( NOT APPLI CABLE)

-- End of Section --
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SECTI ON 01505

GENERAL REQUI REMENTS

PART 1 GENERAL

1

1 SCRAP MATERI AL

Materials specified to be renoved and becone the property of the Contractor
are designated as scrap, and the Contractor, by signing this contract,

her eby acknowl edges that he has namde due all owance for value, if any, of
such scrap in the contract price.

.2  WRITTEN GUARANTEES AND GUARANTCOR S LOCAL REPRESENTATI VE

Prior to conpletion of the contract, the Contractor shall obtain and
furnish to the Contracting Oficer's representative witten guarantees for
all the equi pnent and/or appliances furni shed under the contract. The
Contractor shall furnish with each guarantee: The nane, address, and

t el ephone nunber of the guarantor's representative nearest to the |ocation
where the equi prent and/ or appliances are installed, who, upon request of
the Using Service's representative, will honor the guarantee during the
guaranty period and will provide the services prescribed by the terns of

t he guar ant ee.

.3 PRI CI NG OF CONTRACTOR- FURNI SHED PROPERTY

At the request of the Contracting O ficer, the Contractor shall pronptly
furnish and shall cause any subcontractors to furnish, in |ike manner, unit
prices and descriptive data required by the Governnment for property record
pur poses of fixtures and equi pment furnished and installed by the
Contractor.

.4  TEMPORARY ELECTRI C W RI NG

(A) Tenporary Power and Lighting:

The Contractor shall provide construction power facilities in
accordance with the safety requirenents of the National Electrical Code
NFPA No. 70 and the SAFETY AND HEALTH REQUI REMENTS MANUAL EM 385-1-1. The
Contractor, or his del egated subcontractor, shall enforce all the safety
requi renents of electrical extensions for the work of all subcontractors.
Al work shall be acconplished by skilled electrical tradesmen in a
wor kmanl i ke manner, as approved by the Contracting O ficer

(B) Construction Equi pnent:

In addition to the requirenents of EM 385-1-1, SAFETY AND HEALTH
REQUI REMENTS MANUAL, all tenporary wiring conductors installed for
operation of construction tools and equi pnent shall be either Type TWor
THW contained in netal raceways, or nmay be nulticonductor cord. Tenporary
wiring shall be secured above the ground or floor in a workmanlike manner
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and shall not present an obstacle to persons or equiprment. Qpen wring nay
only be used outside of buildings, and then only in strict accordance with
the provisions of the National Electrical Code.

(© Circuit Protection:

In addition to the present requirenents in EM 385-1-1 and the Nationa
El ectrical Code, all 15 and 20-anpere receptacle outlets used for obtaining
power during construction shall have ground fault circuit interrupters
(GFCl) for personnel protection. Block and brick saws shall al so be
equi pped with GFCI. The Contracting O ficer may all ow an exception to this
requirenent for circuits for concrete vibrators or circuits operating at
other than 60 Hertz normal (in both cases an assured groundi ng program as
described in the National Electrical Code, except utilizing the daily
i nspection frequency of the groundi ng means of such equi pnent, may be
permtted). The assured grounding programw |l not be pernmitted as a
substitute for usage of G-CI'S except as descri bed above. All
gener at or - powered 15- and 20-anpere, 60 Hertz receptacle outlets shall have
GFCl'S, and shall be properly grounded. A testing neans shall be provided
which will inpose a neasured fault of 5 mllianperes, plus or mnus 1
mllianperes, and result in tripping the G-Cl unit.

.5 UTI LI TI ES

It is anticipated that pole lines, signs, pipelines and private

i mprovenents that would interfere with or are to be replaced by new
construction will be renoved to new | ocations by the owners (except as

not ed otherw se) in advance of construction operations. The Contractor
shall notify the Contracting Officer at |east 30 days in advance of the
date on which work will be started requiring the renoval of such utilities
or private inprovenents. Care shall be taken to preserve and protect any
such inprovenments frominjury or danage during construction operations.
The Contractor shall assume full responsibility for rei nbursing the owners
for any danmmge to their properties, utilities, or inprovenents, or
interference with their services caused through his operations. Should
such damage be found to have been caused w thout the Contractor's fault or
negl i gence an equitable adjustrment in the ambunt due under the contract

wi || be nade under the applicabl e CONTRACT CLAUSES, Section 00700

.6  GENERAL SAFETY REQUI REMENTS
(A) General:

The Corps of Engineers Safety and Health Requirenents Manual, EM
385-1-1, (see Contract C auses, Section 00700, ACCI DENT PREVENTI ON) and the
Cccupational Safety and Health Act (OSHA) Standards for Construction (Title
29, Code of Federal Regulations Part 1926 as revised fromtinme to tine);
CGeneral Industry Standards (Title 29, Code of Federal Regulations Part 1910
as revised fromtine to tine); and the National Fire Protection Association
Codes are applicable to this contract. In case of conflict the nost
stringent requirenent of the standards is applicable.

(B) The Prime Contractor's superintendent
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The Prinme Contractor's superintendent shall take an active role in
enforcing the safety requirenents by participation in safety conferences,
hazard anal ysis (see below), tool box neetings, wal k-through inspections,
correction of violations, etc., and including that of the subcontractor's
wor k.

(© Job Hazard Anal ysis:

Based on the construction schedule, the Contractor shall subnit a job
hazard anal ysis of each mmjor phase of work prior to entering that phase of
activity. The analysis shall include najor or high risk hazards, as well
as commonly recurring deficiencies that m ght possibly be encountered for
t hat operation, and shall identify proposed methods and techni ques of
acconpl i shing each phase in a safe manner. The Prine Contractor's
superintendent shall take active participation in the Job Hazard Anal ysi s,
i ncludi ng the subcontractors' work. Prior to start of actual work a
neeting shall be held with Prime Contractor, Government, and affected
subcontractor to review the Job Hazard Analysis. In addition, job site
neetings shall be held to indoctrinate foreman and workers on details of
thi s anal ysi s.

(D) Violations:

If recurring violations and/or gross violation indicate that the
safety performance is unsatisfactory, corrective action shall be taken as
directed, and at the discretion of the Contracting Oficer the retention or
sone part thereof will be withheld fromthe progress paynent until
corrective action has been conpl et ed.

(E) Fire Prevention:

Cutting or welding will be permitted only in areas that are or have
been nade fire safe. Wiere possible, all conbustibles shall be |ocated at
| east 35 feet horizontally fromthe work site. Were such location is
i mpracticabl e, combustibles shall be protected with fire bl ankets and/or
protective wel ding screens to prevent slag fromrunning out of the work
area. Edges of covers at the floor shall be tight to prevent sparks from
goi ng under them This precaution is also inportant at overl aps where
several covers are used to protect a large pile. Oher fire prevention
precautions shall be in accordance with the |atest National Fire Codes.

(F) Recordkeepi ng/ Reporti ng Requirenents:

On all contract operations, the Prine Contractor shall be responsible
for recording and reporting all accident exposure and experience incident
work. (This includes exposure and experience of the prinme contractor and
hi s/ her sub-contractor(s)). As a mnimmthese records shall include
exposure work-hours and a | og of occupational injuries and ill nesses.

(OSHA Form 200 or state equivalent as prescribed by 29 CFR 1904.5)
Ref erence EM 385-1-1, 01.D. 04.

(G Accident Reporting:

In addition to the requirenents for reporting accidents in accordance
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with EM 385-1-1, Section 1, the Prime Contractor will submit at the 50%
poi nt and 100% of project conpletion, a witten summary of worker's
conpensation clains filed by workers on the project. The report wll

i nclude all subcontractors. The main report covering the Prime Contractor
clains will be certified as "correct and true" by the Contractor's
conpensation insurance carrier. The same certification will be required
for subcontractor reports.

.7 PERM TS
(A) General:

Reference is made to the article of the contract entitled "Permts
and Responsibilities," which obligates the Contractor to obtain all
required licenses and permits. Reference is also nade to Section 01354
ENVI RONMENTAL PROTECTI ON FOR CI VI L WORKS.

(B) NPDES Pernit:

The Contractor shall conply with the National Pollutant D scharge
El i m nati on System (NPDES) requirenents consisting of the SWPPP and t he
noni toring plan, which have been prepared by the Governnent. The
Government will obtain the Notice of Intent (NO) and pay for the NPDES
permt. The Contracting Oficer will provide the Notice of Term nation
(NOT), with photos, after the project is conpleted. The Contractor shall
diligently cooperate with the Governnment to neet Pernit requirements. See
Section 01354 ENVI RONMENTAL PROTECTI ON FOR Cl VI L WORKS.

.8  TIME EXTENSI ONS FOR UNUSUALLY SEVERE WEATHER

(A) This provision specifies the procedure for the determ nation of
time extensions for unusually severe weather in accordance with the
CONTRACT CLAUSE, Section 00700, entitled "DEFAULT (FI XED PRI CE
CONSTRUCTION)". In order for the Contracting Oficer to award a tine
ext ensi on under this clause, the followi ng conditions nust be satisfied:

(1) The weather experienced at the project site during the
contract period nmust be found to be unusually severe, that is, nore severe
than the adverse weather anticipated for the project |ocation during any
gi ven nont h.

(2) The unusually severe weat her nust actually cause a delay to
the conpletion of the project. The delay nmust be beyond the control and
wi thout the fault or negligence of the Contractor.

(B) The follow ng schedule of nonthly anticipated adverse weat her
del ays is based on National Oceanic and At nospheric Admi nistration (NOAA)
or simlar data for the project location and will constitute the base |line
for nonthly weather tine evaluations. The Contractor's progress schedul e
nust reflect these antici pated adverse weather delays in all weather
dependent activities.
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MONTHLY ANTI Cl PATED ADVERSE WEATHER DELAY
WORK DAYS BASED ON (5) DAY WORK WEEK

JAN FEB MAR APR MAY JUN JUL AUG SEP OCT NOV DEC
(07) (05) (05) (04) (01) (01) (00) (00) (0O1) (02) (05 (07N

(© Upon acknow edgenent of the Notice to Proceed (NTP) and
conti nui ng throughout the contract, the Contractor will record on the daily
CQC report, the occurrence of adverse weather and resultant inpact to
normal Iy schedul ed work. Actual adverse weat her delay days nust prevent
work on critical activities for 50 percent or nore of the Contractor's
schedul ed wor k day.
(ER 415-1-15, 31 OCT 89)

.9 EQUI PVMENT DATA FORM

In conjunction with paragraph, EFARS 52.231-5000 EQUI PMENT OANERSHI P
AND OPERATI NG EXPENSE SCHEDULE, in Section 00800, the Contractor shal
furnish SPK Form 450 for all necessary equi pment to performwork requiring
adj ustment of contract price and shall subnit these forns with the
nodi fication proposals. A sanple formis at the end of this section

.10 SO L DENSI TY TEST (USI NG METERS CONTAI NI NG RADI QACTI VE MATERI ALS)

(A) Nuclear nethods are not acceptable for soil and soil-aggregate
density tests required by this contract except as stated in DI VISION 2.
Testing for official results shall be conducted as specified in D VISION 2
of this contract. |If the Contractor proposes to use nmeters containing
radi oactive naterials to obtain unofficial results for his own conveni ence
the Contractor shall adhere to the foll ow ng requirenents:

(B) In accordance with 06.E of EM 385-1-1, Safety and Health
Requi renents Manual, the Contractor shall obtain a service pernmit to use,
store, operate, or handle a radiation produci ng nachi ne or radi oactive
materials. The service pernmt shall be obtained through the Contracting
Oficer's Representative. The Contractor should notify the Contracting
Oficer during the pre-work conference if a radiation produci ng device will
be utilized in order to determ ne the permt application requirenments, and
allow a lead tine of 45 days for obtaining a permt.

(C© The Contractor is responsible for providing a copy of any Nucl ear
Regul at ory Conmi ssion (NRC) |icenses per the Code of Federal Regul ations 10
CFR "Energy" for all radioactive sources brought onto the site by the
Contractor and/or subcontractors. These |licenses shall be provided to the
Contracting Oficer's Representative, before the radi oactive sources is
all oned on the site.

11 BI D | TEM OVERRUN

Thr oughout the contract, (at a mninum every two weeks) the Contractor
shal | be responsible to nonitor placenent or installation of unit price
itenms (if any) with respect to the original estimated quantities shown in
the contract. |If placenent or installation indicates a possible overrun
with respect to the original estimated quantities shown in the contract,
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the Contractor shall inmediately provide witten notification to the
Contracting O ficer with revised total estinated quantities.

.12 PAYMENT
No separate paynent will be made for the work covered under this section
and all costs in connection therewith will be considered a subsidiary

obligation of the Contractor

.13 NON CONTRACT WORK

The Contractor and/or his subcontractors shall not performany work or
erect any structure for third parties, |andowners or otherwi se, within the
limts of the rights-of-way without prior approval of the Contracting
Oficer.

.14 DAMAGE TO ROADS

The Contractor shall docunent, on video and photographs, the pre-project
condition of the project access road (Steblow Drive) as well as al

existing roads within the project right-of-way. A copy of this video wll
be nmade available to the Contracting Oficer. The Contractor shall preserve
and protect all existing private or project access or right-of-way roads
and exi sting | andscaped areas. The Contractor shall conformto al
applicable load requirenents for roads. At the conpletion of work and
prior to the Contractor |eaving the project, he shall restore to
pre-project conditions all such roads. Repairs shall include replacenent
of base rock and/or surface treatnent as required.

.15 ENVI RONMVENTAL LI TI GATI ON

(A) If the perfornance of all or any part of the work is suspended,
del ayed, or interrupted due to an order of a court of conpetent
jurisdiction as a result of environmental litigation, as defined bel ow, the
Contracting Oficer, at the request of the Contractor, shall determ ne
whet her the order is due in any part to the acts or om ssions of the
Contractor or a subcontractor at any tier not required by the terns of this
contract. If it is determined that the order is not due in any part to
acts or om ssions of the Contractor or a subcontractor at any tier other
than as required by the terns of this contract, such suspension, delay, or
interruption shall be considered as if ordered by the Contracting O ficer
in the adm nistration of this contract under the terns of the SUSPENSI ON OF
WORK cl ause of this contract, see Section 00700. The period of such
suspensi on, delay or interruption shall be considered unreasonable, and an
adj ustmrent shall be nade for any increase in the cost of perfornmance of
this contract (excluding profit) as provided in that clause, subject to al
t he provisions thereof.

(B) The term"environnmental litigations", as used herein, nmeans a
lawsuit alleging that the work will have an adverse effect on the
environnent or that the Governnent has not duly considered, either
substantively or procedurally, the effect of the work on the environment.

16 SPECI AL CONSTRUCTI ON PROCEDURES
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(A Adverse Conditions, Tidal Action in Napa River:

The influence of tides on the water surface el evation of the Napa
River is significant within the linmts of this Contract. The tides are
m xed diurnal, neaning that they are characterized by two daily highs and
lows in each tidal cycle - a period of 24 hours and 50 m nutes. The table
bel ow shows the tidal datuns in the vicinity of the contract.
Tidal Datunms - Project Reach (NOAA 1994)

El evation, ft (NGVD)

Mean Hi gher Hi gh Water (MHHW 3.76

Mean Hi gh Water (MVHW 3.24
Mean Ti de Level (ML) 0. 67
Mean Low Water (MW -1.9

Mean Lower Low Water (MLW -2.84

The data in this table was obtained fromthe National Cceanic and

At mospheric Admi nistration (NOAA). The tide data is based on

i nterpol ati ons between the two nearest NOAA tidal gauges - Napa (3.5 mles
upstrean) and Brazos Drawbridge (3.5 mles downstrean). Daily tides can be
hi gher or lower than the nmean tide el evations shown in the table. On
average, 50% of the daily higher high water elevations are expected to
exceed the MHHW el evation of 3.76 feet (NGVD). Approxinmately 10% of the

H gher H gh Water (HHW |evels reach 4.7 ft (NGVD), and approximately 1%to
3% of the HHW Il evels are over 5 ft (NGYD). There nmay be tines within the
duration of the contract when the high tide elevation exceeds the design
grade of the floodplain terrace. Predictions of future tides are avail able
fromthe NOAA.

The Contractor shall plan the work in this contract accounting for the
tidal action in the Napa River, and bid the work accordingly. It is the
Contractor's responsibility to nonitor the tides throughout the duration of
the contract.

(B) Sequence of Construction

(1) Al required excavation (including the floodplain and

mar shplain terraces, and excavation of the tidal sloughs), other than the
breach in Kennedy Park, shall be conpleted no |ater than 1 Cctober.
Construction of the training dike, and training dike road surface shall also

be conpleted by 1 Cctober. This is to elimnate the possibility of flood
wat ers inundating the surrounding area due to the |owering of the existing
river banks. Final grading of the disposal site shall be conpleted no

|ater than 15 Cctober. Al work required for the native grass seeding,
di sposal site seeding, and ot her seeding shall be conpleted no |later than
the dates required in section02920 GRASS SEEDI NG

(2) The breach in Kennedy Park shall be excavated follow ng the
conpl etion and acceptance by the Contracting O ficer of all other contract
work. This is necessary because the excavation of the breaches will open a
portion of the project area up to daily tidal influence, and nmake access to
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sone of the project difficult.

(3) It is highly recoomended that the excavation work i s phased
tolimt the risk of a high tide overflowi ng the | owered river banks for as
| ong as possible during construction. |If a high tide were to overflow the
| owered river banks prior to conpletion of construction, it is expected to
cause damage to the grading of the floodplain terrace, and inundate an
unknown anmount of the | ow ground behind the river banks. The contractor is
responsi ble for nonitoring the tides, and planni ng work accordingly.

(4) Due to environnental restrictions, "in-water" work activities
are prohibited from Cctober 15 to June 15 of each year. The potential for
extension of this work wi ndow exists if surveys (perforned by others) show
that certain species of concern are not present in the work area.

Perm ssion to deviate fromthis work wi ndow nust be received in witing
fromthe Contracting Officer. See Section 01354 ENVI RONVENTAL PROTECTI ON
FOR CVIL WORKS, for further information.

(O Contractor's Construction Activity

For weekdays Monday through Friday, contractor's construction
activities shall be Iimted to daylight hours but not earlier than 6:30am
and not later than 8:00pm On Saturday, contractor's construction
activities shall be Iimted to daylight hours but not earlier than 7:00am
and not later than 8:00pm On Sunday, contractor's activities shall be
limted to daylight hours but not earlier than 8:00am and not |ater than
6: 00pm Work hours shall not vary unless otherw se approved in witing by
the Contracting O ficer.

PART 2 PRODUCTS (NOT USED)

PART 3  EXECUTI ON ( NOT USED)

-- End of Section --
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SECTI ON 02215

GEOTEXTI LES USED AS FI LTERS

PART 1 GENERAL

1

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM D 123 (1993) Standard Terni nol ogy of Terns
Rel ated to Textiles

ASTM D 3786 (1987) Hydraulic Bursting Strength of
Knitted Goods and Nonwoven Fabrics -
D aphragm Bursting Strength Tester Method

ASTM D 4355 (1992) Deterioration of Geotextile from
Exposure to Utraviolet |ight and Water
(Xenon- Arc Type Appar at us)

ASTM D 4491 (1992) Water Perneability of Geotextiles
By Permttivity

ASTM D 4533 (1991) Trapezoid Tearing Strength of
Geotextile

ASTM D 4751 (1993) Determ ning the Apparent Opening
Size of a Ceotextile

ASTM D 4833 (1988) Index Puncture Resistance of
Geot extil es, CGeonmenbranes, and Rel at ed
Product s
s

.2 MEASUREMENT AND PAYMENT

No separate nmeasurenent or payment shall be nade for geotextile. Al costs
for obtaining, testing, and placing geotextile in accordance with this
specification shall be considered incidental to the bid item "Pedestrian
Bri dge Abutnments".
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3 SUBM TTALS

Government approval is required for all submttals with a "GA" designation
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01300 SUBM TTAL
PROCEDURES:

SD-13 Certificates
Ceotextil e;

The Contractor shall furnish the Contracting Oficer, in duplicate, a mll
certificate or affidavit signed by a legally authorized official fromthe
conpany manufacturing the geotextile. The m Il certificate or affidavit
shal |l attest that the geotextile nmeets the chem cal, physical and

manuf acturing requirenments stated in this specification

.4 SHI PMENT, HANDLI NG, AND STORAGE

4.1 Shi pnent

Only approved geotextile rolls shall be delivered to the project site. All
geotextile shall be | abel ed, shipped, stored, and handled in accordance
with ASTM D 4873 and as specified herein. Each roll shall be wapped in an
opaque and wat er proof |ayer of plastic during shipment and storage. Each
roll shall be |labeled with the nanufacturer nane, geotextile type, |ot
nunber, roll nunber, and roll dinensions (length, width, gross weight).

. 4.2 Handl i ng

No hooks, tongs, or other sharp instruments shall be used for handling
geotextile. GCeotextile shall not be dragged al ong the ground. Any
geotextile determne to be damaged as a result of poor handling shall be
renoved fromthe site and replaced, at no additional cost to the
Government, by additional geotextile meeting requirenents of this

speci fication.

.4.3 St or age

During all periods of shipnent and storage, the geotextile shall be
protected fromdirect sunlight, ultra-violet rays, tenperatures greater
than 140 degrees F (or less if recommended by the manufacturer), nmud, dirt,
dust and debris. Ceotextile shall be stored in areas where water cannot
accunul ate, elevated off the ground, and protected from conditions that
will affect the properties or performance of the geotextile

PART 2 PRODUCTS

2.

2.

1 MATERI ALS

1.1 Ceotextile

02215 - 3 ENCL 1 TO AMENDMENT NO. 0003



1143

2.1.1.1 Cener a

The geotextile shall be a woven pervi ous sheet of plastic yarn as defined
by ASTM D 123. The geotextile shall equal or exceed the m ni nrum average
roll values listed in TABLE 1, M NI MUM PHYSI CAL REQUI REMENTS FOR DRAI NAGE

GEOTEXTILE. Strength values indicated in the table are for the weaker
principal direction.
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TABLE 1

M Nl MUM PHYSI CAL REQUI REMENTS FCOR DRAI NAGE CEOTEXTI LE

| PROPERTY | UNITS | ACCEPTABLE VALUES | TEST METHCD

| | | | |
| | | | |
| GRAB STRENGTH | b | 200 | ASTM D 4632

| BREAKI NG | % | 15 | ASTM D 4632

| ELONGATI ON | | | |
| PUNCTURE | b | 130 | ASTM D 4833

| BURST STRENGTH | psi | 500 | ASTM D 3786

| TRAPEZO D TEAR | b | 25 | ASTM D 4533 |
| PERVEABI LI TY | cmsec | M ni mum 0. 02 | ASTM D 4491

| APPARENT OPENI NG | | |
| SIZE |U.S. SIEVE] >= #70 AND <= #100 | ASTM D 4751

| PERCENT OPEN | % | M ni mum 10 | Percentage

| AREA | | | Summation of

| | | | Open Area to

| | | | Total Area of

| | | | Geotextile |
| | | | Fabric

| ULTRAVI CLET | | |

| DEGRADATION | % | 70 AT 500 Hrs | ASTM D 4355

2.1.1.2 Ceotextil e Fiber

Fi bers used in the manufacturing of the geotextile shall consist of a

| ong-chai n synthetic polynmer conposed of at |east 85 percent by weight of
pol yol efi ns, polyesters, or polamdes. Stabilizers and/or inhibitors shal
be added to the base polynmer if necessary to nake the filanments resistant
to deterioration caused by ultraviolet |light and heat exposure. Reclained
or recycled fibers or polyner shall not be added to the fornul ation
Ceotextile shall be formed into a network such that the filanments or yarns
retain dimensional stability relative to each other, including the edges.
The edges of the geotextile shall be finished to prevent the outer fiber
frompulling away fromthe geotextile.

2 [Enter Appropriate Subpart Title Here]

2. 1.
2.2 I NSPECTI ONS, VERI FI CATI ONS, AND TESTI NG
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2.2.1 Manuf act uri ng and Sanpling

Ceotextiles and factory seans shall neet the requirenents specified in
TABLE 1, M NI MUM PHYSI CAL REQUI REMENTS FOR DRAI NAGE GEOTEXTI LE

PART 3 EXECUTI ON
3.1 | NSTALLATI ON OF THE GECTEXTI LE
3.1.1 Cener a

The geotextile shall be placed in the manner and at the |ocations shown on
the drawings. At the tine of installation, the geotextile shall be
rejected if it has defects, rips, holes, flaws, deterioration or damage

i ncurred during manufacture, transportation or storage.

3.1. 2 Pl acenent

The geotextile shall be placed as shown on the drawi ngs and |laid snboth and
free of tension, stress, folds, winkles, or creases. The strips shall be
pl aced to provide a minimumw dth of 12 inches of overlap for each joint.
The pl acenent procedure requires that the geotextile wap the bottom of the
filter material and overlap the weep hole in the wall by at least 1 foot.
Furthernore the geotextile shall wap around the sides and top of the
filter material by at least 1 foot. Tenporary pinning of the geotextile to
help hold it in place until the filter naterial is placed shall be all owed.
The tenporary pins shall be renoved as the granular filter material is
placed to relieve high tensile stress which nay occur during placenent of
material on the geotextile. Trinm ng shall be perforned in such a manner
that the geotextile shall not be danaged in any way.

3.2 PROTECTI ON

The geotextile shall be protected at all tines during construction from
contam nati on by surface runoff and any geotextile so contani nated shall be
renoved and replaced with uncontam nated geotextile. Any danage to the
geotextile during its installation or during placenent of granular filter
materials shall be replaced by the Contractor at no cost to the Governnent.
The work shall be schedul ed so that the covering of the geotextile with a
| ayer of the specified naterial is acconplished within 3 cal endar days
after placement of the geotextile. Failure to conply shall require
repl acenent of geotextile. The geotextile shall be protected from damage

prior to and during the placenment of backfill and filter naterial. Before
pl acenent of backfill and filter material, the Contractor shall denonstrate
that the placenent technique will not cause damage to the geotextile. In

no case shall any type of equi pnent be allowed on the unprotected
geotextile.

3.3 OVERLAPPI NG AND SEAM NG
3.3.1 Over | appi ng

The overlap of geotextile rolls shall be 12 inches. Appropriate nmeasures
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will be taken to insure required overlap exists after placenent of backfil
and granular filter naterial

-- End of Section --
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SECTI ON 02230

CLEARI NG AND GRUBBI NG

PART 1 GENERAL

1.

1.

1 DEFI NI TI ONS
1.1 C earing

Clearing shall consist of the felling, trimmng, and cutting of trees into
sections and the satisfactory di sposal of the trees, other vegetation and
obstructions designated for renoval, including down tinber, snags, brush,
rubbi sh, fences, stone, bank protection, abandoned structures, pavenent and
base course, gravel trails, utilities, and other debris occurring in the
areas to be cleared. Vegetation to be renobved shall consist of all heavy
growm h of crops, grass and weeds.

. 1.2 Gr ubbi ng

Grubbi ng shall consist of the renmoval and di sposal of stunps, roots |arger
than 2 inches in diameter, matted roots, old paving and ot her

obj ectionable matter fromthe designated grubbing areas. Al tap roots,

| ateral roots, or other projection over 1 1/2 inches in dianeter within the
areas to recieve fill or other structures shall be renmoved to a depth of
three feet below the natural surface of the ground.

. 1.3 Limts of Cearing and G ubbing

Except as otherw se specified, and/or indicated areas to be cleared and
grubbed will be limted to three feet beyond actual excavation area, areas
on which fills and/or structures are to be placed, or areas if utilized by
the Contractor for staging or stockpiling operations as necessary. The
renoval of trees, shrubs, turf, and other vegetation outside of the
permanent right-of-way lines will not be allowed.

.2 SUBM TTALS

Government approval is required for submttals with a "GA" designation;
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD- 18 Records
Mat eri al Di sposal Pl an;
The Contractor shall submt a plan designating where naterial generated

fromthe clearing and grubbing operation is to be disposed of. Witten
perm ssion to dispose of such products on private property shall be filed
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with the Contracting Oficer.

.3 MEASUREMENT

. 3.1 Measured C earing and G ubbing

Cl earing and grubbing shall be neasured in acres of clearing and grubbing
actual Iy perforned.

.4 PAYNMENT

4.1 Paid d earing and G ubbi ng

Paynment will be nmade at the contract unit price for clearing and grubbing,
and this price shall constitute full conpensation for all |abor, equipnent,
tools, and incidentals necessary to conplete the work specified herein

.5 ENVI RONMVENTAL PROTECTI ON

Al work shall conply with the requirenents of Section 01354 ENVI RONVENTAL
PROTECTI ON FOR CI VI L WORKS.

PART 2 PRODUCTS (Not Applicabl e)

PART 3 EXECUTI ON

3.

1 CLEARI NG

Trees, stunps, roots, brush, and other vegetation in areas to be cl eared
shall be cut off flush with or bel ow the original ground surface, except
such trees and vegetation as may be indicated or directed to be left
standing. Trees designated to be left standing within the cleared areas
shall be trimed of dead branches 1-1/2 inches or nore in dianeter and
shall be trimred of all branches to the heights indicated or directed.

Li nbs and branches to be trimred shall be neatly cut close to the bole of
the tree or main branches. Cuts nore than 1-1/2 inches in dianmeter shal
be painted with an approved tree-wound paint. Trees and vegetation to be
| eft standing shall be protected from damage i ncident to clearing,
grubbi ng, and construction operations by the erection of barriers or by
such other neans as the circunstances require. Cearing shall also include
t he renoval and disposal of structures, stone, concrete rubble, pavenent,
gravel surfaces, utility pipes and other obstructions that obtrude,
encroach upon, or otherw se obstruct the work. Existing structures

i ndi cated shall be renoved to 3 feet bel ow grade. Hol es and ot her

hazar dous openi ngs created during clearing operations shall be filled with
suitable naterial and conpacted to nake the surface conformwth the
original adjacent surface of the ground.

.2 GRUBBI NG

Material to be grubbed, together with |ogs and other organic or netallic
debris not suitable for foundation purposes, shall be renoved to a depth of
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not less than 18 inches below the original surface |evel of the ground in
areas indicated to be grubbed and in areas indicated as construction areas
under this contract, such as areas to be paved. Depressions made by
grubbing shall be filled with suitable material and conpacted to nake the
surface conformwith the original adjacent surface of the ground.

.3 Dl SPCSAL OF MATERI ALS
. 3.1 Mat eri al Di sposal

Logs, stumps, roots, brush, rotten wood, stone, concrete rubble, debris
from obstructions designated for renoval, and other refuse fromthe

cl earing and grubbi ng operations shall becone the property of the
Contractor and be di sposed of off-site in accordance with all Federal
State, and local regulations and codes, , except when otherwi se directed in

witing. Such directive will state the conditions covering the disposal of
such products and will also state the areas in which they may be pl aced.
The contractor shall make every effort possible to keep concrete rubble and
rock naterial renmoved fromthe river banks from being disposed in a

landfill. This includes, but is not linted to, hauling the nmaterial to a
recycler or providing the naterial to an entity that will not be di sposing
of it inalandfill. Burning of refuse at the project site shall not be
permtted.

.4 DUST CONTROL

The amount of dust resulting fromclearing and grubbing shall be controlled
to prevent the spread of dust to occupied portions of the construction site
and to avoid creation of a nuisance in the surrounding area. Water
sprinkling shall be utilized to control dust. The contractor shall have
sufficient equipnent and personnel to acconplish sprinkling. Trucks

haul ing materials shall be covered or the | oads danpened to prevent visible
dust em ssions during hauling or dunping.

-- End of Section --
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SECTI ON 02290

STONE PROTECTI ON

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic

desi gnation only.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 88- 83 Soundness of Aggregates by Use of Sodium
Sul fate or Magnesium Sul fate.

ASTM C 127-84 Specific Gravity and Absorption of Coarse
Aggr egat e.

ASTM C 131-81 Resi stance to Abrasion of Small Size
Coar se Aggregate by Use of the Los Angel es
Machi ne.

ASTM C 136- 84a Si eve or Screen Anal ysis of Fine and
Coar se Aggr egat es.

ASTM C 535-81 Resi stance to Abrasion of Large Size
Coar se Aggregate by Use of the Los Angel es
Machi ne.

ASTM D 1141-75 Substitute Ccean Water

1.2 GENERAL
Work specified in this section consists of furnishing all plant, |abor
equi pnrent, materials, supplies and incidentals required for producing,
transporting, and placing stone protection and riprap
1.3 MEASUREMENT AND PAYMENT
1.3.1 Stone Protection and R prap
1.3.1.1 Measur erment
No separate neasurenent for paynent shall be nmde for stone protection and

bedding material. Al naterials and work covered in this section shall be
considered incidental to the bid item "Pedestrian Bridge Abutnents".
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3.1.2 Paynent

No separate paynent shall be nmade for stone protection and beddi ng
material. Paynent for all costs of furnishing, hauling, and placing of
t he stoneprotection and beddi ng naterial as specified herein shall be
included in the item "Pedestrian Bridge Abutnents".

.4 SUBM TTALS

CGovernment approval is required for submttals with a "GA" designation
submittals having an "FI O' designation are For Information Only. The
followi ng shall be subnmitted in accordance with Section 01330:

SD-01 Data
Source of Material; G

Source of Material; Nane and | ocation of quarry, exploratory data and
conpliance test reports, and service roads.

SD- 09 Reports

Reports; G
Quality conpliance testing required. G adation Tests; Gadation test
results shall be perforned in accordance with paragraph 2.1.4.

PART 2 PRODUCTS

2.

2.

1 MATERI ALS
1.1 Source and Material Approva

The Contractor shall make all arrangenents, pay all royalties, and secure
all pernmits for the procurenent, furnishing and transporting of naterials.
The sources from which the Contractor proposes to obtain the nmaterial shal
be selected and a sanple submitted a mninmumof 30 days in advance of the
time when the naterial will be required in the work. Stone froma proposed
source where exploratory investigations and conpliance test reports or
sati sfactory service records fromthe last five yearsare not avail abl e,
shall be tested by the contractor for quality conpliance. Al test
sanpl es (500 pounds mininum for stone protection) shall be representative
of the rock source and shall be obtained by the Contractor under the
supervision of the Contracting O ficer A list of sources fromwhich
acceptabl e stone protection materials have been obtained in the past is
avai l abl e for informational purposes in the Geotechnical Branch of the
Sacranment District, Corps of Engineers. Sources |isted may no | onger be
avai | abl e due to depletion or may not be acceptabl e because of changes in

the material. The Contractor shall vary the quarrying, processing, |oading
and pl acing operations to secure the type and quality of stone protection
specified. |If the stone being furnished by the Contractor does not fully

neet all the requirenents of these specifications, the Contractor shal
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ot her stone neeting the

of stone from a source shal

not be construed as a waiver of the right of the Governnment to require the
Contractor to furnish stone which conplies with these specifications.

Mat eri al s produced fromlocalized areas,
when such materials do not conply with the specifications.

2.1.2 Qual ity Conpliance

zones or strata will be rejected

Test results and service records may be used to deternine the acceptability

of the stone protection materials.

In the event conpliance test reports

and/ or service records fromthe last five years are not available, the
material shall be subjected to the tests outlined in these specifications

to determine its acceptability for

use in the work. Before a proposed new

source of stone will be considered for sanpling and testing, one of the

following criteria nust be net:

a. A sufficiently devel oped quarry operation to denobnstrate that an
adequate quantity of stone is available to fulfill the contract

requirenents; or,

b. An exposed face plus sufficient explorations (results of which
are nade available to the Governnent) to denobnstrate that an adequate

guantity of stone is available to fulfill

the contract requirenents.

2.1.3 Quality Conpliance Tests for Stone Protection

Stone shall neet the follow ng test

Test

Specific Gavity (Bul k SSD)
Absor ption

Wetting and Drying

Magnesi um Sul fat e

Abr asi on Loss

In addition to the above tests,
petrographic and x-ray diffraction anal ysis.
any swelling type clay (illite or

Test Met hod

ASTM C 127
ASTM C 127

SPD Test
ASTM C 88 (2)

ASTM C 535

(1)

t he stone shal

requi renents:

Requi r errent

2.50 M ni mum
2. 0% Maxi num
M nor Disintegration
15% max. Loss
50% max. Loss

be subjected to a

The stone nmust not contain
nontrorillonite).

NOTE: (1): Test procedure wetting-and-drying tests: The initial step of the
test is the careful exam nation of the entire sanple and the sel ection of

representative test specinmens.

The piece should be | arge enough to produce

two cut slabs, 1 inch thick ( 1/4 inch) with a mni mum surface area of 30

square i nches on one side.

Two chunks approximately three by four inches

are al so chosen. The slabs and chunks are carefully exam ned under a | ow

power mnicroscope and al

The speci nens are then oven dried at

visible surface features are noted and recorded.
140 degrees Fahrenheit, for eight

hours, cool ed and wei ghed to the nearest tenth of a gram The test

speci mens are phot ographed to show al

surface features before the test.

The chunks and sl abs are then subjected to fifteen cycles of wetting and
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drying. One slab and one chunk are soaked in fresh tap water, and the
other slab and chunk are soaked in salt water prepared in accordance with
ASTM D 1141. Each cycle consists of soaking for sixteen hours at room
tenperature and then drying in an oven for eight hours at 140 degrees
Fahrenheit. After each cycle the specinens are exam ned with the | ow power
nm croscope to check for opening or movenent of fractures, flaking along
edges, swelling of clays, softening of rock surface, heaving of m caceous
m neral s, breakdown of nmatrix material and any other evidence of weakness
devel oping in the rock. The cycle in which any of these actions occurs is
recorded. After fifteen cycles, the slabs and chunks are again carefully
exam ned and changes in the rocks are noted and recorded. The test

speci mens together with all flakes or particles which cone off during the
test are oven dried, weighed and photographed. M nor disintegration is
consi dered al |l owabl e. Wakeni ng and | oss of individual surface particles
is perm ssible unless bond of the surface grains softens and causes genera
di sintegration of the surface materi al

NOTE: (2): The test shall be nmade of 50 particles each weighing 100 grans (%
20 grans), in lieu of the gradation given in ASTM C 88.

NOTE: (4): Sandstones which have a | oss greater than the specified limt
will be accepted if the Contractor denonstrates that the rock has a
sati sfactory service record.

. 1.4 Gradation Sanpling and Testing for Stone Protection

Testing shall be the responsiblity of the Contractor and shall be perforned
at no additional cost to the Governnent. Sanpling and testing shall be
perfornmed by an approved commercial testing |aboratory or by an approved
Contractor's onsite |aboratory neeting the requirenents of SECTION 01451
CONTRACTOR QUALI TY CONTROL. The Governnent reserves the right to perform
check tests and to use the Contractor's sanpling and testing facilities to
nmake the tests. Each sanple shall consist of not |ess than 1000 pounds of
materials and shall be selected at random fromthe production run. One
gradation test is required at the beginning of production prior to delivery
of stone to the project . Al sanpling and gradation tests perforned by
the Contractor shall be under the supervision of the Contracting O ficer

.1.5 Gradation Sanpling and Testing for Bedding Mteri al

Testing shall be the responsiblity of the Contractor and shall be perforned
at no additional cost to the Governnent. Sanpling and testing shall be
perfornmed by an approved commercial testing |aboratory or by an approved
Contractor's onsite |aboratory nmeeting the requirenents of SECTION 01451
CONTRACTOR QUALI TY CONTROL. The Governnent reserves the right to perform
check tests and to use the Contractor's sanpling and testing facilities to
make the tests. Each sanple shall consist of not |ess than 15 pounds of
materials and shall be selected at random fromthe production run. One
gradation test is required at the beginning of production prior to delivery
of bedding material to the project. Al sanpling and gradation tests
perfornmed by the Contractor shall be under the supervision of the
Contracting O ficer.
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1.6 Gradation

1.6.1 Gener al

Al'l points on each individual grading curve shall be between the boundary
limts as defined by a snmoboth curve drawn through specified grading limts
pl otted on a nechani cal analysis diagram The individual grading curves
shal | not exhibit abrupt change in slope denoting skip grading or scal ping
of certain sizes. Specified grading of all material shall be nmet both at
the source and as delivered to the project. In addition, material not
neeting the required grading due to segregation or degradation during

pl acenent shall be rejected. |If test results show that the stone does not
neet the required grading, the hauling operation will be stopped

i Mmediately and will not resume until rock processing procedures are
adjusted and a gradation test is conpleted showi ng gradation requirenents
are net. Al gradation tests are at the expense of the Contractor

.1.6.2 St one Protection:

Stone protection shall be quarry stone, as specified below. Quarry stone
shal | be angular in shape. Neither the breadth nor the thickness of any
pi ece of stone shall be |l ess than one-third its length. Quarry stone as
placed in any portion of the conpleted |ayer shall meet the follow ng
gradati ons:

Gradation for Stone Protection - Quarry Stone

Wei ght of Pieces (Lbs.) Percent Snal |l er by Wi ght
36 100
10 50- 80
5 20- 40
2 0- 15
1 0-5

.1.6.3 Beddi ng Material G adation

Beddi ng material shall be conposed of tough, durable particles; shall be
free from adherent coatings, and be reasonably free fromthin, flat, and

el ongat ed pieces; shall also contain no organic material or soft friable
particles. Bedding material shall consist of clean sand and crushed gravel
and cobbl es, or crushed stone, and shall lie between the grading limts
specified below. At |least 50% of the crushed gravel and cobbles shall have
two or nore fractured faces, and 95 percent or nore at |east one fractured
face.

Gradation for Bedding Materi al

U S. Standard Sieve Sizes Percent passi ng by Wi ght
1 inch 100
3/ 8 inch 50- 70
#4 10- 35
#10 0-5
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Gradation for Bedding Materi al

1.7 Rej ected Stone

The Governnent reserves the right to reject any naterial of unsuitable
quality and/or size distribution as required by these specifications. Any
rejected stone shall be pronptly renmoved fromthe project at no expense to
the Governnent. Any portions of the work covered by these specifications
containing rejected stone will be considered i nconpl ete.

PART 3 EXECUTI ON

3.

3.

1 FOUNDATI ON PREPARATI ON
1.1 Beddi ng Materi al

Areas on which stone protection is to be placed shall be cleared and
grubbed in accordance with Section 02230 CLEARI NG AND GRUBBI NG. The sl ope
shall be trimed and dressed to conformto cross sections shown on the
drawi ngs within an all owabl e tolerance of mnus O to plus 3 inches. The
Contractor shall provide surveyed cross sections taken before the placenent
of bedding material. Wiere areas of the slope are bel ow grade, they shall
be brought to grade by filling with soil simlar to adjacent material. No
addi ti onal paynment will be made for material thus required. The areas
repaired shall be re-surveyed and the cross section notes given to the
Contracting O ficer for checking prior to the bedding naterial placenent.

I mredi ately prior to placing the bedding material, the prepared base wll
be inspected by the Contracting Oficer and no bedding naterial shall be

pl aced thereon until that area has been approved by the Contracting Oficer.

.1.2 St one Protection

| mredi ately prior to placing the stone, the bedding material base shall be
i nspected by the Contracting Oficer and no naterial shall be placed
thereon until that area has been approved.

.2 PLACEMENT

2.1 Beddi ng Materi al

Beddi ng material will be used within the limts shown on the draw ngs or as
staked in the field. Bedding material placenment shall begin at the | onest
el evation and work up the slope, be placed in a manner to produce a
reasonably well graded nass with the m ni num possi bl e percentage of voids,
and shall be constructed to the grades indicated or as directed by the
Contracting Oficer. Bedding material shall be placed to its full course
of thickness in one operation and in a nmanner to avoi d displacing the
underlying material. Method of placenent shall be submitted to the
Contracting O ficer for approval prior to commencenent of placenent
operations. The Contractor shall nmmintain the bedding nmaterial until
accepted and any material displaced by any cause shall be replaced at the
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Contractors expense to the lines and grades shown on the draw ngs. Hand
pl aci ng, barring, or placing by crane will be required only to the extent
necessary to secure the results specified. Placing bedding material by
dunping into chutes or by simlar nethods likely to cause segregation wll
not be permtted. A tolerance of plus or mnus two (2) inches fromthe

i ndi cated slope lines and grades will be allowed in the finished surface.
Equi pnent will not be permitted on the finished surface of the beddi ng
mat eri al

.2.2 St one Protection

Stone Protection will be used within the [imts shown on the draw ngs or as
staked in the field. Stone protection placenent shall begin at the | onest
el evation and work up the slope, be placed in a manner to produce a
reasonably well graded nass with the m ni num possi bl e percentage of voids,
and shall be constructed to the grades indicated or as directed by the
Contracting O ficer. Stone Protection shall be placed to its full course
of thickness in one operation and in a nmanner to avoi d displacing the
underlying material. Method of placenent shall be submitted to the
Contracting Oficer for approval prior to commencenent of placenent
operations. The use of tractor |oaders or other equi pnent commonly
referred to as front-end | oaders shall not be pernmitted in placing stone.
Hand pl acing, barring, or placing by crane will be required only to the
extent necessary to secure the results specified. Placing stone protection
by dunping or by simlar methods likely to cause segregation will not be
permtted. A tolerance of plus four (4) or minus three (3) inches fromthe
i ndi cated slope lines and grades will be allowed in the finished surface.
Equi pnent shall not be pernitted on the finished surface of the stone
protection.
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SECTI ON 02301

EXCAVATI ON

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 117 (1995) Standard Test Method for Materials
Fi ner than 75-um (No. 200) Sieve in
M neral Aggregate Washi ng

ASTM C 136 (1996a) Standard Test Method for Sieve
Anal ysis of Fine and Coarse Aggregates

ASTM D 698 (1991) Test Method for Laboratory
Conpaction Characteristics of Soil Using
Standard Effort (12,400 ft-1bf/ft3 (600
kN-ni nB))

ASTM D 2487 (1998) Standard O assification of Soils
for Engi neering Purposes (Unified Soi
O assification Systen)

ASTM D 4318 (1998) Standard Test Method for Liquid
Limt, Plastic Limt, and Plasticity Index
of Soils

ENG NEERI NG MANUALS ( EM)

EM 385-1-1 (1996) U.S. Arny Corps of Engineers Safety
and Heal th Requi renents Manua

DEPARTMENT OF THE ARMY, CORPS OF ENG NEERS

CESPK PAM 415-1-2 Construction Control Munua

.2  SCOPE

The work covered by this section consists of furnishing all plant, |abor
and materials, and incidentals, and performng all operations necessary for
stripping of the areas specified herein or indicated on the draw ngs, and
excavation of areas specified herein. Excavation shall include excavation
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of riverbanks and floodplain terrace drai nage swal es and obt ai ni ng
satisfactory fill material fromrequired project excavation. Al work
under this section shall conply with the requirements of EM 385-1-1

.3 MEASURENMENT
. 3.1 Strippi ng

Stripping, except for the secondary borrow site (optional item, shall be
neasured for paynment by the cubic yard as determ ned by the average end
area nethod. The basis of nmeasurenent will be a survey of the ground
surface after clearing and grubbing, and a second survey of the sane area
after conpletion of stripping to the specified depths. Surveyed cross
sections shall be utilized for the purpose of quantity nmeasurenent and
shal |l be perforned at significant breaks in grade except that the nmaxi num
di stance between cross sections shall not exceed one hundred (100) feet. If
t he Excavation of Secondary Borrow Site optional itemis exercised by the
CGovernment, stripping of the secondary borrow site shall be considered

i ncidental to excavation and no separate neasurenment for paynment shall be
nade.

. 3.2 Fl oodpl ai n Terrace Excavati on

The approximate limts in plan view for the floodplain terrace excavation
are shown on the contract drawi ngs. The pre-construction survey as

descri bed in paragraph "Pre-Construction Survey" shall be perforned to
established the horizontal limts for excavation. Excavation for the
floodplain terrace shall be neasured for paynent by the cubic yard as
determ ned by the average end area nethod. The basis of neasurenent will
be a survey of ground surface with the prescribed linits after clearing and
grubbi ng, and a second survey of the sane area after the conpletion of the
excavation. Survey cross sections shall be utilized for the purpose of
guantity neasurenment and shall be perforned at significant breaks in grade
or horizontal extent of excavation except that the naxi mum di stance between
cross sections shall not exceed fifty (50) feet. Yardage excavated beyond
the Iines, grades and el evati ons shown on the contract drawing will not be
i ncluded in nmeasurenent for paynent.

. 3.3 Mar shpl ai n Terrace Excavati on

Excavation for the marshplain terrace shall be neasured for paynent by the
cubic yard as determ ned by the average end area nethod. The basis of
nmeasurenent will be a survey of ground surface with the prescribed limts
after clearing and grubbing and a second survey of the sane area after the
conpl etion of the excavation. Survey cross sections shall be utilized for
t he purpose of quantity neasurement and shall be perforned at significant
breaks in grade except that the nmaxi num di stance between cross sections
shal |l not exceed fifty (50) feet. Yardage excavated beyond the |ines,
grades, and el evati ons shown on the contract drawings will not be included
i n measurenent for payment.

. 3.4 Fl oodpl ai n Terrace Drai nage Swal e Excavati on

Excavation for the floodplain terrace drai nage swal es shall each be
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nmeasured for paynment, separately, by the cubic yard as determ ned by the
average end area nethod. The basis of neasurenent will be a survey of
ground surface with the prescribed linmts after floodplain terrace
excavation and a second survey of the sane area after the conpletion of the
drai nage swal e excavation. Survey cross sections shall be utilized for the
pur pose of quantity neasurenent and shall be performed at significant
breaks in grade except that the nmaxi num di stance between cross sections
shal |l not exceed fifty (50) feet. Yardage excavated beyond the |ines,
grades and el evati ons shown on the contract drawings will not be included
in the neasurenent for paynent.

1.3.5 Optional Item Excavation from Secondary Borrow Site

Excavation fromthe secondary borrow site shall be nmeasured for paynent by
the cubic yard as determ ned by the average end area nethod. The basis of
nmeasurenent will be a survey of ground surface with the prescribed limts
after clearing and grubbing and a second survey of the sane area after the
conpl etion of the excavation. Survey cross sections shall be utilized for
t he purpose of quantity neasurement and shall be perforned at significant
breaks in grade except that the nmaxi num di stance between cross sections
shal |l not exceed fifty (50) feet. Yardage excavated beyond the |ines,
grades, and el evati ons shown on the contract drawings will not be included
i n measurenent for payment.

1.4 PAYMENT
1.4.1 Stripping of Topsoi

Paynment for stripping, neasured as specified, will be nmade at the contract
unit price per cubic yard for Item "Stripping of Topsoil". Paynment shal
constitute full conpensation for furnishing all plant, |abor, equipnent,
material, stockpiling, transportation, and all operations necessary to
conplete the work specified. |If the Excavation of Secondary Borrow Site
optional itemis exercised by the Government, stripping of the secondary
borrow site shall be considered incidental to excavati on and no separate
paynment shall be made.

1.4.2 FI oodpl ai n Terrace Excavati on

Paynment for the floodplain terrace excavation, neasured as specified, wll
be made at the contract unit price per cubic yard for Item "Excavation of
Fl oodpl ain Terrace". Paynent shall constitute full conpensation for
furnishing all plant, |abor, equipnment, naterial, stockpiling,
transportation, disposal and all operations necessary to conplete the
specified work. There will be no separate paynment for dewatering or care
and diversion of water. Al costs of constructing facilities to direct or
divert flows fromthe excavation and all punping costs, shall be considered
incidental to the related excavation. All costs of sorting and renoving
debris fromthe excavated riverbank | evees shall be considered incidenta
to the rel ated excavation.

1.4.3 Mar shpl ai n Terrace Excavati on
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Paynment for the marshplain terrace excavation, neasured as specified, wll
be made at the contract unit price per cubic yard for Item "Excavation of
Mar shpl ain Terrace". Paynent shall constitute full conpensation for
furnishing all plant, |abor, equipnment, naterial, stockpiling,
transportation, disposal and all operations necessary to conplete the
specified work. All costs of constructing facilities to direct or divert
flows fromthe excavation and all punping costs, shall be considered
incidental to the related excavation. All costs of sorting and renoving
debris fromthe excavated riverbank | evees shall be considered incidenta
to the rel ated excavation.

4.4 Fl oodpl ai n Terrace Drai nage Swal e Excavati on

Paynment for the floodplain terrace drai nage swal es excavati on, neasured as
specified, will be nade at the contract unit price per cubic yard for Item
"Excavation of Floodplain Terrace Drai nage Swales (1 through 5)". Paynent
shal |l constitute full conpensation for furnishing all plant, |abor

equi pnrent, material, stockpiling, transportation, disposal and al
operations necessary to conplete the specified work. All costs of
constructing facilities to direct or divert flows fromthe excavati on and
all punping costs, shall be considered incidental to the related excavation

.4.5 Ti dal Breach Excavati on

Paynment for the tidal breach will be nmade at the contract |unp-sumprice
for Item "Excavation of Tidal Breach". Paynent shall constitute ful
conpensation for furnishing all plant, |abor, equipnent, naterial
stockpiling, transportation, disposal and all operations necessary to
conplete the specified work. Al costs of constructing facilities to
direct or divert flows fromthe excavation and all punping costs, shall be
consi dered incidental to the related excavation

.4.6 Optional Item Excavation from Secondary Borrow Site

Paynment for excavation from secondary borrow site, neasured as specified,
will be nade at the contract unit price per cubic yard for Item
"Excavation from Secondary Borrow Site". Payment shall constitute ful
conpensation for furnishing all plant, |abor, equipnent, naterial
stockpiling, transportation, disposal and all operations necessary to
conplete the specified work. Al costs of stripping topsoil and sorting
and renmoving debris fromthe excavated soils shall be considered incidenta
to the rel ated excavation.

.5 DEFI NI TI ONS

.5.1 Strippi ng

Stripping shall consist of the renpbval and satisfactory di sposal of crops,
weeds, grass, and other vegetative materials and topsoil to depths
specified herein

5.2 Topsoi
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At locations specified for topsoil replacenent, topsoil shall consist of
mat eri al obtained fromrequired stripping.

.5.3 Satisfactory Materials

Satisfactory materials shall be as defined in SECTI ON 02310, FILLS AND
EVBANKMVENT.

.5.4 Unsatisfactory Materials

Unsatisfactory materials shall be as defined in SECTION 02310, FILLS AND
EVBANKMVENT.

.5.5 Soil Classification

Materials shall be classified in accordance with ASTM D 2487. Preparation
and testing for classification purposes shall be by the wet nethod.
Gradation tests shall be performed with ASTM C 117 and ASTM C 136.
Atterberg limts shall be perforned in accordance with ASTM D 4318.

.5.6 Unst abl e Materi al

Unstable material is that naterial that cannot be properly conpacted or

wi || not support construction equipnment or fill material, due to excess

noi sture. Potentially unstable nmaterials are fine grained soils with

i n-place noisture contents near or above the plastic limt as determ ned by
ASTM D 4318, Method A, or 3 or nobre percent greater than the optinum

noi sture content as determ ned by ASTM D 698.

.5.7 Excavation in the Wt

Excavation in the wet refers to all excavation efforts which yield materia
which is wet due to tidal intrusion, channelized flow of any type, or
ponded or standi ng water which occurred due to an overbank event.
Additionally, excavation in the wet refers to any excavation effort which
may cause any neasurable increase in the turbidity of a stream river,
channel , or other body of water, regardl ess of the volunme of flow during

t he work peri od.

.5.8 Excavation in the Dry

Excavation in the dry refers to all excavation not neeting the definition
for excavation in the wet.

.6 SUBM TTALS
Government approval is required for submttals with a "GA" designation;
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with SECTI ON 01330, SUBM TTAL
PROCEDURES:

SD-01 Data

Survey Dat a;
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Submit copies of survey data used for devel oping quantities for paynent

pur poses, and conpliance surveys. The survey data shall include cross
sections before excavation and a second survey of the area after conpletion
of the excavation. The submitted survey data shall include certification

that the data is accurate and surveying was perforned by a |icensed
surveyor in the state of California.

Pre- Construction Survey; G
Submit copies of survey data used for devel oping the pre-construction
survey and developing limts for excavation. The survey data shall include
cross sections. The submitted survey data shall include certification that
the data is accurate and surveying was perforned by a |icensed surveyor in
the state of California.
Equi pnent ;
Data for equi pnent to be used for excavation, hauling, and stockpiling
and/ or di sposal shall be subnitted and include weight, size, axle |oads,
and contact pressures.

SD-08 Statenents
Pl an of Operation; G

The Contractor shall submt for approval a Plan of Qperation for
acconplishing all stripping and excavation

Material Distribution and Stockpiling Plan; G

Earth material distribution and stockpile plan that describes where
material will be obtained, processed, placed and/or stockpiled for usage.
The stockpile plan shall include |ocations, stockpile heights, slopes,
limts, and drainage around the stockpile areas. This information shall be
provided within thirty (30) days after the notice to proceed.

Ear t hwor k;

Procedure and location for disposal of the unused satisfactory nateri al
within the disposal site.

SD- 09 Reports
Testing; G

Wthin 24 hours of conclusion of physical tests, 2 copies of test results,
i ncluding calibration curves and results of calibration tests.

SD- 13 Certificates
Testing Facilities; G

Qualifications of the commercial testing |aboratory or Contractor's testing
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facilities.
SD- 18 Records
Earthwork Notification; G
Advance notice on the opening of excavation. Survey Records.
.7 SUBSURFACE DATA

Subsurface soil exploration | ogs are shown on the contract draw ngs.
Avai | abl e subsurface data and subsurface conditions for this site are
descri bed in SECTI ON 02020, SUBSURFACE DATA.

. 8 CLASSI FI CATI ON OF EXCAVATI ON

No consideration will be given to the excavati on nethods and nature of the
materials encountered, and all excavation will be designated as
uncl assi fi ed.

.9 BLASTI NG
Blasting will not be permtted.
.10 PLAN OF OPERATI ON

The Contractor shall submt for approval a Plan of Qperation for
acconplishing all stripping and excavation. The plan shall include but not
be linted to the Contractor's proposed sequence of construction for
stripping and excavation operations, and net hods and type of equipnent to
be utilized for all excavation operations, including transporting,
stockpiling, disposal, and any site dewatering. The plan shall also

i nclude areas identified as excavation in the wet, the Contractor's
proposed road pattern, and plan for inplenenting dust control neasures.

.10.1 Equi pnent

Data for equipnment to be used for excavation, hauling, stockpiling and/or

di sposal shall be submtted and include equi prent wei ght, size, axle |oads
and contact pressure shall be submtted. The nmaxi mum equi pnent contact
pressure shall be 8 psi below elevation 4 feet and 15 psi above el evation 4
feet.

11 GENERAL CONDI TI ONS

Factors such as site conditions, tidal stages, regulatory permt
restrictions, and use of excavated material for fill, can influence whether
excavation in the dry or in the wet can be utilized. Tine restrictions for
excavating in the wet are found in SECTI ON 01505, GENERAL REQUI REMENTS.
Excavation in the wet is subject to regulatory and permtting requirenents
for which the Contractor shall be responsible. Excavation in the wet shal
not start until all regulatory requirenments have been net and witten
approval by the Contracting Oficer has been provided. G oundwater will be
encountered or affect ground conditions as described in SECTI ON 02020,
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SUBSURFACE DATA.

.12 EXCAVATI ON FROM RI VER S| DE

Excavation fromthe river side will not be permtted including dredging or
excavation from bar ges.

.13 UTI LI ZATI ON OF EXCAVATED NMATERI ALS

Unsatisfactory materials renoved from excavations shall be disposed of in

t he di sposal site shown on the contract drawi ngs and in accordance with

par agraph "DI SPOSAL SI TE MATERI AL PLACEMENT". If the optional item
"Excavation of Secondary Borrow Site" is exercised by the Governnent, then
t he secondary borrow site may be used as a secondary disposal site by the
Contractor. No debris or rubble fromthe project excavations shall be

pl aced in the secondary borrow di sposal site. Unsatisfactory nateria
bei ng wasted in the disposal site shall be free of petrol eum products,
trash, and contami nated soil. This material shall beconme the property of
the Contractor and di sposed of off-site in accordance with all Federal
State, and local regulations and codes, except as otherw se directed.

The Contractor shall not abide by such directives unless they are in
witing. Rock riprap, concrete rubble, and wood debris fromthe required
proj ect excavations may be crushed to pieces no larger than 3 inches in any
di mensi on and placed in the disposal site to a nmaxi num el evation of 8 feet.
A mninmmof 4 feet of soil cover shall be placed over the crushed rubble
in the disposal site. Alternatively, this material shall becone the
property of the Contractor and di sposed of off-site in accordance with al
Federal, State,and |local regul ati ons, except as otherw se directed in
witing. Satisfactory material renoved from excavations shall be used,

i nsofar as practicable, in the construction of fills and enbanknents. The
sequencing and utilization of excavated material for fill material shall be
in accordance with SECTI ON 02310, subparagraphs "Training Dike Fill". No
sati sfactory excavated material shall be wasted wi thout specific witten
aut horization. Stripped topsoil shall be used to construct the planting
berm and to cover the disposal site. Any excess satisfactory material to
be wasted shall be disposed of in the disposal site shown on the contract
dr awi ng.

PART 2 PRODUCTS (Not Applicabl e)

PART 3 EXECUTI ON

3.

3.

1 CLEARI NG AND GRUBBI NG

Cl earing and grubbing as described in SECTI ON 02330, CLEARI NG AND GRUBBI NG,
shal |l be perforned prior to stripping, excavation, or stockpiling.

2 PRE- CONSTRUCTI ON SURVEY
After clearing and grubbing as described in SECTI ON 02330, CLEARI NG AND
GRUBBI NG, a pre-construction survey shall be taken for the area to be

excavated for the floodplain terrace area to establish the limts for
excavation and/or stripping. The survey of the ground surface shall be
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perfornmed at significant grade breaks or changes in horizontal extent of
excavation, except that the maxi mum di stance between cross sections shal
not exceed fifty (50) feet. The objective of this survey is to establish
accurate field representation of the limts for excavation and for use as
part of the as-built draw ngs.

.3 STRI PPI NG

Prior to stripping, the area shall be cleared and grubbed in accordance

wi th SECTI ON 02330, CLEARI NG AND GRUBBING. Stripped naterial shall be
stockpil ed at |ocations convenient to areas that are to receive topsoi

repl acenent as indicated in SECTI ON 02310, FILLS AND EMBANKMENTS. Topsoi
shal | be kept separate fromother excavated materials, debris, litter, and
other materials that would interfere with seeding for re-vegetation

. 3.1 Trai ning D ke and Ranps

The foundation for the training dike and ranps shall be stripped to a depth
of six (6) inches below existing ground. Care shall be exercised to ensure
that the depth of stripping does not exceed that specified.

. 3.2 Fl oodpl ai n Terrace

Prior to stripping, the pre-construction survey shall be approved by the
Contracting O ficer. The floodplain terrace excavation |limts based on the
pre-construction survey shall be stripped to a depth of eight (8) inches
bel ow exi sting ground and shall include the side slopes and crown of

exi sting enbanknent. The extent of stripping shall be limted to where
excavation cuts are eight (8) inches or greater in depth.

. 3.3 Optional Item Secondary Borrow Site

Prior to stripping, the pre-construction survey shall be approved by the
Contracting O ficer. The secondary borrow site excavation limts based on
the pre-construction survey shall be stripped to a depth of six (6) inches
bel ow exi sting ground.

.4 EXCAVATI ON
4.1 Cener al

Excavation shall not start until the Plan of Qperation and pre-construction
survey linmts have been approved by the Contracting Officer. The
Contractor shall perform excavation of every type of material encountered
within the imts of the project to the lines, grades, and el evations

i ndi cated and as specified. Gading shall be in conformty with the
contract drawi ngs and the tol erances specified in paragraph FI N SH NG

Sel ective excavation for satisfactory naterial will be required. Excavated
satisfactory materials shall be transported to the location where fill or
enbankment is to be placed. Wen the sequence or rate of excavation and/or
need for noisture conditioning do not allow direct transportation and

pl acenent, the satisfactory materials shall be stockpiled. Unsatisfactory
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material shall be transported to the designated disposal site. Excavation
in the wet shall not start until all regulatory and permtting and
specification requirenents have been nmet and witten approval by the
Contracting O ficer has been received.

3.4.2 Fl oodpl ai n Terrace Excavati on

No excavation shall start until approval of the pre-construction survey
limts by the Contracting Oficer. No excavation shall be paid for prior
to the approval of the pre-construction survey linmts. Excavation shal
start after stripping has been perforned. Excavated satisfactory nateria
shal | be used in accordance with SECTI ON 02310, FILLS AND EMBANKMENT
subparagraph "Training Dike Fill". As noted on the |ogs of explorations,
there is buried debris, consisting primarily of wood, asphalt, concrete,
and clothing with sone trash, in the existing | evees al ong the bank of the
Napa Ri ver between the Kennedy Park boat ramp and O d Tul ocay Creek
According to the exploration |ogs, from Kennedy Park to Pelusi Road the
debris is primarily buried on the water side of the | evee section
According to the exploration |ogs, fromPelusi Road to O d Tul ocay Creek
the debris is buried throughout the | evee section. The anmount of buried
debris varies along the levee alignnent but is estinated to be no nore than
40 percent by volune. The Contractor shall renove the buried debris from
t he excavated soils prior to use of the soils in the training dike or

pl anti ng berm enbanknents or wasting in the disposal site. No pieces of
debris larger than 3 inches shall be placed in any enbanknment or in the

di sposal site. The naxi mum anount of debris under 3 inches which may be
pl aced in any enbanknent is 5 percent by volune. The renoved debris shal
beconme the property of the Contractor and shall be disposed of in
accordance with subparagraph "Utilization of Excavated Materials" in this
section.

3.4.3 Mar shpl ai n Terrace Excavati on

Excavation for this project feature shall not start until conpletion of the
floodplain terrace excavation. As noted on the |ogs of explorations, there
is buried debris, consisting primarily of wood, asphalt, concrete, and
clothing with sone trash, in the existing | evees along the bank of the Napa
Ri ver between the Kennedy Park boat ramp and O d Tul ocay Creek. According
to the exploration | ogs, fromKennedy Park to Pelusi Road the debris is
primarily buried on the water side of the | evee section. According to the
exploration logs, fromPelusi Road to O d Tulocay Creek the debris is

buri ed throughout the | evee section. The amount of buried debris varies
along the levee alignnment but is estimated to be no nore than 40 percent by
vol une. The Contractor shall renpve the buried debris fromthe excavated
soils prior to use of the soils in the training dike or planting berm
enmbankments or wasting in the disposal site. No pieces of debris |arger
than 3 inches shall be placed in any enbanknent or in the disposal site.
The maxi mum amount of debris under 3 inches which may be placed in any
enmbankment is 5 percent by volume. The renoved debris shall becone the
property of the Contractor and shall be di sposed of in accordance with
subparagraph "Utilization of Excavated Materials" in this section

3.4. 4 Fl oodpl ai n Terrace Drai nage Swal e Excavati on
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Excavation for the floodplain terrace drai nage swal es shall not start until
conpl eted surveys of the existing ground surface have been subnitted and
witten approval has been received fromthe Contracting Oficer to start
wor K. No paynent for excavation will be nade until witten approval to
start work has been received fromthe Contracting Oficer

.4.5 Ti dal Breach

Excavation for the tidal breach shall not start until conpletion and
acceptance by the Contracting Officer of all other work in this contract.
Excavation for the tidal breach shall not start until a conpleted survey of
the finished terrace excavati ons have been submtted and witten approval
has been received fromthe Contracting Oficer to start work. No paynent

for material excavated will be nmade until witten approval to start work
has been received fromthe Contracting O ficer and any material excavated
before receiving witten approval will be imediately replaced at the

Contractor's own expense

.4.6 Optional Item Excavation of Secondary Borrow Site

The primary source of naterial for construction of the training dike is the
floodpl ain and nmarshplain terrace excavati ons above el evation 4 feet or
above the groundwater |evel, whichever is lower in elevation. A secondary
borrow site is identified on the contract drawi ngs. The secondary borrow
site shall only be utilized if insufficient suitable enbanknment soils are
obtained fromthe floodplain and narshplain terrace excavati ons. No
excavation of the secondary borrow site shall take place without witten
aut horization fromthe Contracting Officer. No excavation shall be paid
for prior to the approval of the pre-construction survey limts.

Excavation shall start after stripping has been perfornmed. Excavated
satisfactory material shall be used in accordance with SECTI ON 02310, FILLS
AND EMBANKMENT, subparagraph "Training Dike Fill". As noted on the |ogs of
explorations, there is buried debris, consisting primarily of wood,

asphalt, concrete, and clothing with sone trash, in the secondary borrow
site. The ampunt of buried debris varies throughout the site but is
estimated to be no nore than 10 percent by volunme. The Contractor shal
renove the buried debris fromthe excavated soils prior to use of the soils
in the training dike or wasting in the disposal site. No pieces of debris
| arger than 3 inches shall be placed in any enbanknment or in the disposa
site. The maxi num anount of debris smaller than 3 inches which may be

pl aced in any enbanknent is 5 percent by volune. The renoved debris shal
beconme the property of the Contractor and shall be disposed of in
accordance with subparagraph "Utilization of Excavated Materials" in this
section.

.5 MATERI AL DI STRI BUTI ON AND STOCKPI LI NG PLAN

Earth material distribution and stockpile plan describing where materia

wi || be obtained, processed, placed and/or stockpiled shall be submtted
for approval to the Contracting Officer. Stockpiles used for stripping
material, satisfactory fill material and material to be disposed of offsite

shal | be separated. Stockpiles shall be |located as to not adversely
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surcharge or make unstabl e any adjacent slopes. The naximum al | owabl e
hei ght of stockpile material wthout causing instability of the ground or
excavation shall be determ ned by the Contractor. Upon conpletion of
construction operations, all remaining stockpiles shall be renmoved and

di sposed of.

.6 DI SPOSAL SI TE MATERI AL PLACEMENT

Mat eri al designated for disposal, as described in paragraph "UTILI ZATI ON OF
EXCAVATED MATERI ALS" shall be placed at the disposal site shown on the
contract drawi ngs. Material shall be placed in horizontal |ayers
distributed uniformy over the disposal site. Material that is saturated
or has free water shall be aerated to achieve water contents near the
plastic Iimt of the material, as deternined by ASTM D 4318, to assure
traffic ability and conpaction before subsequent |ayer placenent. Aeration
may be perforned within or outside the disposal site. Material |ayer shal
be conpacted by track wal ki ng equi pent havi ng an operating wei ght of at

| east 80,000 pounds with a mininumof three conplete passes. Routing
construction equi pnrent over the material can be used for conpaction if it
can be denonstrated to the Contracting Oficer that the degree of
conpaction is equal to or greater than track wal king. The final grade
shal |l be in accordance w th paragraph "FI N SH NG'

.7 DRAI NAGE

Surface water control shall be acconplished in coordination with the

requi red excavation. Surface water control nay necessitate the use of
tenporary diversion ditches, dikes and grading. Excavation shall be
perfornmed so that the site and the area i medi ately surrounding the site
and affecting the site shall be continually and effectively drai ned.

Met hods for care of surface water and for controlling the surface water or
groundwat er | evels shall be subject to approval of the Contracting Oficer

. 8 FI NI SHI NG

.8.1 Gener al

The surface of excavations and the di sposal site shall be constructed to
the Iines, grades, and/or elevations shown on the contract draw ngs and
verified by conpliance surveys perforned by the Contractor. The finished

surface shall be a smpoth surface free fromgullies, hunps, bul ges or
depressions in the surface.

.8.2 Excavati ons

Excavati ons shall have a construction tolerance of three (3) inches above
or bel ow the prescribed lines, grades or el evations.

.8.3 Di sposal Site
The material at the disposal site side slopes and top shall have a
constructed tol erance of three (3) inches above or below the prescribed

grade or elevations provided that surface drains in the direction indicated
on the draw ngs.
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3.9 SLI DES

In case sliding occurs in any part of the excavations prescribed in this
section after they have been excavated, but prior to final acceptance of
all work under the contract, the Contractor shall repair the slide as

directed by the Contracting Oficer. In case the slide is caused through
the fault of the Contractor, it shall be repaired at no cost to the
Governnent. |In case the slide is due to no fault of the Contractor, an
equitable adjustnment in the contract price will be nade for the repairs in

accordance with the Contract Cl ause CHANGES.

-- End of Section --
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SECTI ON 02722

AGGREGATE BASE COURSE

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 29/ C 29M (1997) Bulk Density ("Unit Wight") and
Voi ds in Aggregate

ASTM C 117 (1995) Materials Finer Than 75 m croneter
(No. 200) Sieve in Mneral Aggregates by
Washi ng

ASTM C 127 (1988; R 1993) Specific Gravity and

Absorption of Course Aggregate

ASTM C 128 (1993) Specific Gravity and Absorption of
Fi ne Aggregate

ASTM C 131 (1996) Resistance to Degradation of
Smal | - Si ze Coarse Aggregate by Abrasion
and I npact in the Los Angel es Machi ne

ASTM C 136 (1996a) Sieve Anal ysis of Fine and Coarse
Aggr egat es

ASTM D 75 (1987; R 1992) Sanpling Aggregates

ASTM D 422 (1963; R 1990) Particle-Size Analysis of
Soil's

ASTM D 1556 (1990; 1996el) Density and Unit Weight of

Soil in Place by the Sand-Cone Met hod

ASTM D 1557 (1991; R 1998) Laboratory Conpaction
Characteristics of Soil Using Mdified
Effort (56,000 ft-Ibf/cu. ft. (2,700
KN-mfcu. m))

ASTM D 2487 (1993) dassification of Soils for
Engi neering Purposes (Unified Soil
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O assification Systen)

ASTM D 2922 (1996) Density of Soil and Soil - Aggregate
in Place by Nucl ear Methods (Shall ow Depth)

ASTM D 3017 (1996el1) Water Content of Soil and Rock in
Pl ace by Nucl ear Met hods (Shal | ow Dept h)

ASTM D 3740 (1999c) M ni num Requi renents for Agencies
Engaged in the Testing and/or |nspection
of Soil and Rock as Used in Engineering
Desi gn and Construction

ASTM D 4318 (1995a) Liquid Limt, Plastic Limt, and
Plasticity Index of Soils

ASTM D 5255 (1997el1) Certification of Personnel
Engaged in the Testing of Soil and Rock

ASTM E 11 (1995) Wre Coth Sieves for Testing
Pur poses

DEPARTMENT OF THE ARMY, CORPS OF ENG NEERS

CCE CRD-C 171 Det erm ni ng Percentage of Crushed
Particles in Aggregate

STATE OF CALI FORNI A, DEPARTMENT OF TRANSPORTATI ON
(1999) Standard Specifications
.2 DEFI NI TI ONS
For the purposes of this specification, the follow ng definitions apply.
2.1 Aggr egat e Base Course

Aggr egat e base course (ABC) is well graded, durable aggregate uniformy
noi stened and nmechanically stabilized by conpaction.

. 2.2 Degree of Conpaction

Degree of conpaction shall be expressed as a percentage of the maxi numdry
density obtained by the test procedure presented in ASTM D 1557 for
Procedure "C'.

.3 UNI T PRI CES

.3.1 Measur erment

.3.1.1 Area

The quantity of ABC conpl eted and accepted, as determ ned by the

Contracting O ficer, will be nmeasured in square yards.
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3.2 Paynent for Quantities

Quantities of ABC, determined as specified above, will be paid for at the
respective contract unit prices, which shall constitute full conpensation
for the construction and conpletion of the ABC

.4 SUBM TTALS

CGovernment approval is required for submttals with a "GA" designation
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD-01 Data
Pl ant, Equi prent, and Tool s;

Li st of proposed equi pment to be used in performance of construction work,
i ncl udi ng descriptive data.

SD-07 Certificates

Qualifications of the comercial testing |aboratory or Contractor's testing
facilities and personnel

SD- 09 Reports
Sanpling and testing; . Field Density Tests; G
Calibration curves and related test results prior to using the device or
equi pment being calibrated. Copies of field test results within 24 hours
after the tests are perforned. Certified copies of test results for
approval not |ess than 30 days before material is required for the work.
SD- 18 Records
WaybilI's and Delivery Tickets;
Copi es of waybills and delivery tickets during the progress of the work.

Before the final statement is allowed, the Contractor shall file certified
waybill's and certified delivery tickets for all aggregates actually used.

.5 SAMPLI NG AND TESTI NG

Sanpling and testing shall be the responsibility of the Contractor.
Sanpling and testing shall be performed by a testing | aboratory approved in
accordance with Section 01451 CONTRACTOR QUALITY CONTROL. Work requiring
testing will not be permtted until the testing |aboratory has been

i nspected and approved. Testing facilities shall neet the requirenents
outlined in ASTM D 3740 and testing personnel shall neet be certified in
accordance with ASTM D 5255. The materials shall be tested to establish
conpliance with the specified requirenments; testing shall be perforned at
the specified frequency. The Contracting Oficer may specify the tine and
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| ocation of the tests. Copies of test results shall be furnished to the
Contracting Oficer within 24 hours of conpletion of the tests.

.5.1 Test Result Information

Test result information shall be subnmitted on a "Density Test Log" which

shal | include but not be Iimted to the followi ng: test date, test nunber,
feature of work, station/location, offset, elevation, liquid limt,
plasticity index, in-place dry unit weight, nobisture content, percent
conpaction, pass or fail, test nmethod, and soil classification

.5.2 Sanpl i ng

Sanpl es for |aboratory testing shall be taken in conformance with ASTM D 75.
When deened necessary, the sanpling will be observed by the Contracting
Oficer.

.5.3 Tests

The following tests shall be perforned in confornance with the applicable
standards |i sted.

.5.3.1 Si eve Anal ysis

Si eve anal ysis shall be made in confornance with ASTM C 117 and ASTM C 136.
Si eves shall conformto ASTME 11

.5.3.2 Liquid Limt and Plasticity |ndex

Liquid limt and plasticity index shall be deternmined in accordance wth
ASTM D 4318.

.5.3.3 Mbi sture-Density Determ nations

The maxi mum density and opti mum noi sture content shall be determined in
accordance with ASTM D 1557 Procedure "C'.

.5.3. 4 Field Density Tests

Density shall be field neasured in accordance with ASTM D 1556 and/or ASTM
D 2922, Direct Transm ssion Method. For the nethod presented in ASTM D 1556
the base plate as shown in the drawi ng shall be used. For the nethod
presented in ASTM D 2922 the calibration curves shall be checked and
adjusted if necessary using only the sand cone nethod as described in

par agraph Cali bration, of the ASTM publication. Tests performed in
accordance with ASTM D 2922 result in a wet unit weight of soil and when
using this nethod, ASTM D 3017 shall be used to deternine the noisture
content of the soil. The calibration curves furnished with the noisture
gauges shall al so be checked along with density calibration checks as
described in ASTM D 3017. The calibration checks of both the density and
noi sture gauges shall be made by the prepared containers of nateria

net hod, as described in paragraph Calibration of ASTM D 2922, on each
different type of material being tested at the beginning of a job and at
intervals as directed.
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1.5.3.5 Wear Test

Wear tests shall be made on aggregate base course naterial in confornance
with ASTM C 131

.5.4 Testing Frequency
.5.4.1 Initial Tests
One of each of the following tests shall be perfornmed on the proposed
material prior to comencing construction to denonstrate that the proposed
material nmeets all specified requirenents when furnished. |If nmaterials
fromnore than one source are going to be utilized, this testing shall be
conpl eted for each source.

a. Sieve Analysis.

b. Liquid limt and plasticity index.

c. Misture-density relationship.

d. \Wear.
.5.4.2 In Place Tests
One of each of the followi ng tests shall be performed on sanples taken from
the placed and conpacted ABC. Sanples shall be taken and tested at the
rates indicated.

a. Density tests shall be perforned on every lift of naterial placed
and at a frequency of one set of tests for every 100-foot station, or
portion thereof, of conpleted area. Wen nucl ear gauge density testing is
used, a m ni mum of one sand cone density test shall be used as a

calibration check for each set of five nuclear gauge density tests.

b. Sieve Analysis shall be perforned for every 500 tons, or portion
t hereof, of mmterial placed.

c. Liquidlimt and plasticity index tests shall be perforned at the
sane frequency as the sieve anal ysis.

.5.5 Approval of Materi al

The source of the material shall be selected 30 days prior to the tinme the

material will be required in the work; no nmaterial shall be delivered to
the site prior to tentative approval. Tentative approval of nmaterial wll
be based on initial test results. Final approval of the naterials will be
based on sieve analysis, liquid limt, and plasticity index tests perfornmed

on sanples taken fromthe conpleted and fully conpacted ABC
.6 VEEATHER LI M TATI ONS

Construction shall be done when the atnospheric tenperature is above 35
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degrees F. Wen the tenperature falls below 35 degrees F, the Contractor
shal |l protect all conpleted areas by approved net hods agai nst detrinental
effects of freezing. Conpleted areas damaged by freezing, rainfall, or

ot her weather conditions shall be corrected to neet specified requirenents.

1.7 PLANT, EQUI PMENT, AND TOOLS

Al plant, equipnent, and tools used in the perfornance of the work will be
subj ect to approval before the work is started and shall be maintained in
sati sfactory working condition at all tines. The equipnment shall be
adequate and shall have the capability of producing the required
conpaction, neeting grade controls, thickness control, and snpothness
requirenents as set forth herein

PART 2 PRODUCTS
2.1 AGGREGATES

The ABC shall consist of clean, sound, durable particles of crushed stone,
crushed gravel, crushed recycled concrete, angular sand, or other approved
material. ABC shall be free of lunps of clay, organic matter, and ot her

obj ectionable materials or coatings. The portion retained on the No. 4
sieve shall be known as coarse aggregate; that portion passing the No. 4
sieve shall be known as fine aggregate.

2.1.1 Coar se Aggregate

Coarse aggregates shall be angular particles of uniformdensity. Wen the
coarse aggregate is supplied fromnore than one source, aggregate from each
source shall meet the specified requirements and shall be stockpiled
separatel y.

a. Crushed Gravel: Crushed gravel shall be manufactured by crushing
gravel s, and shall nmeet all the requirements specified bel ow

b. Crushed Stone: Crushed stone shall consist of freshly m ned
quarry rock, and shall neet all the requirenents specified bel ow.

c. Crushed Recycled Concrete: Crushed recycled concrete shal
consi st of previously hardened portland cenent concrete or other concrete
cont ai ni ng pozzol anic binder material. The recycled material shall be free
of all reinforcing steel, bitum nous concrete surfacing, and any ot her
foreign material and shall be crushed and processed to neet the required
gradations for coarse aggregate. Crushed recycled concrete shall neet al
ot her applicable requirenments specified bel ow

2.1.1.1 Cour se Aggregate

Coarse aggregate for ABC shall not show nore than 50 percent | oss when

subj ected to the Los Angel es abrasion test in accordance with ASTM C 131
The amount of flat and el ongated particles shall not exceed 30 percent. A
flat particle is one having a ratio of width to thickness greater than 3;
an elongated particle is one having a ratio of length to width greater than
3. In the portion retained on each sieve specified, the crushed aggregates
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shal |l contain at |east 50 percent by weight of crushed pieces having two or
nore freshly fractured faces with the area of each face being at |east
equal to 75 percent of the snallest nidsectional area of the piece. Wen
two fractures are contiguous, the angle between planes of the fractures
nust be at | east 30 degrees in order to count as two fractured faces.
Crushed gravel shall be manufactured fromgravel particles 50 percent of
whi ch, by weight, are retained on the nmaxi num size sieve listed in TABLE 1.
crushed particle percentages shall be determ ned in accordance with COE
CRD-C 171.

1.2 Fi ne Aggregate

Fi ne aggregates shall be angular particles of uniformdensity. Wen the
fine aggregate is supplied fromnore than one source, aggregate from each
source shall nmeet the specified requirenments.

.1.2.1 Fi ne Aggregate

Fi ne aggregate for ABC shall consist of screenings, angular sand, crushed
recycled concrete fines, or other finely divided mneral natter processed
or naturally conbined with the coarse aggregate.

. 1.3 Gradati on Requirenents

The specified gradation requirenments shall apply to the conpl eted base
course. The aggregates shall have a maxi num size of 1-inchand shall be

continuously well graded within the linmts specified in TABLE 1. Sieves
shall conformto ASTME 11
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TABLE |. GRADATI ON OF AGCGREGATES

Per cent age by Wi ght Passi ng Square- Mesh Sieve

Si eve Qperating Contract
Desi gnati on Range Conpl i ance
1-inch 100 100
3/ 4-inch 90- 100 87-100
No. 4 35-60 30- 65
No. 30 10- 30 5-35
No. 200 2-9 0-12

NOTE 1: The values are based on aggregates of uniformspecific gravity.

If materials fromdifferent sources are used for the coarse and fine
aggregates, they shall be tested in accordance with ASTM C 127 and ASTM C
128 to determine their specific gravities. |If the specific gravities vary
by nore than 10 percent, the percentages passing the various sieves shal
be corrected as directed by the Contracting Oficer

NOTE 2: G adations are sinilar to the gradati ons shown in Caltrans
St andard Specifications, Section 26, for 3/4-inch maxi rum d ass 2
Aggr egat e Base.

. 1.4 Liquid Limt and Plasticity |ndex

Liquid limt and plasticity index requirenents shall apply to the conpleted
course and shall also apply to any conponent that is blended to neet the
requi red gradation. The portion of any conponent or of the conpleted
course passing the No. 40 sieve shall be either nonplastic or have a
liquid limt not greater than 25 and a plasticity index not greater than 5.

PART 3 EXECUTI ON

3.

3.

1 GENERAL REQUI REMENTS

When the ABC is constructed in nore than one | ayer, the previously
constructed | ayer shall be cleaned of |oose and foreign matter by sweeping
wi th power sweepers or power broons, except that hand broons may be used in
areas where power cleaning is not practicable. Adequate drai nage shall be
provided during the entire period of construction to prevent water from
collecting or standing on the working area. Line and grade stakes shall be
provi ded as necessary for control. G ade stakes shall be in lines parallel
to the centerline of the area under construction and suitably spaced for
string |ining.

.2 OPERATI ON OF AGGREGATE SOURCES

Aggregates shall be obtained fromoffsite sources.

3 STOCKPI LI NG MATERI AL
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Prior to stockpiling of material, storage sites shall be cleared and

| evel ed by the Contractor. Al materials, including approved nateria
avai | abl e from excavati on and gradi ng, shall be stockpiled in the manner
and at the locations designated. Aggregates shall be stockpiled on the
cleared and | evel ed areas designated by the Contracting Oficer to prevent
segregation. Materials obtained fromdifferent sources shall be stockpiled
separatel y.

.4 PREPARATI ON OF UNDERLYI NG COURSE

Prior to constructing the ABC and GCA, the underlying course or subgrade
shal |l be cleaned of all foreign substances. At the tinme of construction of
the ABC, the underlying course shall contain no frozen material. The
surface of the underlying course or subgrade shall neet specified
conpaction and surface tolerances. Ruts or soft yielding spots in the
under | yi ng courses, areas having i nadequate conpaction, and devi ati ons of
the surface fromthe requirenents set forth herein shall be corrected by
| ooseni ng and renpvi ng soft or unsatisfactory material and by adding
approved material, reshaping to line and grade, and reconpacting to
specified density requirements. For cohesionless underlying courses
contai ni ng sands or gravels, as defined in ASTM D 2487, the surface shal
be stabilized prior to placenent of the ABC. Stabilization shall be
acconpl i shed by mixing ABC into the underlying course and conpacti ng by
approved nethods. The stabilized material shall be considered as part of
t he underlying course and shall neet all requirenents of the underlying
course. The finished underlying course shall not be disturbed by traffic
or other operations and shall be naintained by the Contractor in a

sati sfactory condition until the ABC is placed.

.5 | NSTALLATI ON
.5.1 M xing the Materials

The coarse and fine aggregates shall be mxed in a stationary plant, or in
a traveling plant or bucket | oader on an approved paved working area. The
Contractor shall nake adjustnents in mxing procedures or in equipnment as
directed to obtain true grades, to mninize segregati on or degradation, to
obtain the required water content, and to insure a satisfactory ABC neeting
all requirements of this specification

.5.2 Pl aci ng

The m xed material shall be placed on the prepared subgrade in | ayers of

uni formthickness with an approved spreader. Material shall be placed in a
single layer of the required thickness. The |layer shall be so placed that
when conpacted it is true to the grades or levels required with the | east
possi bl e surface disturbance. Such adjustnents in placing procedures or
equi pnent shall be made as may be directed to obtain true grades, to

m ni m ze segregation and degradation, to adjust the water content, and to

i nsure an acceptabl e ABC.

.5.3 Grade Contr ol

The finished and conpleted ABC shall conformto the lines, grades, and
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cross sections shown. Underlying nmaterial (s) shall be excavated and
prepared at sufficient depth for the required ABC thickness so that the
finished ABC with the subsequent surface course will neet the designated
gr ades.

.5.4 Edges of Base Course

Approved fill material shall be placed along the outer edges of ABC in
sufficient quantities to conpact to the thickness of the course being
constructed, allowing in each operation at least a 2-foot width of this
material to be rolled and conpacted sinmultaneously with rolling and
conpacting of each layer of ABC. |If this base course naterial is to be
pl aced adj acent to another pavenent section, then the |ayers for both of
t hese sections shall be placed and conpacted al ong this edge at the sane
tinme.

.5.5 Conpaction

Each | ayer of the ABC shall be conpacted as specified with approved
conpaction equi pment. Water content shall be naintai ned during the
conpaction procedure to within plus or minus 2 percent of the optinum water
content deternmined fromlaboratory tests as specified in paragraph SAMPLI NG
AND TESTING Rolling shall begin at the outside edge of the surface and
proceed to the center, overlapping on successive trips at |east one-half
the width of the roller. Alternate trips of the roller shall be slightly
different I engths. Speed of the roller shall be such that displacenent of
t he aggregate does not occur. |In all places not accessible to the rollers,
the m xture shall be conpacted wi th hand-operated power tanpers.

Conpaction shall continue until each |layer has a degree of conpaction that
is at |least 98 percent of |aboratory maxi numdensity through the full depth
of the layer. The Contractor shall nake such adjustnments in conpacting or
finishing procedures as may be directed to obtain true grades, to mninze
segregation and degradation, to reduce or increase water content, and to
ensure a satisfactory ABC. Any materials that are found to be
unsatisfactory shall be renoved and replaced with satisfactory nmaterial or
reworked, as directed, to neet the requirenments of this specification

.5.6 Thi ckness

Conpact ed thickness of the aggregate course shall be as indicated. The
total conpacted thickness of the ABC course shall be within 1/2-inch of

t he thickness indicated. Were the nmeasured thickness is nore than
1/2-inch deficient, such areas shall be corrected by scarifying, adding new
mat eri al of proper gradation, reblading, and reconpacting as directed.
Where the nmeasured thickness is nore than 1/2-inch thicker than indicated,
the course shall be considered as conform ng to the specified thickness
requi renents. Average job thickness shall be the average of all thickness
nmeasurenents taken for the job, but shall be within 1/4-inch of the

t hi ckness indicated. The total thickness of the ABC shall be nmeasured at
intervals in such a nmanner as to ensure one neasurenent for each 50 foot
hal f station along the route of the base course. Measurenents shall be
made by taking differential elevations at preselected | ocations between the
conpact ed subgrade and the top of the conpl eted ABC.
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5.7 Fi ni shi ng

The surface of the top layer of ABC shall be finished after final
conpaction by cutting any overbuild to grade and rolling with a

steel -wheeled roller. Thin layers of material shall not be added to the
top layer of base course to neet grade. |If the elevation of the top |ayer
of ABCis 1/2-inch or nore bel ow grade, then the top |ayer should be
scarified to a depth of at |east 3 inches and new naterial shall be

bl ended in and conpacted to bring the course to grade. Adjustnents to
rolling and finishing procedures shall be nmade as directed to mninmze
segregati on and degradation, obtain grades, maintain noisture content, and
i nsure an acceptabl e base course. Should the surface becone rough
corrugated, uneven in texture, or traffic marked prior to conpletion, the
unsatisfactory portion shall be scarified, reworked and reconpacted or it
shal | be replaced as directed.

.5.8 Snoot hness

The surface of the top layer shall show no deviations in excess of

3/ 8-inch when tested with a 12-foot straightedge. Measurenents shall be

taken in successive positions parallel to the centerline of the area to be
paved. Measurenents shall al so be taken perpendicular to the centerline at
50-foot intervals. Deviations exceeding this anmount shall be corrected by
renoving material and replacing with new material, or by reworking existing
material and conpacting it to nmeet these specifications.

.6 TRAFFI C

Conpl eted portions of the ABC may be opened to linited traffic, provided
there is no marring or distorting of the surface by the traffic. Heavy
equi pnrent shall not be permtted except when necessary to construction, and
then the area shall be protected against nmarring or danage to the conpleted
wor k.

.7 MAI NTENANCE

The ABC shall be maintained in a satisfactory condition until the ful
paverment section is conpleted and accepted. Maintenance shall include

i mediate repairs to any defects and shall be repeated as often as
necessary to keep the area intact. Any ABC that is not paved over prior to
the onset of winter, shall be retested to verify that it still conplies
with the requirenents of this specification. Any area of ABCthat is
damaged shall be reworked or replaced as necessary to conply with this
speci fication.

. 8 DI SPOSAL OF UNSATI SFACTORY MATERI ALS

Any unsuitable materials that nust be renpved shall be di sposed of as
directed. No additional paynents will be nade for materials that nust be
repl aced.

-- End of Section --

02722 - 13 ENCL 1 TO AMENDMENT NO. 0003



PART 1

(R

oRrRPRRERPRPPRPONE

w

w
WWwoNOWWwA®WWN R

w

© W w oo

SECTI ON TABLE OF CONTENTS

DIVISION 02 - SITE WORK

SECTI ON 02748A

Bl TUM NOUS TACK AND PRI ME COATS

GENERAL

REFERENCES
SUBM TTALS
UNI T PRI CES

.1 Measur ement
.2 Paynment
.3 WaybilI's and Delivery Tickets

PLANT, EQUI PVENT, MACHI NES AND TOOLS

.1 CGeneral Requirenents
.2 Bi t um nous Di stri butor
.3 Power Broons and Power Bl owers

WEATHER LI M TATI ONS

PRODUCTS

TACK COAT
PRI ME COAT

EXECUTI ON
PREPARATI ON OF EMULSI ON

PREPARATI ON OF SURFACE
APPLI CATI ON RATE

.1 Tack Coat
.2 Pri me Coat

APPLI CATI ON TEMPERATURE

.1 Vi scosity Relationship
.2 Tenper at ure Ranges
APPLI CATI ON

.1 Gener al

CURI NG PERI OD
FI ELD QUALI TY CONTROL
SAMPLI NG AND TESTI NG
Sanpl i ng
Cal i brati on Test
Trial Applications
.1 Tack Coat Trial Application Rate
.2 Prime Coat Trial Application Rate

1
2
3
8.
8.
4 Sanpling and Testing During Construction

1143

02748 - 1 ENCL 1 TO AMENDMENT NO. 0003



1143

End of Section Table of Contents --

02748 - 2 ENCL 1 TO AMENDMENT NO. 0003



1143

SECTI ON 02748A

Bl TUM NOUS TACK AND PRI ME COATS

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN ASSCCI ATI ON OF STATE HI GAMAY AND TRANSPORTATI ON OFFI Cl ALS

( AASHTO)

AASHTO M 20 (1970; R 1996) Penetration G aded Asphalt
Cement

AASHTO M 81 (1992; R 1996) Cut-Back Asphalt
(Rapi d-Curing Type)

AASHTO M 82 (1975; R 1996) Cut-Back Asphalt
(Medi um Curing Type)

AASHTO M 226 (1980; R 1996) Viscosity G aded Asphalt
Cement

AASHTO T 40 (1978; R 1996) Sanpling Bitum nous
Materi al s

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM D 140 (200) Sanpling Bitumi nous Materials

ASTM D 946 (1982; R 1999) Penetration-G aded Asphalt
Cenent for Use in Pavenent Construction

ASTM D 977 (1998) Enulsified Asphalt

ASTM D 1250 (1980; R 1997el) Petrol eum Measur enent
Tabl es

ASTM D 2026 (1972; R 1997) Cutback Asphalt

(Sl ow Curing Type)

ASTM D 2027 (1976; R 1997) Cutback Asphalt
(Medi um Curing Type)

ASTM D 2028 (1976; R 1997) Cutback Asphalt
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(Rapi d-Curing Type)
ASTM D 2397 (1998) Cationic Enulsified Asphalt

ASTM D 2995 (1999) Determ ning Application Rate of
Bi tum nous Distributors

ASTM D 3381 (1992; R 1999) Viscosity-G aded Asphalt
Cenent for Use in Pavenent Construction

.2 SUBM TTALS

Government approval is required for submttals with a "G' designation
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 03 Product Data
Waybi | I's and Delivery Tickets
Waybi | I s and delivery tickets, during progress of the work.
SD- 06 Test Reports
Sanmpl i ng and Testing

Copies of all test results for bitum nous materials, within 24
hours of conpletion of tests. Certified copies of the
manufacturer's test reports indicating conpliance with applicable
specified requirenents, not |ess than 30 days before the materia
is required in the work

.3 UNI T PRI CES

.3.1 Measur enent

The bitum nous nmaterial paid for will be the neasured quantities used in
the accepted work, provided that the neasured quantities are not 10 percent
over the specified application rate. Any anount of bitum nous nmateria

nore than 10 percent over the specified application rate for each
application shall be deducted fromthe neasured quantities, except for

i rregul ar areas where hand spraying of the bitum nous material is
necessary. Measured quantities shall be expressed in gallons at 60 degrees
F.  Volunmes neasured at tenperatures other than 60 degrees F shall be
corrected using a coefficient of expansion of 0.00025 per degree F for
asphalt enul si on.

.3.2 Paynent
The quantities of bitum nous material, determ ned as specified above, wll

be paid for at the respective contract unit prices. Paynment shal
constitute full conpensation for all operations necessary to conplete the

02748 - 4 ENCL 1 TO AMENDMENT NO. 0003



1143

work as specified herein.
1.3.3 WaybilI's and Delivery Tickets

Before the final statement is allowed, the Contractor shall file with the
Contracting Oficer certified waybills and certified delivery tickets for
all bitumnous materials used in the construction of the pavenent covered
by the contract. The Contractor shall not renpve bitum nous material from
storage until the initial outage and tenperature neasurenents have been
taken. The delivery or storage units will not be released until the fina
out age has been taken

1.4 PLANT, EQUI PMENT, MACH NES AND TOOLS
1.4.1 CGeneral Requirenents

Pl ant, equi pnent, nachines and tools used in the work shall be subject to
approval and shall be maintained in a satisfactory working condition at al
tines.

1.4.2 Bi t um nous Di stri butor

The distributor shall have pneumatic tires of such size and nunber to
prevent rutting, shoving or otherw se danagi ng the base surface or other

| ayers in the pavenent structure. The distributor shall be designed and
equi pped to spray the bitum nous naterial in a uniformcoverage at the
specified tenperature, at readily determned and controlled rates with an
al l owabl e variation fromthe specified rate of not nore than plus or m nus
5 percent, and at variable widths. Distributor equiprment shall include a
separate power unit for the bitunen punp, full-circulation spray bars,
tachonmeter, pressure gauges, vol ume-neasuring devi ces, adequate heaters for
heating of nmaterials to the proper application tenperature, a thernoneter
for reading the tenperature of tank contents, and a hand hose attachment
suitable for applying bitum nous material manually to areas inaccessible to
the distributor. The distributor shall be equipped to circulate and
agitate the bitum nous material during the heating process.

1.4.3 Power Broons and Power Bl owers

Power broons and power bl owers shall be suitable for cleaning the surfaces
to which the bitum nous coat is to be applied.

1.5 WEATHER LI M TATI ONS
Bi t um nous coat shall be applied only when the surface to receive the
bi tum nous coat is dry. Bitum nous coat shall be applied only when the
at nospheric tenperature in the shade is 50 degrees F or above and when the
tenperature has not been bel ow 35 degrees F for the 12 hours prior to
application.

PART 2 PRODUCTS

2.1 TACK COAT

02748 - 5 ENCL 1 TO AMENDMENT NO. 0003



1143

Emul sified asphalt shall conformto ASTM D 977, Grade SS-1. Cationic
emul sified asphalt shall conformto ASTM D 2397, Grade CSS-1

2.2 PRI ME COAT

Emul sified asphalt shall conformto ASTM D 977, Grade SS-1. Cationic
emul sified asphalt shall conformto ASTM D 2397, Grade CSS-1

PART 3 EXECUTI ON
3.1 PREPARATI ON OF EMJLSI ON

Bi tum nous materials for enulsions shall be diluted by addi ng equal vol unes
of bitum nous material and conpatible water. |If the bitum nous material is
to be diluted in the field, first test the nmx by placing equal vol unes of
emul sion and water in a glass jar (do not use a netal container, as it
could cause the mxture to "break") and mx for one mnute. |If the mxture
"breaks", a different source of water or bitum nous material is required.

3.2 PREPARATI ON OF SURFACE

| mredi ately before applying the bitum nous coat, all |oose material, dirt,
clay, or other objectionable material shall be renmbved fromthe surface to
be treated. The surface shall be dry and clean at the tine of treatnent.
The surface of the aggregate base course nmay require slight disking to a
maxi mum depth of 1 inch to facilitate penetration of the enulsified prine
coat into the surface of the course. The disked surface shall be rerolled
and reseal ed after the prinme coat application

3.3 APPLI CATI ON RATE

The exact quantities within the range specified, which may be varied to
suit field conditions, will be deternm ned by the Contracting Oficer

3.3.1 Tack Coat

Bi tum nous material for the tack coat shall be applied in quantities of not
| ess than 0.05 gallon nor nore than 0.15 gallon per square yard of pavenent
surf ace.

3.3.2 Prime Coat
Bi tum nous nmaterial for the prine coat shall be applied in quantities of
not less than 0.15 gallon nor nore than 0.40 gallon per square yard of
paverent surface.
3.4  APPLI CATI ON TEMPERATURE
3.4.1 Vi scosity Relationship
Asphalt application tenperature shall provide an application viscosity
bet ween 10 and 60 seconds, Saybolt Furol, or between 20 and 120 centi st okes,

kinematic. The tenperature viscosity relation shall be furnished to the
Contracting O ficer.
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3.4.2 Tenper at ure Ranges

The viscosity requirements shall determ ne the application tenperature to
be used. The following is a normal range of application tenperatures:

Enmul si ons

[SS-1 70- 160 degrees F]
[CSs-1 70- 160 degrees F]

w

.5 APPLI| CATI ON
3.5.1 Cener a

Fol | owi ng preparation and subsequent inspection of the surface, the

bi tum nous coat shall be applied at the specified rate with uniform

di stribution over the surface to be treated. Al areas and spots m ssed by
the distributor shall be properly treated with the hand spray. Until the
bi tum nous course is placed, the surface shall be mmintained by protecting
t he surface agai nst danage and by repairing deficient areas at no
additional cost to the Governnent. |If required, clean dry sand shall be
spread to effectively blot up any excess bitum nous material. To obtain
uni form application of the prime coat on the surface treated at the
junction of previous and subsequent applications, building paper shall be
spread on the surface for a sufficient distance back fromthe ends of each
application to start and stop the prine coat on the paper. |Imediately
after application, the building paper shall be renpved and destroyed.

3.6 CURI NG PERI OD

Fol | owi ng application of the bitum nous material and prior to application
of the succeeding | ayer of pavenent, the bitum nous coat shall be allowed
to cure and to obtain evaporation of any volatiles or noisture. |f surface
di sking is not perforned, the prine coat shall be allowed to cure without
bei ng di sturbed for a period of at |east 48 hours or |onger, as may be
necessary to attain penetration into the treated course.

3.7 FI ELD QUALI TY CONTROL
A sanpl e shall be obtained and tested by the Contractor as directed, under
t he supervision of the Contracting Oficer. The sanple may be retai ned and
tested by the Governnment at no cost to the Contractor

3.8 SAMPLI NG AND TESTI NG
Sanpling and testing shall be performed by an approved conmercial testing
| aboratory or by facilities furnished by the Contractor. No work requiring
testing will be permitted until the facilities have been inspected and

approved.

3.8.1 Sanpl i ng
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The sanpl es of bitum nous material, unless otherw se specified, shall be in
accordance with ASTM D 140. Sources from whi ch bitum nous materials are to
be obtai ned shall be selected and notification furnished the Contracting
Oficer within 15 days after the award of the contract.

3.8.2 Cal i bration Test

The Contractor shall furnish all equipnment, materials, and | abor necessary
to calibrate the bitum nous distributor. Calibration shall be made with

t he approved job material and prior to applying the bitum nous coat
material to the prepared surface. Calibration of the bitun nous
distributor shall be in accordance with ASTM D 2995.

3.8.3 Trial Applications
Before providing the conplete bitum nous coat, three |lengths of at |east
100 feet for the full width of the distributor bar shall be applied to
eval uate the anmobunt of bitum nous nmaterial that can be satisfactorily
appl i ed.

3.8.3.1 Tack Coat Trial Application Rate
Unl ess ot herwi se authorized, the trial application rate of bitum nous tack
coat materials shall be applied in the ambunt of 0.05 gallons per square
yard. Oher trial applications shall be made using various anounts of
material as may be deened necessary.

3.8.3.2 Prinme Coat Trial Application Rate
Unl ess otherwi se authorized, the trial application rate of bitum nous
materials shall be applied in the amount of 0.25 gallon per square yard.
O her trial applications shall be namde using various anpbunts of material as
may be deened necessary.

3.8.4 Sanpling and Testing During Construction

Quality control sanpling and testing shall be perfornmed as required in
par agraph FlI ELD QUALI TY CONTROL.

<&
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SECTI ON 02920L

GRASS SEEDI NG

PART 1 GENERAL

1.

1 DESCRI PTI ON

The goal of this work is to establish vigorous stands of California native
grass that provide erosion control and wildlife habitat, and to utilize
exotic erosion control grasses for soil stabilization. This section

provi des grass seeding to help neet pernitted requirenents of the Regiona
Water Quality Control Board and shall be coordinated with Section 01356
STORM WATER PCLLUTI ON PREVENTI ON MEASURES. The work shall consi st of
seedi ng grasses to all disturbed soil areas of the project and/or as
designated on the plans. The Contractor shall provide all necessary | abor
mat eri al, equi pnent, and services for grass seeding and mul ching for al
desi gnat ed ar eas.

.2 DEFI NI TI ONS

The ternms referenced herein are defined as foll ows:

2.1 CO

Contracting Oficer

2.2 COR

Contracting Oficer's Representative

.2.3 Contractor:

The conpany that is awarded this contract and its sub-contractors.

. 2.4 Seedi ng:

The act of installing or placing seed, and harrowing it into the soil

.2.5 G ass

When used herein, this termshall refer to all grasses specified herein
including either California native and/or non-native grasses, also referred
to as exotic grasses.

.2.6 Nati ve G ass:

Grasses endemc to California.
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2.7 Exotic G ass:

Non- native grasses to California.

.3 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.
ACRI CULTURAL MARKETI NG SERVI CE ( AMB)
AVS- 01 (Anmended thru: Aug 1988) Federal Seed Act Regul ations (Part 201-202)
COWWERCI AL | TEM DESCRI PTI ONS ( CI D)

CID A-A-1909 (Basic) Fertilizer
FEDERAL

SPECI FI CATI ONS (FS)

FS O F-241 (Rev D) Fertilizers, M xed, Commerci al

.4 QUALI FI CATI ONS

Al work shall be done by an experienced Contractor famliar with
California native grasses and its horticulture, and industry methods and
standards for grass seeding. The Contractor shall enpl oy nbdern equi prent
and state of the art nethods and techniques. The Contractor shall have a
m ni mum of 2 years of applicable on the job experience with native grass
seedi ng and weed control.

.5 SUBM TTALS

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 01 Preconstruction Subnmittal s
Qualifications; G
Docunent ati on(resune or other)that the contractor perfornng
seedi ng operations is experienced and famliar with California
native grasses and its horticulture, and industry nethods and
standards for native grass seeding. Docunentation showing a
m ni mum of 2 years of applicable on the job experience with native
grass seeding and weed control.

SD- 03 Product Data
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Equi pnent Li st;

Provide a list of equipnent to be used for the seedi ng and

mul chi ng operations, including descriptive data and calibration

tests. State equi pnent brand, nodel and suppli er

Fertilizer; Ml ch; Tacki fier; Fi ber

Provide data for fertilizer, mulch, tackifier and fiber to be used.
SD-05 Design Data

As-built Drawi ngs; G

As-built draw ngs, which provide current factual information

showi ng install ed seeding |locations and identifying seed mix

speci es and seedi ng rates.

Mont hl y Establi shnent Records; G

Witten nonthly maintenance records identifying work performed and
site conditions.

SD-06 Test Reports
Soil Test;

A soil analysis, analyzing specific soil properties, shall be
submitted to the Contracting Officer. For results that prove
contrary to project requirenents, reconmendations shall be nade
based on the results of the analysis and which support using
alternative approaches to fertilizer selection or soil anendnents
to inprove soil properties for plant growth

Fi nal Establishnment Report; G

Witten report of records of maintenance work perfornmed on native

grasses, photos, and site observations. Reports shall include

nmont hly establishnent record, as-built plans and col or photos.
SD-07 Certificates

Seed; G

Provide certificates of all seed used on the project. Show where

seed was purchased from date purchased, seed species, and purity

and germ nation percentages.

Pesti ci de;

The material supplier's or equi pnent nanufacturer's statenent,

that the supplied material or equi pnent neets specified

requirenents. Each certificate shall be signed by an officia
aut horized to certify in behalf of material supplier or product
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manuf acturer and shall identify quantity and date or dates of

shi pnent or delivery to which the certificates apply.

Certificates of conpliance certifying that herbicide materials

meet the requirenents specified, before the delivery of materials.
Pesticide material shall include EPA registration nunber and

regi stered uses. Certificates shall be submitted to the

Contracting O ficer before work is started for work for which it

pertains.

. 6 | NSPECTI ONS

It is the Contractor's responsibility to notify the Contracting Oficer at
| east 5 days prior to each anticipated inspection. The Contracting Oficer
may at anytinme inspect work without notification. The follow ng are key

i nspecti on events:

.6.1 I nspection of Seed, Equipnment & Quantities

Seed suppliers are subject to inspection of nethods, materials, and
processing. Contractor shall provide supplier nanes and addresses upon
award of contract. Seed shall be inspected upon arrival at the job site by
the Contracting Officer for conformty to species and quality in accordance
wi t h paragraph MATERI ALS

.6.1.1 Upon Arrival at the Site

The Contractor shall provide the Contracting Officer with receipts of the
seed purchased and delivered to the site. Receipts shall provide name of
conpany from which the seed was purchased, seed species, conposition
guantity, germination rate, and pure-live-seed percentage. Qher materia
shal |l be inspected for neeting specified requirenents. Unacceptable
materials shall be renmbved fromthe job site and replaced by the Contractor
.6.1.2 Cal i bration Test

| mredi ately prior to comencenent of seeding operations, the Contractor
shal | adjust and calibrate equi pnent as per manufacturer's specifications
and field test in the presence of the Contracting O ficer

.6.2 | nspection of Seeding Qperation

Seedi ng operation shall be inspected during equi pnent calibration, nateria
| oadi ng and seed application

.6.3 Seedi ng Accept ance

A final inspection shall be held by the Contracting Oficer to determ ne
any deficiencies in work after conpletion of seeding operations. Upon
recei pt and approval of the punch list itens, a letter of acceptance will
be issued by the Contracting Oficer

.6.3.1 Prelimnary Seeding |nspection

Prior to the conpletion of the Seeding Period, a prelimnary seeding
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i nspection shall be held by the Contracting Oficer. Tinme for the

i nspection shall be requested in witing by the Contractor at |east 5
wor ki ng days prior to desired date. The quantity and type of species
seeded, clean up requirenents and the acceptability of the seeding
operation, in accordance with the requirenents stated herein, shall be
determ ned and noted in witing.

1.6.3.2 Fi nal Seedi ng | nspection

A final inspection shall be requested in witing by the Contractor at | east
5 working days prior to the desired date. At the final seeding inspection
the Contracting Officer will evaluate the deficiencies noted in the
prelimnary seeding inspection, to ensure they have been corrected. Tine
for the inspection shall be established in witing. A "Seeding Acceptance"
will be given after all seeding requirenents have been satisfactorily

conpl eted and approved by the Contracting O ficer. PARTIAL ACCEPTANCE OF
ANY | TEM OR COMBI NATION OF | TEMS WLL NOT BE G VEN. A witten acceptance
by the Contracting Oficer of all project conponents, in addition to
requirenents specified in this section, shall constitute the begi nning of

t he Establishnment Period.

1.6.3.3 Fi nal Establishment |nspection

Prior to the conpletion of the Establishnment Period, a Final inspection
shall be held by the Contracting Oficer. The Contractor shall request
time for the inspection in witing at | east 5 working days prior to the
desired date. All deficiencies shall be noted at that time and corrected
within 10 working days. The acceptability of the grass in accordance with
t he Establishment Period shall be determined. Once acceptibility of the
est abl i shnent period has been determined a witten acceptance by the
Contracting O ficer shall be issued.

1.7  SHI PMENT, DELI VERY, STORAGE AND HANDLI NG
1.7.1 Shi pnent

Preparation for shipnent shall be done in a nmanner that will not cause
damage to seeds, fertilizers, pesticides and all other nmteri al

1.7.2 Del i ver

Seeds, fertilizers, pesticides and all other material shall be protected
from weat her and contani nation during delivery.

1.7.3 St or age
Material shall be stored in areas approved by the Contracting O ficer. Seed
and fertilizer shall be stored in cool, dry |ocations out of direct
sunl i ght and away from contam nants. Chem cal and pesticide material shal
not be stored with other |andscape materials and shall be stored in a
spill age contained area. Milch shall be kept covered fromrain

1.7.4 Handl i ng
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Except for bulk deliveries, material shall not be dropped or dunped from
vehi cl es.

.8 TIMES AND CONDI Tl ONS
.8.1 Seedi ng Ti mes

Al'l grasses shall be seeded at the earliest available tinme and be conpleted
by 15 Cctober 2002. No variance to the start date will be allowed unless
given in witing by the Contracting Oficer.

.8.2 Seedi ng Peri od

The Seedi ng Peri od begins, when the Notice to Proceed is given and
continues until all requirenents indicated in this specification are

conpl eted and approved and a witten acceptance is given by the Contracting
Oficer.

.8.3 Seedi ng Condi tions

Seedi ng and construction operations shall be perforned only during periods
when beneficial results can be obtained. Wen excessive noisture, w nds or
ot her unsatisfactory conditions prevail, the work shall be stopped when
directed by the Contracting Oficer. The Contractor shall schedule
planting in the nornings to avoid stressing plants during seeding, if the
pl anting schedule calls for installation when the tenperature is expected
to be 90 degrees Fahrenheit/32 degrees Centigrade or greater. \Wen speci al
conditions warrant a variance to the planting operations, a proposed
seeding tinme shall be submtted in witing to, and approved by, the
Contracting O ficer. The Contractor shall be prepared to seed at the
earliest time when all conditions (weather, npisture, tenperature, tides
and river flows, etc.) are acceptable.

.8.4 Est abl i shnent Peri od

The "Establishnent Period" begins, when all items indicated for seeding
installation have been satisfactorily conpleted and the Contracting Oficer
has given an "lInstallation Acceptance"” in witing.

.8.4.1 Native G asses

The establishment period for Native grasses shall termnate on 1 April 2003
and upon witten acceptance of the "Native grass establishnment Period" by
the Contracting Oficer

.8.4.2 Exotic Gass

The establishment Period Shall for Exotic G asses shall be for 60
conti nuous days.

.9 MEASUREMENT AND PAYMENT

Measur enent and paynent for each requirenent stated herein shall be as
i ndi cated bel ow.
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9.1 Native Grass Seeding

Native grass seeding shall be measured by the nunber of acres seeded in
accordance with plans and specifications and as directed by the Contracting
Oficer. Paynent for " Native Grass Seeding"” shall be made at their
respective unit price per acre, and shall be in full conpensation for al

| abor, materials, and costs associated with native grass seeding. Paynent
shall include, but not be limted to: seed, storage, handling, delivery,
equi prent cal i bration, endonycorrhizal inoculum application, conposting,
seeding, fiber, fertilizing and harrow ng.

. 9.2 Exotic Grass Seeding

Exotic grass seeding shall be measured by the nunber of acres seeded in
accordance with plans and specifications and as directed by the Contracting
Oficer. Paynent for " Exotic Grass Seeding"” shall be made at their
respective unit price per acre, and shall be in full conpensation for al

| abor, materials, and costs associated with exotic grass seeding. Paynent
shall include, but not be limted to: seed, storage, handling, delivery,
equi prent cal i bration, application seeding, fiber, tackifier, harrow ng,
and exotic grass establishnent.

.9.3 Soi | Test

Soil Testing shall not be neasured. Paynment for "Soil Testing" shall be at
a lunp sumprice in accordance with plans and specifications and as
directed by the Contracting Oficer. Paynent shall be in full conpensation
for all labor, materials, and costs associated with, but not linmted to:
soi|l sanple collection, analyzing, docunmenting and recomending fertilizer
and soil anmendnment vari ations.

.9.4 Di sci ng

Di scing shall be nmeasured by the number of acres disced in accordance with
pl ans and specifications and as directed by the Contracting Oficer
Payment for "Discing" shall be nade at their respective unit price per

acre, and shall be in full conpensation for all labor, nmaterials, and costs
associated with Discing. Paynment shall include, but not linmted to

discing or tilling, plowing and raking (for rock renoval), and ring rolling.
.9.5 Pesticide Application

Pesticide Application shall be neasured by the nunber of events in
accordance with plans and specifications and as directed by the Contracting
Oficer. Paynent for "Pesticide application"” shall be made at their
respective unit price per event, and shall be in full conmpensation for al

| abor, materials, and costs associated with pesticide application. Paynent
shal |l include, but not be limted to: pesticide spraying. pesticide
application shall apply to Native grass areas only.

.9.6 Grass Seeding As-builts

Grass seeding as-builts shall not be measured. Paynent for "G ass Seedi ng
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As-builts" shall be at a lunp sumprice in accordance with plans and
specifications and as directed by the Contracting Officer. Paynment shal

be in full conpensation for all |abor, naterials, and costs associated with
Grass Seeding As-builts, but not Iimted to: preparing base mapping,
updating data on drawi ngs and submitting required drawi ngs and el ectronic
files to the Government.

. 9.7 Fi nal Establishment Report

Fi nal establishnent report shall not be neasured. Paynment for "Fina

Est abl i shment Report" shall be at a lunmp sumprice in accordance with plans
and specifications and as directed by the Contracting O ficer. Paynent
shall include, but not be limted to: reporting, nonthly establishment
records, as-maintained draw ngs, and col ored phot ographi ¢ docunentati on

PART 2 PRODUCTS

2.

2.

2.

1 SEED
1.1 Seed Clarification

State-certified seed of the | atest season's crop shall be provided in
original seal ed packages bearing the producer's guaranteed analysis for
percentages of mxture, purity, germnation, hard seed, weed seed content,
and inert material. Labels shall be in conformance with AMS-01 and
applicable state seed laws. ACSCA / CCIA certifications for seeds are
encour aged.

. 1.2 Seed Quality

Weed seed shall not exceed 1 percent by weight of the total mxture. Wet,
nol dy, insect infested, or otherw se danaged seed shall be rejected and
renoved fromproject site. Open containers of seed or inproperly tagged
containers will be rejected and renoved from project site.

.1.2.1 Sanpl i ng

For all seeds or containers, it is the option of the government to take
random sanpl es for each species, and require the Contractor to provide
anal ysis of sanples at no extra cost to the government.

. 1.3 Seedi ng M x

The m xi ng of seed shall be perfornmed by the Contractor, in the presence of
the Contracting Officer, on site as directed by the Contracting Oficer

.1.4 Substitutions

Substitutions will not be allowed without witten request and approval from
the Contracting O ficer.

2 SEED SPECI ES AND SEEDI NG RATES
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2.2.1 Native Grass, Dry MX
Native grass seed species and seeding rates for sites |ocated above 6' NGVD

to include upper portions of the planting bermand training dike shall be
as follows:

Native G ass

Dry M xture
Bot ani cal Nane Conmon Nane Pounds Pure Live Seed per Acre
Drill Br oadcast Hydr o-
Seedi ng Seedi ng seedi ng
El ynus gl aucus Bl ue Wldrye 2 4 4
Leynus triticoides Creeping Wldrye 2 4 4
Nassel | a pul chra Pur pl e Needl egr ass 10 17 17
Nassel | a cernua Noddi ng Needl egr ass 3 5 5
Poa Secunda Pi ne Bl uegrass 3 5 5
TOTAL 20 35 35

2.2.2 Native Grass, Wt Mx
Native grass seed species and seeding rates for |locations below 6' NGVD to

i nclude the floodplain terrace and | ower sections of the planting berm and
training dike are as foll ows:

Nati ve G ass

Wet M xture
Bot ani cal Nane Conmon Nane Pounds Pure Live Seed per Acre
Drill Br oadcast Hydr o-
Seedi ng Seedi ng seedi ng
Hor deum br achyant her um Meadow Bar | ey 8 15 15
Leynus triticoides Creeping Wldrye 11 19 19
TOTAL 19 34 34
2.2.3 Exotic G ass
Exotic grass seed species and seeding rates for all locations |ocated | and

side of the training dike, to include staging areas, haul roads, disposal
sites and all other areas disturbed by construction activities shall be as
fol | ows:

Exotic Gass
M xture
Bot ani cal Nane Conmon Nane Pounds Pure Live Seed per Acre
Drill Br oadcast Hydr o-

02920L - 12 ENCL 1 TO AMENDMENT NO. 0003



Vul pi a myuros

Br omus hor deaceus
TrifoliumH rtum
Eschschol zi a californica
Lupi nus bi col or

TOTAL

*Rose cl over shall be inocul at ed.

Exotic G ass
M xt ure

Zorro Fescue

Bl ando Brone
Rose C over

Cal i fornia Poppy
Lupi ne

wei ght of seed without the inocul um

2.3 PESTI Cl DES

2.3.1 Cont act Pesticide

The contact pesticide shal
the Contracting Oficer

before application.

sprayi ng or w cki ng program

2.3.2 Br oadl eaf Pesti ci de

The broadl eaf pesticide shall
approved by the Contracting Oficer

Seedi ng
6
12
8*
3
6
35

It shall

Seedi ng
10
20
17+
5
10
62

It shall

1143

Seedi ng
10
20
17+
5
10
62

The seeding rate shown reflects the

be selected by the Contractor and approved by
be a gl yphosat e based

be selected by the Contractor and nust be

before application. be 2-4D

MCPA, bronozynil, dicanba, Transline w Surfactant or approved ot hers.

2.3.3 Pre-energent Pesticide

The pre-energent pesticide shal
approved by the Contracting Oficer
di uron, chlor-sulfuron

2.4 MJLCH

Mul ch shall be free from noxi ous weeds and seeds,

del eteri ous materi al s.

2.4.1 St raw

Straw shall be stal ks from
furnished in air-dry condition and with a consistency for

pendanent hal i n,

conmer ci al mul ch- bl owi ng equi pnent.

2.4.2 Wood Cel | ul ose Fi ber

in order of preference:

nol d,

It shall

and ot her

be selected by the Contractor and nust be
before application.
or approved others

be

native grasses or rice
placing with

Wbod cel | ul ose fiber be comercially avail able and produced fromvirgin
that fiber wll

wood fiber. Fiber shal

be of such character
The wat er

a uniformslurry when mxed with water

before mxing into the slurry shal
of the fiber. The npisture content of the fiber

t he package.

di sperse into
content of the fiber

not exceed 15 percent of the dry wei ght
shal |

be clearly nmarked on

Fi ber shall not contain nore than 7 percent ash as determ ned by the

Techni cal Association of the Pul p and Paper

02920L - 13
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413, and shall be nontoxic to plant or animal life.

Fi ber shall have a water-holding capacity by wei ght of not |ess than 1,200
percent. Water-holding capacity of the fiber shall be marked on the
package.

Fi ber shall be colored to contrast the area on which the fiber is to be
applied. The material used for color shall be nontoxic to plant and ani nal
life and shall not stain concrete or painted surfaces.

. 4.3 Paper Fi ber

Paper fiber mulch shall be recycled news print that is shredded for the
pur pose of mnulching seed. It shall not contain any growth or
germnation-inhibiting factors and shall be dyed an appropriate col or of
green to facilitate placenent during application. Conposition on air-dry
wei ght basis: 9 to 15 percent npoisture, pHrange from4.5 to 6.0. Paper
fiber shall not be used in native grass seeding |ocations.

.5 TACKI FI ER

Tackifier shall be a concentrated, biodegradable and organic derivative of
the Plantago plant (Plantago insularis). Tackifier shall be non-toxic to
plant and aninal life, non-corrosive, and non-crystalline and be
non-staining to concrete or painted surfaces. Tackifier shall conformto
Sections 20-2.11 and Special Provisions Section 10-1.19 of the State of
California Departnent of Transportation Standard Specifications for
"Stabilizing Emul si on"

. 6 COVPOST

Conpost shall be derived fromgreen material consisting of chipped,
shredded, or ground vegetation or clean, processed, recycled wood products
or a Class A exceptional quality biosolids conposts, as required by the
United States Environnental Protection Agency (EPA), 40 CFR, Part 503c
regul ations or a conbination of green material and bi osolids conpost. The
conpost shall be processed or conpleted to reduce weed seeds, pathogens,
and deleterious material, and shall not contain paint, petrol eum products,
her bi ci des, fungicides, or other chem cal residues that would be harnful to
plant or animal life. Oher deleterious material, plastic, glass, netal, or
rocks shall not exceed 0.1 percent by weight or vol une.

A mnimuminternal tenperature of 57°C shall be mmintained for at |east 15
conti nuous days during the conmposting process. The conpost shall be

t horoughly turned a mininumof 5 tines during the conposting process and
shall go through a m ni mrum 90-day curing period after the 15-day

t her nophi I i ¢ conpost process has been conpl eted. Conpost shall be screened
t hrough a maxi num 9. 5- nm scr een

The noi sture content of the conpost shall not exceed 35 percent. Conpost
products with a higher noisture content nmay be used provided the wei ght of
the conpost is increased to equal the conpost with a noisture content of
35-40 percent. Mi st sanples of conpost on an as-received basis shall be
dried in an oven at a tenmperature between 105°C and 115°C until a constant
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dry weight of the sanple is achieved. The percentage of noisture will be
determ ned by dividing the dry weight of the sanple by the nbist weight of
the sanple and then nmultiplying by 100. Conpost will be tested for maturity
and stability with a Solvita test kit. The conpost shall neasure a m ni mum
of 6 on the naturity and stability scale.

.7 Fertilizer

Organic fertilizer shall be BIOSOL 7-2-3 or approved equal and shal
conformto the foll owi ng specifications:

Ni trogen (total) 7%

Ni trogen (water sol uble) 0.5%

Avai | abl e Phosphoric Acid (P2Q2) 2%

Sol ubl e Potash (K20 3%

PH Level Approxinmately 5.4

Heavy netal Contents

Copper ng/ kg/ of DS 11.8
I ron ng/ kg/ of DS 1. 865
Ni ckl e ng/ kg/ of DS 5.25
Chr omi um ng/ kg/ of DS 6.0

Lead ng/ kg/ of DS 2.25
Cadmi um ng/ kg/ of DS 0. 092
Zi nc ng/ kg/ of DS 65.0

8 WATER

Water shall be the responsibility of the Contractor, unless otherw se
noted. Water shall not contain elenments toxic to plant life.

.9 ENDOMYCCORRHI ZAL

Endonycorrhi zal (arbuscul ar) inoculumshall consist of spores, nycelium
and nycorrhizal root fragnents in a solid carrier suitable for handling by
hydr o-seedi ng or dry seedi ng equi pnent. The carrier shall be the nmateria
in which the inoculumwas originally produced, and may include organic
materials, vermculite, perlite, calcined clay, or other approved materials
consi stent with nechanical application and with good plant growh. Each
endonycorrhizal inoculumshall carry a supplier's guarantee of nunber of
propagul es per unit weight or volune of bulk material. |If nmore than one
fungal species is clained by the supplier, the label shall include a
guarantee for each species of nycorrhizal fungus clained.

PART 3 EXECUTI ON

3.

1 Soils Testing

The Contractor shall performsoil tests to deternine soil properties for
soi|l texture, organic content, pH, particle size, nutrient level, salinity,
chem cal anal ysis and nechanical analysis. |If the analysis indicates the
soil is detrimental to plant growth, they shall notify the Contracting
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Oficer, in witing i mediately and before the Contractor commences
construction or installation of all other requirenments. Based upon this
analysis, an alternate fertilizer may be recomended by the Contractor if
the fertilizer specified is not capable of supporting the plants grow h.
Sufficient soil sanples shall be taken to determi ne the post excavation
soils affect on the proposed plant grow h.

1.1 Testing Locations

Soils test are only required fromdesignated native grass seeding |ocations.
The Contractor shall performtests at three representative separate
locations within the site boundaries. The test |ocations shall be
representative of site conditions after excavation has been conpleted. One
vertical tests shall be perforned at each |ocation at six inches belowthe
soi|l surface. Record, map and submit the analysis with the first year
annual reports.

.2 Di sci ng

The Contractor shall disc all designated native grass seeding areas to a
depth of six (6) inches. The Contractor shall nmke as nany cross passes as
necessary to thoroughly incorporate all herbaceous vegetati on and soi
anendnents into the soil. The Contractor may utilize tilling in-place of
discing, if so desired.

2.1 Snoot hi ng and Ring Rolling

In designated native grass seeding areas, soil conditions such as |arge
clods may require smoothing with a land plane or ring roller prior to
seedi ng, as deternined by the Contracting O ficer

.3 SEEDI NG

The Contractor shall seed all native grass locations with slopes |ess than
3:1 using the drill nethod. Drill seeded areas shall include the
floodplain terrace and planting berm Al native grass locations with

sl opes greater than 3:1 shall be seeded using the broadcast or hydroseed

nmet hod. Broadcast or hydroseed native grass areas shall include the
training dike slopes. It shall be the Contractors option to utilize drill,
broadcast or hydroseed nethods for all |ocations receiving exotic seed m x

Prior to seeding, any previously prepared seedbed areas conpacted or
damaged by interimrain, traffic or other cause, shall be reworked to
restore the ground for optinmm seedbed conditions.

. 3.1 Br oadcast Seedi ng

Seed shall be unifornmly broadcast using nechanical broadcast seeders at the
rate as specified under paragraph SEED SPECI ES AND SEEDI NG RATES. Hal f of
seed shall be broadcast in one direction, and the remai nder at right angles
to the first direction. Seed shall be covered to an average depth of %
inch by harrowing with steel mat or chain drag, cultipacker, or other
approved device. For slopes steeper than 2H: 1V or inaccessible areas, hand
broadcasting nay be required and harrow or hand raki ng where practi cal
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3.3.1.1 Nati ve Grasses

The Contractor shall enploy the followi ng steps when broadcast seeding
native grasses:

A Br oadcast endomycorrhi zal inoculum (at rate specified)

B. Spread organi c conpost at 3000 | bs per acre

C. Di sc and incorporate conpost and endomycorrhizal inoculuminto
soi | (endonycorrhi zal inoculum shall be incorporated into soil within 3
hours of broadcasting)

D. Seed M x, as specified and at rate specified

E. Broadcast Fertilizer (Biosol or approved equal), at a rate of 10000
| bs per acre

F. Harrow seed and fertilizer

3.3.2 Drill Seeding

Seed shall be uniformy drilled to a maxi num % inch depth and at the rate
speci fied under paragraph SEED SPECI ES AND SEEDI NG RATES, using equi pnment
having drills a maxi mum 7 inches apart. Row nmarkers shall be used with the

drill seeder. The drilling equipnent shall be nmmintained, at mninmnum wth
hal f full seed boxes during the seeding operations. Furrows created from
drill seed operations shall run perpendicular to slopes, to mninze

er osi on.

3.3.2.1 Nati ve Grasses

The Contractor shall enploy the following steps when Drill seeding native
gr asses:

A Br oadcast organi c conpost at 3000 | bs per acre

B. Di sc and incorporate conpost into soi

C. Drill Seed M x and endonycorrhizal inoculumas specified and at rate
speci fied

D. Broadcast Fertilizer (Biosol or approved equal), at a rate of 10000

| bs per acre
3.3.3 Hydr oseedi ng

Seed species shall be mxed to ensure a seeding rate as specified under

par agr aph SEED SPECI ES AND SEEDI NG RATES. When utilized, wood cell ul ose
fiber shall be added to the mixture after the water and other m xture
conponents have been thoroughly m xed to produce a honpgeneous slurry. The
slurry shall have the proper consistency to adhere to the earth sl opes

wi t hout |unping or running. The tinme period for the seed to be held in the
slurry shall be a maxi num 24 hours. Slurry shall be uniformy applied
under pressure over the entire designated area. The hydroseeded area shal
not be roll ed.

3.3.3.1 Native G asses
The Contractor shall enploy the followi ng two-step hyrdoseedi ng process:

Step 1: Apply the first step as a conplete mxture as indicated bel ow
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A Wbod Cel | ul ose Fiber, at a rate of 1000 | bs per acre

B. Organi ¢ Conpost, at a rate of 1,500 | bs per acre

C. Seed M x, as specified and at rate specified

D Fertilizer (Biosol or approved equal), at a rate of 10000 | bs per acre
E Endonycorrhi zal Inoculum at a rate of 3,600,000 propagul es per acre

Step 2: Apply the second step as a conplete mxture as indicated bel ow

A Wbod Cel | ul ose Fiber, at a rate of 500 | bs per acre
B. Tackifier, at a rate of 100 | bs per acre

3.3.3.2 Exotic Grasses

The Contractor shall enploy the followi ng one-step hyrdoseedi ng process:
Step 1: Apply the first step as a conplete mxture as indicated bel ow

Seed M x, as specified and at rate specified

Fertilizer (16-20-0), at a rate of 300 | bs per acre

Hydronul ch fiber, at a rate of 1,500 per acre
Tackifier, at a rate of 80l bs per acre

o0 wm>

3.4  APPLYI NG ENDOWYCORRHI ZAL | NOCULUM

The Contractor shall apply Endomycorrhizal inoculumto all |ocations
recei ving native grass seeding as per requirenents for nethod used.

3.4.1 Application with Broadcast Seeding

The Contractor shall incorporate Endonycorrhizal |noculum by broadcasting
prior to seeding operations. |noculumshall be applied at the rate of

3, 600, 000 propagul es per acre based on the supplier's certification or an
anal ysis returned by an independent | aboratory. The broadcast device shal
not grind or unduly conpress the carrier granules or fungal spores. The

i nocul um shall be incorporated into the soil within three hours of
broadcasting by discing the soil and shall result in incorporation of 80%
of the inoculumgranules to a depth of 1 to 6 inches.

3.4.2 Application with Drill Seeding

The Contractor shall incorporate Endonycorrhizal |noculumas part of seed
drilling operations. Inoculumshall be applied at the rate of 3,600,000
propagul es per acre (8,900,000 per hectare) based on the supplier's
certification or an analysis returned by an independent |aboratory. The

i nocul um shall be added to the seed bin of the drill seeder and m xed into
the seeds and such nmaterials as wheat bran. Endomycorrhizal inocul um nust
not be placed in any equi pnent that has heated up in the sun to a
tenperature highter than 90 degrees F (32 degrees C). |If the seed drill is
equi pped with a separate bin for nycorrhizal inoculum the inocul um shal

be di spensed fromthe separate bin in accordance with the operating
procedures specified for the equi pnent.3.4.3 Application with Hydroseeding

Endomnycorrhi zal i noculumshall be applied at the rate of 3,600,000
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propagul es per acre (8,900,000 per hectare) based on the supplier's
certification or an analysis returned by an independent |aboratory before

or in the sane application as the seeds. |noculumnust be applied within
one hour of addition to the nmxing tank. |n no case shall Endomycorrhiza
i nocul um be applied after the seeds. Inoculum nust be applied within one

hour of addition to the mixing tank. A second pass with nulch at the rate
of is required to cover exposed seed and inoculum |f tenperatures wll
exceed 90 degrees F (32 degrees C), renmining erosion control applications
nust be applied within three ours of the application of the inocul um

3.5 MJLCH AND TACKI FI ER

All seeded areas, as identified in the Storm Water Pollution Protection Plan
shal | be nul ched and tackified after seedi ng operations.

3.5.1 Appl ying Straw

Straw mul ch shall be applied to designated seeded areas upon conpl eti on and
approval of the seeding application by the Contracting Oficer. Milch
shal | be spread by hand, blower-type nmulch spreader or other approved

nmet hod. Ml ching shall be started on the windward side of relatively flat
areas or on the upper part of a steep slope and continued uniformy until
the area is covered. The mulch shall be applied | cose and not be bunched.
Al'l designated areas shall be nulched within 48 hours of seeding. Rate of
mul ch application shall be 2 tons per acre of native grass straw or 1-1/2
tons per acre for rice straw

3.5.2 Appl yi ng Tacki fier

Al straw mul ch areas shall be anchored with a comercially avail abl e dyed
organi c tackifier.

3.5.3 Crinmpi ng or Punching

As a substitute for tackifying, all straw areas shall be nechanically
crinmped or punched into soil

3.5.4 Appl yi ng Fi ber

Wbod cel lul ose fiber (native grasses), paper fiber (option for exotic
grasses), or recycled paper(option for exotic grasses) shall be applied as
part of the hydroseeding operation. The nulch shall be m xed and applied
in accordance with the nmanufacturer's recomendati ons.

3.6 MAI NTENANCE DURI NG SEEDI NG PERI CD

Mai nt enance shall begin i mediately after seeding is conpleted and shal
continue throughout the Seeding Period. Miintenance of the seeded areas
shall include the following until Seeding Acceptance is given: regular
observations of the site, spraying for weed control, and repair of danaged
ar eas.

3.6.1 Weed Control After Seedi ng
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If weeds gernminate after seeding installation and prior to seeding
acceptance the Contractor shall provide pesticide spraying over designated
native grass seeded area(s) for broadl eaf and annual grasses. This weeding
effort shall be 1 of the 3 projected Pesticide Application for Seeding
events as stated in the pricing schedule, and shall be separate from
weedi ng efforts conducted during the native grass establishment period. At
no tine shall pesticide application affect the health and vigor of native
grasses. Application rate shall be as per nmanufacturer's reconmendati ons
for targeted species. Weding operations

3.6.2 Repai r

Al'l Contractor danmaged areas shall be repaired by the Contractor to their
original condition within 5 working days.

3.7 CLEANUP

Excess and waste material shall be renmobved fromthe seeded and stagi ng
areas and shall be disposed of off the site.

3.8 NATI VE CGRASS ESTABLI SHVENT

The followi ng requirements shall apply to designated native grass seeding
areas only.

3.8.1 Weed Contr ol

Site conditions shall govern whether weed control measures shall occur

The Contractor is required to performthe follow ng projected quantity
tasks, (2 of the 3 Pesticide Application for Seeding events as stated in the
pricing schedule), and shall be exercised at the discretion of the
Contracting O ficer. Application rate shall be as per nanufacturer's
recomendati ons for targeted species.

3.8.1.1 Pestici de application

A Annual Grass Weeds: If and when tenperature and soil noisture
conditions cause annual grass gernination prior to the germnation
of native grasses then the contractor shall apply pesticide to
sai d annual grasses. Annual grass shall be clearly identified and
no signs of native grass gernination shall be present prior to
pesticide application. Application of pesticide to annual grasses
shal |l occur within 5 working days of detection of annual grass
germ nati on.

B. Broadl eaf Weds: If and when Broadl eaf weeds are detected on

site the contractor shall apply selective pesticide to said

broadl eaf weeds. Pesticide application for broadl eaf weeds shal

occur a mninum of 6-8 weeks after seeding installation acceptance.
3.9 EXOTI C GRASS ESTABLI SHVENT

3.9.1 Est abl i shnent Duration
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The Contractor shall be required to provide mai ntenance for exotic species
seeded areas for a period of 60 continuous days starting from Seeding
Accept ance.

.9.2 Est abl i shnent Tasks

The Contractor shall performthe follow ng tasks:

. 9.3 Repai r

Al'l |ocations danaged by contractor operations or natural caused shall be
restored to their condition at the tine of Seed Installation Acceptance.

.10 FI NAL ESTABLI SHVENT REPORT

The Contractor shall provide project information which docunents past and
current conditions of the native grass seeding areas only and prepare and
submit to the Contracting O ficer as indicated bel ow

.10.1 As- Mai nt ai ned Drawi ngs

The Contractor shall prepare as-nmaintained drawi ngs of the work conpleted
herein. The as-maintai ned draw ngs shall be based upon the as-built

drawi ngs. These drawi ngs shall be updated to include all current
conditions, inpacts and results of the seeding.

.10.2 Mont hl y Establ i shnment Records

The Contractor shall prepare and keep current a record of nonthly

mai nt enance perforned on the project. The report shall identify at a
m ni mum project nane, planting zones, date and establishnent period. It
shall identify and di scuss weed control perforned, irrigation activity and

mai nt enance, plant health, vandalism site feature conditions, genera
observations, total precipitation for the nonth, personnel onsite, and any
other pertinent infornmation describing site conditions and activities
perfornmed during the nonth. See Form A for exanple of outline attached at
the end of this section.

.10.3 Fi nal Report

The Contractor shall submit a final report to the Governnent. Each report
shall be submtted in 8.5"x11" report format, as well as a current
electronic copy in M5 Wrd. Wen drawi ngs are submtted, folded 11"x17"
sheets are acceptabl e.

The yearly reports shall docunent current plant and site condition, as well
as, conditions during the past year. The Contractor shall survey grass
survival and docunent as a percentage in the report.

The yearly reports shall be bond with a title sheet and table of contents
and include copies of the follow ng: As-Mintained Drawi ngs (reduced to
8.5"x11" or 11"x17" format), Monthly Establishnent Records, Survival

results, soil test results and a col or photographi c docunentation of the
site which is representative of plant and site conditions, as well as, a

02920L - 21 ENCL 1 TO AMENDMENT NO. 0003



1143

di scussi on of the mmintenance activities perforned.
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PART 4

ATTACHVENTS
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ATTACHVENT 4.1

( Exanpl e)

FORM A

Mont hl y Establ i shnent Record
For Revegetation Projects

Proj ect :

Pl anti ng Zone:

Dat e:

Est abl i shnent Peri od:

QUTLI NE
Briefly discuss the events |listed bel ow

1143

1. Weed Control: (discuss when, where, and what was done)
Burni ng, etc...

Mowi ng, Pesticide Application,
2. Plant Health:
3. Vandal ism

4. Site Feature Condition:
Access Road, Fences, Signs, etc...

5. Site Condition:

6. Ceneral Qbservations:

7. Precipitation (total for nonth):
8. Personnel:

9. O her:

-- End of Section --
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SECTI ON 03150

EXPANSI ON, CONTRACTI ON AND CONSTRUCTI ON JO NTS | N CONCRETE

PART 1 GENERAL
1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.
AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM
ASTM C 920 (1995) El astoneric Joint Seal ants
ASTM D 1751 (1983; R 1991) Prefornmed Expansion Joint
Filler for Concrete Paving and Structura
Construction (Nonextrudi ng and Resilient
Bi t um nous Types)
ASTM D 1752 (1984; R 1996) Preformed Sponge Rubber and
Cork Expansion Joint Fillers for Concrete
Pavi ng and Structural Construction
1.2 SUBM TTALS
CGovernnment approval is required for all submttals with a "GA" designation
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01330 SUBM TTAL
PROCEDURES:
SD- 09 Reports
Prenol ded Expansion Joint Filler Strips;
Certified manufacturer's test reports shall be provided for prenol ded
expansion joint filler strips to verify conpliance with applicable
speci fication.
SD- 14 Sanpl es
Fi el d Mol ded Seal ants and Pri mer;
Certified copies of naufacturer's test reports shall be provided for field
nol ded seal ants and priner to verify conpliance with applicable
speci fications.

PART 2 PRODUCTS

2.1 MATERI ALS
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2.1.1 Prenol ded Expansion Joint Filler Strips

Prenol ded expansion joint filler strips shall conformto ASTM D 1751 or
ASTM D 1752, Type |, or resin inpregnated fiberboard confornmng to the
physi cal requirements of ASTM D 1752.

2.1.2 Joint Seal s and Seal ants
2.1.2.1 Fiel d Mol ded Seal ants and Pri nmer

Fiel d nol ded seal ants shall be pol yurethane. The seal ant and priner shal
conformto ASTM C 920, Type M Grade NS, Cass 25, use NT for vertica
joints and Type M Grade P, Class 25, use T for horizontal joints. Bond
breaker material shall be pol yethyl ene tape, coated paper, nmetal foil or
simlar type materials. The back-up material shall be conpressible,
nonshrink, nonreactive with sealant, and nonabsorptive material type such
as extruded butyl or polychl oroprene foam rubber

2.2 [Enter Appropriate Subpart Title Here]2.2.1 [Enter Appropriate
Subpart Title Here] PART 3 EXECUTI ON

3.1 | NSTALLATI ON

Joint locations and details, including materials and nethods of
installation of joint fillers, shall be as specified, as shown, and as
directed. In no case shall any fixed netal be continuous through an
expansi on or contraction joint.

3.1.1 Expansi on Joints

Prenol ded filler strips shall have oil ed wood strips secured to the top

t hereof and shall be accurately positioned and secured agai nst di spl acenent
to clean, snooth concrete surfaces. The wood strips shall be slightly
tapered, dressed and of the size required to install filler strips at the
desired | evel below the finished concrete surface and to formthe groove
for the joint sealant or seals to the size shown. Material used to secure
prenol ded fillers and wood strips to concrete shall not harmthe concrete
and shall be conpatible with the joint sealant or seals. Al um num
materials or materials containing alum numwhi ch woul d contact the
concrete, shall not be used. The wood strips shall not be renoved unti
after the concrete curing period. The groove shall be thoroughly cleaned
of all laitance, curing conpound, foreign materials, protrusions of

har dened concrete and any dust which shall be bl own out of the groove with
oil-free conpressed air.

3.1.1.1 Joints Wth Fiel d- Mbl ded Seal ant

Joints shall not be seal ed when the sealant, air or concrete tenperature is
| ess than 40 degrees F. Inmediately prior to installation of field nolded
seal ants, the joint shall be cleaned of all debris and further cleaned
using water, chem cal solvents or other neans as recommended by the seal ant
manufacturer. The joints shall be dry prior to filling with sealant. Bond
breaker and back-up material shall be installed where required or as
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recomended by the manufacturer. Joints shall be prinmed and filled flush
with joint sealant in accordance with the nanufacturer's reconmendati ons.

3.1. 2 Contraction Joints

Joints requiring a bond breaker shall be coated with curing conpound or
wi t h bitum nous paint.

-- End of Section --
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SECTI ON 03307

CONCRETE FOR M NOR STRUCTURES

PART 1 GENERAL

1.

1 REFERENCES

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN CONCRETE | NSTI TUTE (ACl)

ACl 308 (1992) Standard Practice for Curing
Concrete
ACl 318/ 318R (1992) Building Code Requirenents for

Rei nforced Concrete
ACl 347 (1989) Formmork for Concrete

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM C 31 (1991) Making and Curing Concrete Test
Specinens in the Field

ASTM C 33 (1993) Concrete Aggregate

ASTM C 39 (1994) Conpressive Strength of Cylindrica
Concrete Speci nens

ASTM C 94 (1995) Ready-M xed Concrete

ASTM C 143 (1990a) Slunp of Portland Cenent Concrete

ASTM C 150 (1994) Portland Cenent

ASTM C 171 (1992) Sheet Materials for Curing Concrete

ASTM C 172 (1992) Sanpling Freshly M xed Concrete

ASTM C 231 (1991b) Air Content of Freshly M xed
Concrete by the Pressure Mt hod

ASTM C 260 (1986) Air-Entraining Adm xtures for
Concrete

ASTM C 309 (1993) Liquid Menbrane - Form ng Conpounds

for Curing Concrete

ASTM C 494 (1992) Chenical Adnixtures for Concrete
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ASTM C 618 (1994) Fly Ash and Raw or Cal ci ned Natura
Pozzol an for Use as a M neral Adm xture in
Portl and Cenent Concrete

ARMY CORPS OF ENG NEERS, WATERWAYS EXPERI MENT STATI ON ( COE)

CCE CRD-C 400 (1963) Water for Use in Mxing or Curing
Concrete

.2 PAYMENT
Paynment will be nmade at the contract lunp sumprice for the bid item
"Pedestrian Bridge Abutnments", which price shall include the costs of al

| abor, materials and the use of all equipnent and tools required to
construct the concrete work. The abutment structures work includes
wingwalls and all site work associated with the bridge abutnents that are
required to conplete the pedestrian bridge as shown on the contract
drawi ngs; i.e. excavation, all fill materials, drains, final grading, etc.

.3 SUBM TTALS

Governnment approval is required for all submttals with a "GA" designation
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01300 SUBM TTAL
PROCEDURES:

SD-08 Statenents
Proportions of Mx; G

The results of trial mx along with a statenment giving the nmaxi mum non na
coarse aggregate size and the proportions of all ingredients that will be
used in the manufacture of each strength of concrete shall be provided to
the Governnent, at |east 30 days prior to comenci ng concrete placing
operations. Aggregate weights shall be based on the saturated surface dry
condition. The statenent shall be acconpanied by test results froma
Gover nment approved i ndependent conmercial testing |aboratory, attesting
that the proportions selected will produce concrete of the qualities

i ndicated. No substitutions shall be made in the materials used in the
work wi thout additional tests to show that the quality of the concrete is
sati sfactory. The use of pozzolan is nmandatory at a rate between 20 to 30
percent by wei ght of cenent replacenent.

Qualifications of Technicians Sanpling and Testing Concrete;

Contractors shall submt a statement that technicians sanpling and testing
concrete have denonstrated a know edge and ability to performthe necessary
test procedures equivalent to the ACI mnimum guidelines for certification
of Concrete Field Testing Technicians, G ade |

SD- 09 Reports
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Sanpling and Testing; G

Certified copies of |aboratory test reports, including all test data, for
aggregate, adm xtures, and curing conpound. These tests shall be nade by
an approved comercial |aboratory or by a | aboratory maintained by the
manuf acturers of the materials.

SD-13 Certificates
Cenentitious Materials; G

Manuf acturer's certification of conpliance, acconpanied by mll test
reports attesting that the nmaterials neet the requirenments of the

speci fication under which it is furnished, for cenent and pozzolan. No
cenent or pozzolan shall be used until notice of acceptance has been given.
Cenent and pozzol an nay be subjected to check testing by the Governnent

fromsanples obtained at the mll, at transfer points, or at the project

site. CalciumChloride shall not be used as a substitute additive.

1.4 DESI GN AND PERFCRVANCE REQUI REMENTS

The Governnent will mmintain the option to sanple and test concrete to
determ ne conpliance with the specifications. The Contractor shall provide
facilities and | abor as may be necessary to assist the Governnent in
procurenent of representative test sanples. Concrete will be sanpled in
accordance with ASTM C 172. Slunmp and air content will be determined in
accordance with ASTM C 143 and ASTM C 231, respectively, when cylinders are
nol ded. Conpression test specinens will be nade, cured, and transported in
accordance with ASTM C 31. Conpression test specinens will be tested in
accordance with ASTM C 39. Sanples for strength tests will be taken not

| ess than once each shift in which concrete is produced. A nininmum of
three specinens will be nade fromeach sanple; two will be tested at 90
days (use of pozzolan is required) for acceptance, and one will be tested
at 7 days for information.

1.4.1 Strength

Acceptance test results will be the average strengths of two speci nens
tested at 90 days. The strength of the concrete will be considered

sati sfactory so long as the average of three consecutive acceptance test
results equal or exceed the specified conpressive strength, f'c, and no
i ndi vidual acceptance test result falls below f'c by nore than 500 psi.

1.4.2 Construction Tol erances
A Class "C'" finish shall apply to all surfaces except those specified to
receive a Class "D' finish. A Cass "D' finish shall apply to all surfaces
which will be pernmanently conceal ed after construction. The surface
requirenents for the classes of finish required shall be as specified in
ACl 347.

1.4.3 Concrete M xture Proportions
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Concrete m xture proportions shall be the responsibility of the Contractor
M xture proportions shall include the dry weights of cenentitious nateri al
t he nom nal maxi mum size of the coarse aggregate; the specific gravities,
absorptions, and saturated surface-dry weights of fine and coarse
aggregates; the quantities, types, and nanes of adm xtures; and quantity of
wat er per cubic yard of concrete. Al materials included in the mxture
proportions shall be of the same type and fromthe sane source as will be
used on the project. Specified conpressive strength f'c shall be 4,000 ps
at 28 days. The nmaxi mum nom nal size coarse aggregate shall be 1 inch, in
accordance with ACH 318/ 318R. The air content shall be between 3 and 5
percent. The slunmp shall be between 1 and 3 inches. The nmaxi num wat er
cenent ratio shall be 0.45.

PART 2 PRODUCTS

2.

2.

1 MATERI ALS
1.1 Cenentitious Materials

Cenent shall be Portland cenment and shall conformto appropriate
specifications |listed:

.1.1.1 Port| and Cenent

ASTM C 150, Type II, low alkali.

.1.1.2 Pozzol an

Pozzol an shall conformto ASTM C 618, Class F. Loss on ignition shall not
exceed 3.0 percent. Supplenmentary optional chem cal requirenments shal

apply.

1.2 Aggr egat es

Aggregates shall neet the quality and grading requirements of ASTM C 33.
Coarse aggregate shall conformto size 57

.1.3 Adni xt ures

Adm xtures to be used, when required or approved, shall conmply with the
appropriate specification listed. Chem cal adm xtures that have been in
storage at the project site for longer than 6 nonths or that have been
subj ected to freezing shall be re-tested at the expense of the Contractor
at the request of the Contracting Oficer and shall be rejected if test
results are not satisfactory.

.1.3.1 Ai r-Entraining Adm xture

ASTM C 260.

2.1.3.2 Accel erating Adm xture
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ASTM C 494, Type C or E, except calciumchloride is not all owed.

.1.3.3 Wat er - Reduci ng or Retarding Adm xture

ASTM C 494, Type A, B, D, F or G Type G adm xture shall not be used for
sl abs on grade.

. 1.4 Wat er

Water for mxing and curing shall be fresh, clean, potable, and free from
i njurious anmounts of oil, acid, salt, or alkali, except that unpotable
water may be used if it neets the requirements of COE CRD C 400

.1.5 Curing Materials

.1.5.1 | npervi ous Sheet Materials

| npervi ous sheet materials, ASTM C 171, type optional, except polyethylene
film if used, shall be white opaque.

.1.5.2 Menmbr ane- For mi ng Curi ng Conpound

ASTM C 309, Type 1-D or 2, Class A or B.

PART 3 EXECUTI ON

3.

3.

3.

1 PREPARATI ON
1.1 Cener al

Construction joints shall be prepared to expose coarse aggregate, and the
surface shall be clean, damp, and free of l|aitance. Ranps and wal kways, as
necessary, shall be constructed to all ow safe and expeditious access for
concrete and worknen. Snow, ice, standing or flow ng water, | oose
particles, debris, and foreign natter shall have been renoved. Earth
foundati ons shall be satisfactorily conpacted. Spare vibrators shall be
avai |l able. The entire preparation shall be accepted by the Government
prior to placing.

.1.2 Enbedded | tens

Rei nforcenment shall be secured in place; joints, anchors, and other
enbedded itens shall have been positioned. Internal ties shall be arranged
so that when the fornms are renpved all metal will be not |less than 2 inches
fromconcrete surfaces permanently exposed to view or exposed to water on
the finished structures. Enbedded itens shall be free of oil and other
foreign matters such as | oose coatings or rust, paint, and scale. The
enbeddi ng of wood in concrete will be pernitted only when specifically

aut horized or directed. All equipnent needed to place, consolidate,
protect, and cure the concrete shall be at the placenent site and in good
operating condition.

1.3 Formwmork Installation
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Forns shall be properly aligned, adequately supported, and nortar-tight.
The form surfaces shall be snoboth and free fromirregularities, dents,

sags, or hol es when used for pernmanently exposed faces. All exposed joints
and edges shall be chanfered, unless otherw se indicated.

.1.4 Production of Concrete

.1.4.1 Ready- M xed Concrete

Ready- m xed concrete shall conformto ASTM C 94 except as ot herw se
speci fi ed.

.1.4.2 Bat chi ng and M xi ng Equi prrent

The contractor shall have the option of using an on-site batching and
mxing facility. The facility shall provide sufficient capacity to prevent
cold joints. The method of neasuring materials, batching operation, and

m xer shall be subnmitted for review On-site plant shall conformto the
requi renents of ASTM C 94.

.2 CONVEYI NG AND PLACI NG CONCRETE

2.1 Cener al

Concrete placenent shall not be permtted when weather conditions prevent
proper placenent and consolidation wi thout approval. Wen concrete is

m xed and/or transported by a truck m xer, the concrete shall be delivered
to the site of the work and di scharge shall be conpleted within 1-1/2 hours
or 45 mnutes when the placing tenperature is 85 degrees F or greater

unl ess a retarding adm xture is used. Concrete shall be conveyed fromthe
mxer to the forns as rapidly as practicable by nethods which prevent
segregation or |Ioss of ingredients. Concrete shall be in place and
consolidated within 15 mnutes after discharge fromthe mxer. Concrete
shal | be deposited as close as possible to its final position in the forns
and be so regulated that it nay be effectively consolidated in horizonta

| ayers 18 inches or less in thickness with a mninumof |ateral novenent.
The placenent shall be carried on at such a rate that the fornmation of cold
joints will be prevented.

.2.2 Consol i dati on

Each | ayer of concrete shall be consolidated by roddi ng, spading, or
internal vibrating equipnent. External vibrating equi pmrent may be used
when authorized. Internal vibration shall be systematically acconplished
by inserting the vibrator through the fresh concrete in the | ayer bel ow at
a uniform spacing over the entire area of placenent. The distance between
insertions shall be approximately 1.5 tines the radius of action of the

vi brator and overlay the adjacent, just vibrated area by a few inches. The
vi brator shall penetrate rapidly to the bottomof the layer and at |least 6
inches into the layer below, if such a |ayer exists. It shall be held
stationary until the concrete is consolidated and then withdrawn slowy at
the rate of about 3 inches per second.

2.3 Col d- Weat her Requi renents
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No concrete placenment shall be nade when the anbient tenperature is bel ow
35 degrees F or if the anmbient tenperature is bel ow 40 degrees F and
falling. Suitable covering and other neans as approved shall be provided
for maintaining the concrete at a tenperature of at |east 50 degrees F for
not less than 72 hours after placing and at a tenperature above freezing
for the remai nder of the curing period. Salt, chemicals, or other foreign
materials shall not be mxed with the concrete to prevent freezing. Any
concrete damaged by freezing shall be removed and replaced at the expense
of the Contractor.

. 2.4 Hot - Weat her Requi renents

When the rate of evaporation of surface noisture, as deternined by use of
Figure 1 of ACI 308, is expected to exceed 0.2 pound per square foot per
hour, provisions for w ndbreaks, shading, fog spraying, or covering with a
light-colored material shall be nade in advance of placenent, and such
protective neasures shall be taken as quickly as finishing operations will
al | ow.

.3 FI NI SHI NG
.3.1 Cener al

No finishing or repair will be done when either the concrete or the anbient
tenperature is bel ow 50 degrees F.

. 3.2 Fi ni shing Forned Surfaces

Al fins and | oose materials shall be renpved, and surface defects
including tie holes shall be filled. Al honeyconb areas and ot her defects
shall be repaired. Al unsound concrete shall be renoved fromareas to be
repaired. Surface defects greater than 1/2 inch in dianeter and holes |eft
by renoval of tie rods in all surfaces not to receive additional concrete
shal |l be reamed or chipped and filled with dry-pack nortar. The prepared
area shall be brush-coated with an approved epoxy resin or |atex bondi ng
conpound or with a neat cenent grout after danpening and filled with nortar
or concrete. The cenent used in nortar or concrete for repairs to al
surfaces permanently exposed to view shall be a blend of portland cenent
and white cement so that the final color when cured will be the sanme as

adj acent concrete.

. 3.3 Fi ni shing Unformed Surfaces

Al unfornmed surfaces that are not to be covered by additional concrete or
backfill shall be float finished to el evations shown, unless otherw se
specified. Surfaces to receive additional concrete or backfill shall be
brought to the el evations shown and |left as a true and regul ar surface.
Exterior surfaces shall be sloped for drai nage unl ess ot herw se shown.
Joints shall be carefully made with a jointing tool. Unforned surfaces
shall be finished to a tolerance of 3/8 inch for a float finish as

determ ned by a 10 foot straightedge placed on surfaces shown on the plans
to be level or having a constant slope. Finishing shall not be perforned
while there is excess npoisture or bl eeding water on the surface. No water
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or cenent shall be added to the surface during finishing.

.3.3.1 Fl oat Fini sh

Surfaces to be float finished shall be screeded and darbied or bullfl oated
to elimnate the ridges and to fill in the voids left by the screed. In
addition, the darby or bullfloat shall fill all surface voids and only
slightly enbed the coarse aggregate bel ow the surface of the fresh
concrete. When the water sheen disappears and the concrete will support a
person's wei ght w thout deep inmprint, floating should be conpleted.

Fl oati ng shoul d enbed | arge aggregates just beneath the surface, renove
slight inperfections, hunps, and voids to produce a plane surface, conpact
the concrete, and consolidate nortar at the surface.

.3.3.2 Br oom Fi ni sh

A broom finish shall be applied to slab. The concrete shall be screeded
and floated to required finish plane with no coarse aggregate visible.
After surface noisture disappears, the surface shall be brooned or brushed
with a broomor fiber bristle brush in a direction transverse to that of
the main traffic or as directed.

.4 CURI NG AND PROTECTI ON

Begi nning i nmedi ately after placenent and continuing for at |east 7 days,
all concrete shall be cured and protected from premature dryi ng, extrenes
in tenperature, rapid tenperature change, freezing, nechani cal danage, and
exposure to rain or flowing water. All materials and equi pnent needed for
adequate curing and protection shall be available and at the site of the
pl acenent prior to the start of concrete placenent. Preservation of

noi sture for concrete surfaces not in contact with forms shall be
acconpl i shed by one of the follow ng nethods:

a. Continuous sprinkling or ponding.
b. Application of absorptive mats or fabrics kept continuously wet.
c. Application of inpervious sheet material confornming to ASTM C 171

d. Application of nenbrane-forming curing conpound conform ng to ASTM
C 309, Type 1-D, on surfaces permanently exposed to view and Type 2 on
ot her surfaces shall be acconplished in accordance with manufacturer's
i nstructions.

The preservation of npisture for concrete surfaces placed agai nst wooden
forns shall be acconplished by keeping the forns continuously wet for 7
days. |If forns are renoved prior to end of the required curing period,

ot her curing nethods shall be used for the bal ance of the curing period.
During the period of protection renoval, the tenperature of the air in
contact with the concrete shall not be allowed to drop nore than 25 degrees
Fwithin a 24 hour period.

5  TESTS AND | NSPECTI ONS
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.5.1 Cener al

The individuals who sanple and test concrete as required in this
specification shall have denpbnstrated a knowl edge and ability to perform
t he necessary test procedures equivalent to the ACI mni num gui delines for
certification of Concrete Field Testing Technicians, G ade |

.5.2 I nspection Details and Frequency of Testing

.5.2.1 Preparations for Placing

Foundation or construction joints, forms, and enbedded itens shall be
i nspected in sufficient tine prior to each concrete placenent by the
Contractor to certify that it is ready to receive concrete.

.5.2.2 Ai r Content

Air content shall be checked at |east once during each shift that concrete
is placed. Sanples shall be obtained in accordance with ASTM C 172 and
tested in accordance with ASTM C 231

.5.2.3 Sl unmp

Sl unmp shall be checked once during each shift that concrete is produced.
Sanpl es shall be obtained in accordance with ASTM C 172 and tested in
accordance with ASTM C 143.

.5.2.4 Consol i dati on and Protection

The Contractor shall ensure that the concrete is properly consolidated,
finished, protected, and cured.

.5.3 Action Required

.5.3.1 Pl aci ng

The placing foreman shall not permt placing to begin until he has verified
t hat an adequate nunber of acceptable vibrators, which are in working order
and have conpetent operators, are avail able.

.5.3.2 Ai r Content

Whenever a test result is outside the specification limts, the concrete
shall not be delivered to the forns and an adj ustnent shall be made to the
dosage of the air-entrai nnent adm xture.

.5.3.3  Slunp

Whenever a test result is outside the specification limts, the concrete
shall not be delivered to the forns and an adj ustment should be nade in the
batch wei ghts of water and fine aggregate. The adjustnents are to be nade
so that the water-cenment rati o does not exceed that specified in the

subm tted concrete m xture proportion.
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3.5.4 Reports

The results of all tests and inspections conducted at the project site
shall be reported informally at the end of each shift and in witing weekly
and shall be delivered within 3 days after the end of each weekly reporting

peri od.

-- End of Section --
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SECTI ON 05101

METALWORK FABRI CATI ON AND M SCELLANEQUS PROVI SI ONS

PART 1  GENERAL

1.1 REFERENCES
The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic

desi gnation only.

AMERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

ASTM A 123 (1989a) Zinc (Hot-Di p Gal vani zed) Coati ngs
on Iron and Steel Products

ASTM A 325 (1994) Structural Bolts, Steel, Heat
Treated, 120/105 ksi M ninum Tensil e
Strength

ASTM A 780 (1993a) Repair of Damaged and Uncoated
Areas of Hot-Di p Gal vani zed Coati ngs

ASTM E 94 (1993) Radi ographic Testing

ASTM E 165 (1995) Liquid Penetrant Exam nation

| nspecti on Met hod
ASTM E 709 (1995) Magnetic Particle Exam nation
AMERI CAN SOCI ETY OF MECHANI CAL ENG NEERS ( ASME)

ASME B4. 1 (1967; R 1994) Preferred Limts and Fits
for Cylindrical Parts

AMERI CAN WELDI NG SOCI ETY ( AWS)
AWS D1.1 (1994) Structural Welding Code - Steel
1.2 PAYMENT

1.2.1 [Enter Appropriate Subpart Title Here]l1.2.1.1 [Enter Appropriate
Subpart Title Here]
Payment will be made for costs associated with netal fabrication and
machi ne work under the bid item"Prefabricated Pedestrian Bridge" in
section 05910 (Prefabricated Steel Pedestrian Bridge), which includes
furnishing all plant, | abor, materials and equi pnent and performng all
operations necessary for the netalwork fabrication and mi scel | aneous
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provi sions as specified.
.3 SUBM TTALS
Government approval is required for all submttals with a "GA" designation;
submittals having an "FI O' designation are for information only. The
followi ng shall be subnmitted in accordance with Section 01330 SUBM TTAL
PROCEDURES:

SD- 04 Dr awi ngs
Detail Draw ngs; G

Detail drawi ngs for netalwork shall be submtted and approved prior to
fabrication.

SD- 07 Schedul es
Material s Orders;

Copi es of purchase orders, mll orders, shop orders and work orders for
materials shall be submitted prior to the use of the materials in the work.

Material s List;

Materials list for fabricated itens shall be submtted at the tine of
subm ttal of detail draw ngs.

Shi pping Bill;

Shi pping bill shall be submtted with the delivery of finished pieces to
the site.

SD-08 Statenents
Wel di ng Procedures for Structural Steel; G

Schedul es of wel ding procedures for steel structures shall be submtted and
approved prior to conmencing fabrication.

Structural Steel Wl ding Repairs; G

Wel ding repair plans for steel shall be submtted and approved prior to
maki ng repairs.

SD- 09 Reports
Tests, lnspections, and Verifications;

Certified test reports for materials shall be submtted with all materials
delivered to the site.

SD-13 Certificates
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Qualification of Wl ders and Wl di ng Operators;

Certifications for welders and wel ding operators shall be submitted prior
to commenci ng fabrication.

SD- 18 Records
Mat eri al s Di sposition Records;

Mat erial s di sposition records shall be submtted before conpletion of
contract.

1.4 METALWORK DETAI L DRAW NGS

Detail drawi ngs for netalwork shall include catal og cuts, tenplates,
fabrication and assenbly details and type, grade and class of material as
appropriate. Elenents of fabricated itens inadvertently omtted on
contract drawi ngs shall be detailed by the fabricator and indicated on the
detail draw ngs.

1.5 QUALI FI CATI ON OF VWELDERS AND VELDI NG OPERATORS

The Contractor shall certify that the qualification of welders and wel di ng
operators and tack wel ders who will perform structural steel welding have
been qualified for the particular type of work to be done in accordance
with the requirenents of AWs D1.1, Section 5, prior to comencing

fabrication. The certificate shall list the qualified welders by nane and
shal | specify the code and procedures under which qualified and the date of
qualification. Prior qualification will be accepted if wel ders have

perfornmed satisfactory work under the code for which qualified within the
precedi ng three nonths. The Contractor shall require welders to repeat the
qual i fying tests when their work indicates a reasonabl e doubt as to
proficiency. Those passing the requalification tests will be recertified.
Those not passing will be disqualified until passing. Al expenses in
connection with qualification and requalification shall be borne by the
Contractor.

PART 2 PRODUCTS

2.1 MATERI ALS

2.1.1 Materials Orders
The Contractor shall furnish 2 copies of purchase orders, mll orders, shop
orders and work orders for all nmaterials orders and itens used in the work.
VWhere m || tests are required purchase orders shall contain the test site
address and the nanme of the testing agency.

2.1.2 Material s List

The Contractor shall furnish a materials list of the materials to be used
in the fabrication of each item

2.1.3 Shi ppi ng Bill
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The Contractor shall furnish a shipping bill or nenorandum of each shi pnent
of finished pieces or nenbers to the project site giving the designation
mar k and wei ght of each item the nunber of itens, the total weight, and
the car initial and nunber if shipped by rail in carload lots. Duplicate
copies of shipping bills shall be nmailed pronmptly to Contracting Oficer

.2 FABRI CATI ON

. 2.1 Structural Fabrication

Mat erial must be straight before being laid off or worked. |If
straightening is necessary it shall be done by nmethods that will not inpair
the nmetal. Sharp kinks or bends shall be cause for rejection of the
material. Material with welds will not be accepted except where welding is

definitely specified, indicated or otherw se approved. Bends shall be made
by approved dies, press brakes or bending rolls. Were heating is

requi red, precautions shall be taken to avoid overheating the netal and it
shall be allowed to cool in a nmanner that will not inpair the origina
properties of the netal. Proposed flame cutting of naterial other than
structural steel shall be subject to approval and shall be indicated on
detail drawi ngs. Shearing shall be accurate and all portions of the work
shall be neatly finished. Corners shall be square and true unless

ot herwi se shown. Re-entrant cuts shall be filleted to a m nimumradius of
3/4 inch unl ess otherw se approved. Finished nenbers shall be free of

twi sts, bends and open joints. Bolts, nuts and screws shall be tight.

.2.1.1 D nensi onal Tol erances for Structural Wrk

Di nensi ons shall be neasured by an approved calibrated steel tape of
approxi nately the sane tenperature as the material being neasured. The
overal | dinensions of an assenbled structural unit shall be within the
tol erances indicated on the drawings or as specified in the particular
section of these specifications for the itemof work. Were tolerances are
not specified in other sections of these specifications or show, an

al | owabl e variation of 1/32 inch is permssible in the overall |ength of
conponent nenbers with both ends nilled and conponent nenbers without
mlled ends shall not deviate fromthe di nensi ons shown by nore than 1/16
inch for menbers 30 feet or less in length and by nore than 1/8 inch for
menbers over 30 feet in |ength.

.2.1.2 Structural Steel Fabrication

Structural steel nmay be cut by nechanically guided or hand-gui ded torches,
provi ded an accurate profile with a surface that is snmooth and free from
cracks and notches is obtained. Surfaces and edges to be wel ded shall be
prepared in accordance with AWS D1.1, Subsection 3.2. Were structura
steel is not to be welded, chipping or grinding will not be required except
as necessary to renove slag and sharp edges of nechanically guided or
hand- gui ded cuts not exposed to view. Hand-guided cuts which are to be
exposed or visible shall be chipped, ground or nachined to sound netal .

2.2 Wel di ng
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2.2.2.1 Wel di ng of Structural Steel

a. Welding Procedures for Structural Steel - Wl ding procedures for
structural steel shall be prequalified as described in AWs DI1. 1,
Subsection 5.1 or shall be qualified by tests as prescribed in AWs DI. 1,
Section 5. Properly docunented evi dence of conpliance with al

requi renents of these specifications for previous qualification tests
shal | establish a welding procedure as prequalified. For welding
procedures qualified by tests, the test wel ding and speci nen testing
nmust be witnessed and the test report docunent signed by the
Contracting O ficer. Approval of any welding procedure will not
relieve the Contractor of the responsibility for producing a finished
structure nmeeting all requirenents of these specifications. The
Contractor will be directed or authorized to make any changes in

previ ously approved wel di ng procedures that are deened necessary or
desirable by the Contractor Oficer. The Contractor shall subnit a
conpl ete schedul e of wel ding procedures for each steel structure to be
wel ded. The schedul e shall conformto the requirenents specified in
the provisions AWs D1.1, Sections 2, 3, 4, 7 and 9 and applicable
provi sions of Section 10. The schedul e shall provide detail ed
procedure specifications and tables or diagrans showi ng the procedures
to be used for each required joint. Wl ding procedures nust include
filler nmetal, preheat, interpass tenperature and stress-relief heat
treatment requirenments. Each welding procedure shall be clearly
identified as being prequalified or required to be qualified by tests.
Wel di ng procedures nmust show types and | ocations of welds designated or
in the specifications to receive nondestructive exam nation

b. Welding Process - Wlding of structural steel shall be by an
electric arc welding process using a method which excl udes the

at nosphere fromthe nolten netal and shall conformto the applicable
provi sions of AW D1.1, Sections 1 thru 7, 9, 10 and 11. Wl ding shal
be such as to mininize residual stresses, distortion and shrinkage.

c. Welding Technique

(1) Filler Metal - The el ectrode, el ectrode-flux conbination and
grade of weld netal shall conformto the appropriate AWS
specification for the base netal and wel ding process being used
shal |l be as shown where a specific choice of AWS specification
all owables is required. The AWS designation of the electrodes to
be used shall be included in the schedul e of welding procedures.
Only | ow hydrogen el ectrodes shall be used for nmanual shi el ded
met al -arc wel di ng regardl ess of the thickness of the steel. A
controll ed tenperature storage oven shall be used at the job site
as prescribed by AWs D1.1, Subsection 4.5 to maintain |ow noisture
of | ow hydrogen el ectrodes.

(2) Preheat and Interpass Tenperature - Preheating shall be
perforned as required by AWS D1.1, Subsection 4.2 and 4.3 or as

ot herwi se specified except that the tenperature of the base netal
shall be at l|east 70 degrees F. The weldnments to be preheated
shall be slowly and uniformy heated by approved neans to the
prescribed tenperature, held at that tenperature until the welding

05101 - 7 ENCL 1 TO AMENDMENT NO. 0003



2.

2.

1143

is conpleted and then permitted to cool slowy in still air.

(3) Stress-Relief Heat Treatnent - Were stress relief heat
treatnment is specified or shown, it shall be in accordance with
the requirenents of AWS D1.1, Subsection 4.4 unless otherw se
aut hori zed or directed.

d. Wrkmanship - Wrkmanship for wel ding shall be in accordance with
AWS D1.1, Section 3 and other applicable requirenents of these
speci fications.

(1) Preparation of Base Metal - Prior to welding the Contractor
shal | inspect surfaces to be welded to assure conpliance with AW
D1.1, Subsection 3.2.

(2) Tenporary Welds - Tenporary welds required for fabrication
and erection shall be nade under the controlled conditions

prescri bed for pernmanent work. Tenporary welds shall be nade

usi ng | ow hydrogen wel di ng el ectrodes and by wel ders qualified for
permanent work as specified in these specifications. Preheating
for tenporary wel ds shall be as required by AWs D1.1 for permanent
wel ds except that the mninmumtenperature shall be 120 degrees F
in any case. |In nmaking tenporary welds arcs shall not be struck
in other than weld |l ocations. Each tenporary weld shall be
renoved and ground flush with adjacent surfaces after serving its
pur pose.

(3) Tack Welds - Tacks welds that are to be incorporated into the
per manent work shall be subject to the sane quality requirenents
as the permanent wel ds and shall be cl eaned and thoroughly fused
with permanent welds. Preheating shall be perforned as specified
above for tenporary welds. Miltiple-pass tack welds shall have
cascaded ends. Defective tack welds shall be renoved before

per manent wel di ng.

2.3 Bol t ed Connecti ons
2.3.1 Bolted Structural Steel Connections

Bolts, nuts and washers shall be of the type specified or indicated. All
nuts shall be equi pped with washers except for high strength bolts.

Bevel ed washers shall be used where bearing faces have a sl ope of nore than
1:20 with respect to a plane normal to the bolt axis. Were the use of
hi gh strength bolts is specified or indicated the materials, worknmanship
and installation shall conformto the applicable provisions of ASTM A 325.

a. Bolt Holes - Bolt holes shall be accurately |ocated, snooth,
per pendi cul ar to the nenber.

(1) Holes for regular bolts shall be drilled or subdrilled and
reaned in the shop and shall not be nore than 1/16 inch |arger
than the dianmeter of the bolt.

(2) Holes for fitted bolts shall be match-reaned or drilled in
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the shop. Burrs resulting fromreaning shall be renoved. The
threads of bolts shall be entirely outside of the holes. The body
di ameter of bolts shall have tol erances as recommended by ASME B4.1
for the class of fit specified. Fitted bolts shall be fitted in
reanmed hol es by selective assenbly to provide an LN-2 fit.

(3) Holes for high strength bolts shall have dianeters of not

nore than 1/16 inch larger than bolt dianmeters. |If the thickness
of the material is not greater than the dianeter of the bolts the
hol es may be punched. |If the thickness of the material is greater

than the dianeter of the bolts the holes nmay be drilled full size
or subpunched or subdrilled at least 1/8 inch smaller than the

di ameter of the bolts and then reaned to full size. Poor matching
of holes will be cause for rejection. Drifting occurring during
assenbly shall not distort the netal or enlarge the holes.

Reanming to a |arger dianeter of the next standard size bolt will
be allowed for slight m smatching.

2.4 M scel | aneous Provi si ons
2.4.1 Metal |i ¢ Coatings

Zinc Coatings - Zinc coatings shall be applied in a manner and of a

t hi ckness and quality confornming to ASTM A 123. Were zinc coatings
are destroyed by cutting, welding or other causes the affected areas
shal | be regal vani zed. Coatings 2 ounces or heavier shall be

regal vani zed with a suitable lownelting zinc base alloy simlar to the
recomendati ons of the Anerican Hot-Di p Gl vani zers Association to the
t hi ckness and quality specified for the original zinc coating.

Coatings |l ess than 2 ounces shall be repaired in accordance with ASTM A
780.

2.5 Shop Assenbly

Each structural unit furnished shall be assenbled in the shop to deternm ne
the correctness of the fabrication and matchi ng of the conponent parts

unl ess ot herwi se specified. Tolerances shall not exceed those shown. Each
unit assenbl ed shall be closely checked to ensure that all necessary

cl earances have been provided. Assenbly in the shop shall be in the sane
position as final installation in the field unless otherw se specified.
Assenbly and di sassenbly work shall be performed in the presence of the
Contracting O ficer unless waived in witing. Errors or defects disclosed
shall be imediately renedied by the Contractor wi thout cost to the
CGovernment. Before disassenbly for shiprment each piece of a structura

unit shall be match-narked to facilitate erection in the field. The

| ocation of match-narks shall be indicated by circling with a ring of white
paint after the shop coat of paint has been applied or as otherw se

di rect ed.

.3 TESTS, | NSPECTI ONS, AND VERI FI CATI ONS

The Contractor shall have required naterial tests and anal yses perforned
and certified by an approved | aboratory to denonstrate that materials are
in conformity with the specifications. These tests and anal yses shall be
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perfornmed and certified at the Contractor's expense. Tests, inspections,
and verifications shall conformto the requirenents of the particul ar
sections of these specifications for the respective items of work unless

ot herwi se specified or authorized. Tests shall be conducted in the
presence of the Contracting Oficer if so required. The Contractor shal
furni sh speci mens and sanples for additional independent tests and anal yses
upon request by the Contracting Oficer. Specinens and sanples shall be
properly | abel ed and prepared for shipnent.

. 3.1 Nondest ructive Testing

When doubt exists as to the soundness of any naterial part such part may be
subj ected to any form of nondestructive testing determ ned by the
Contracting O ficer. This may include ultrasonic, magnaflux, dye
penetrant, x-ray, gamm ray or any other test that will thoroughly

i nvestigate the part in question. The cost of such investigation will be
borne by the Governnent. Any defects will be cause for rejection and
rejected parts shall be replaced and retested at the Contractor's expense.

. 3.2 I nspection of Structural Steel Wl ding

The Contractor shall maintain an approved inspection system and perform
required inspections in accordance with Contract C ause CONTRACTOR

| NSPECTI ON SYSTEM Wl di ng shall be subject to inspection to determ ne

conformance with the requirenents of AWS D1.1, the approved wel ding
procedures and provisions stated in other sections of these specifications.
Nondestructi ve exam nation of designated welds will be required.

Suppl erent al exami nati on of any joint or coupon cut fromany location in

any joint may be required.

.3.2.1 Vi sual Exam nati on

Al conpleted welds shall be cleaned and carefully exam ned for
insufficient throat or |eg sizes, cracks, undercutting, overlap, excessive
convexity or reinforcenent and other surface defects to ensure conpliance
with the requirenents of AWs D1.1, Section 3 and Section 9, Part D

.3.2.2 Nondestructi ve Exam nati on

The nondestructive exani nation of shop and field welds shall be perforned
as designated or described in the sections of these specifications covering
the particular items of work.

a. Testing Agency - The nondestructive exam nation of welds and the
eval uation of exam nation tests as to the acceptability of the welds
shal | be performed by a testing agency adequately equi pped and
conpetent to performsuch services or by the Contractor using suitable
equi pnent and qualified personnel. 1In either case witten approval of
t he exami nation procedures is required and the exam nation tests shal
be made in the presence of the Contracting Officer. The evaluation of
exam nation tests shall be subject to the approval and all records
shal | become the property of the Governnent.

b. Exam nation Procedures - Exami nation procedures shall conformto
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the foll ow ng requirenents.

(1) Utrasonic Testing - Mking, evaluating and reporting
ultrasonic testing of welds shall conformto the requirenents of
AWS D1.1, Section 6, Part C. The ultrasonic equi pnent shall be
capabl e of making a permanent record of the test indications. A
record shall be made of each weld tested

(2) Radiographic Testing - Mking, evaluating and reporting
radi ographic testing of welds shall conformto the requirenents of
AW5 D1.1, Section 6, Part B and ASTM E 94.

(3) Magnetic Particle Inspection - Magnetic particle inspection
of welds shall conformto the applicable provisions of ASTME 709.

(4) Dye Penetrant |nspection - Dye penetrant inspection of welds
shall conformto the applicable provisions of ASTM E 165.

c. Acceptability of Welds - Welds shall be unacceptable if shown to
have defects prohibited by AWs D1.1, Subsection 9.25 or possess any
degree of inconplete fusion, inadequate penetration or undercutting.

2.3.2.3 Test Coupons

The Governnent reserves the right to require the Contractor to renove
coupons from conpl eted work when doubt as to soundness cannot be resol ved
by nondestructive exam nation. Should tests of any two coupons cut from
the work of any wel der show strengths | ess than that specified for the base
netal it will be considered evidence of negligence or inconpetence and such
wel der shall be renoved fromthe work. Wen coupons are renoved from any
part of a structure the nenbers cut shall be repaired in a neat manner with
joints of the proper type to develop the full strength of the nenbers.
Repaired joints shall be peened as approved or directed to relieve residua
stress. The expense for renobving and testing coupons, repairing cut
nmenbers and the nondestructive exam nation of repairs shall be borne by the
Governnent or the Contractor in accordance with the Contract C auses

| NSPECTI ON AND ACCEPTANCE

.3.2. 4 Suppl ement al Exami nati on

When t he soundness of any weld is suspected of being deficient due to
faulty wel ding or stresses that m ght occur during shipment or erection the
CGovernment reserves the right to perform nondestructive suppl enent al

exam nations before final acceptance. The cost of such inspection will be
borne by the Governnent.

. 3.3 Structural Steel Wl ding Repairs

Defective welds in the structural steel welding repairs shall be repaired
in accordance with AWS Dl1.1, Subsection 3.7. Defective weld nmetal shall be
renoved to sound nmetal. The surfaces shall be thoroughly cleaned before
wel ding. Welds that have been repaired shall be retested by the sane

net hods used in the original inspection. Except for the repair of nmenbers
cut to renove test coupons and found to have acceptable welds costs of
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repairs and retesting shall be borne by the Contractor.

PART 3 EXECUTI ON

3.

1 | NSTALLATI ON

Al parts to be installed shall be thoroughly cleaned. Packing conpounds,
rust, dirt, grit and other foreign matter shall be renoved. Where units or
itens are shipped as assenblies they will be inspected prior to
installation. Bolts and screws shall be tightened firmy and unifornmy but
care shall be taken not to overstress the threads. Wen a half nut is used
for locking a full nut the half nut shall be placed first and foll owed by
the full nut. Threads of all bolts except high strength bolts, nuts and
screws shall be lubricated with an approved |ubricant before assenbly.

1.1 Alignment and Setting

Each structural unit shall be accurately aligned by the use of steel shinms
or other approved nethods so that no distortion of any nmenber occurs before
it is fastened in place. The alignment of all parts with respect to each
other shall be true within the respective tol erances required.

.2 TESTS

2.1 Wor kmanshi p

Wor kmanshi p shall be of the highest grade and in accordance with the best
nodern practices to conformw th the specifications for the item of work
bei ng furni shed.

-- End of Section --
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